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PREFACE 

The chief feature which distinguishes this volume from other 
American textbooks on the same subject is that the Principle of 
Moments is used consistently throughout in place of the usual 
calculus processes. By basing the work on this principle it has 
been found practicable to give a simple and obvious treatment 
of many topics for which the calculus is usually thought to be 
indispensable, such as the calculation of moments of inertia, the 
deflection of beams, the buckling of columns, and the strength 
of thick cylinders. Experience has shown conclusively that the 
average engineering graduate, and even the practicing engineer, is 
deficient in the ability to apply the Principle of Moments readily, 
but when thus used as the central and coordinating principle, it 
must necessarily make an indelible impression on the mind of the 
student and go far toward remedying this deficiency. 

The mechanics of materials is of such fundamental importance in 
all branches of technology that it is important to begin its study 
as early in the course as possible. Heretofore it has been necessary 
to defer it - - awaiting the completion of the calculus — until junior 
year, when the curriculum is already crowded with technical sub- 
jects requiring its application. This text makes it possible for the 
course to parallel or even to precede the calculus. In addition, it 
makes the subject available for trade or architectural schools where 
no calculus is taught. 

Although simple and obvious, the treatment is adequate, and 
its simplicity in no way limits its range or generality. The text 
is supplemented by a variety of engineering applications, giving 
practical information as well as a mastery of the principles involved. 

S. E. SLOCUM 



m 



0>i >• Ar\r^ 



CONTENTS 

SECTION I 

STRESS AND DEFORMATION 

PAGES 

Elastic resistance, or stress. — Varieties of strain. — Strain diagram. 

— Hooke's law. — Elastic limit. — Working stress. — Resilience. — 
Poisson's ratio. — Temperature stress. — Applications 1-14 

SECTION II 

FIRST AND SECOND MOMENTS 

Static moment. — Fundamental theorem of moments. — Center of 
gravity, -r- Centroid. — Centroid of triangular area. — Centroid of 
circular arc. — Centroid of circular sector and segment. — Centroid 
of parabolic segment. — Axis of symmetry. — Centroid of composite 
figures. — Moment of inertia. — I for rectangle. — I for triangle. — 
I for circle. — I for composite figures. — Applications 15-34 

SECTION III 

BENDING-MOMENT AND SHEAR DIAGRAMS 

Conditions of equilibrium. — Vertical shear. — Bending moment. 

— Bending-moment and shear diagrams. — Relation between shear 
and moment diagprams. — Properties of shear and moment diagrams. 

— Greneral directions for sketching diagrams. — Applications . . 35-48 

SECTION IV 

STRENGTH OF BEAMS 

Nature of bending stress. — Distribution of stress. — Fundamental 
formula for beams. — Calculation and design of beams. — Applications 49-59 



vi CONTENTS 

SECTION V 

DEFLECTION OF CANTILEVER AND SIBfPLE BEAMS 

PAon 

General deflection formula. — Cantilever bearing concentrated 

load. — Cantilever bearing uniform load. — Cantilever under constant 
moment. — Simple beam bearing concentrated load. — Simple beam 
bearing uniform load. — Applications 60-69 

SECTION VI 
CONTINUOUS BEAMS 

Theorem of three moments for uniform loads. — Theorem of three 
moments for concentrated loads. — Effect of tmequal settlement of 
supports. — Applications 70-79 

SECTION VII 

RESTRAINED, OR BUILT-IN, BEAMS 

Uniformly loaded beam fixed at both ends. — Beam fixed at both 
ends and bearing concentrated load at center. — Single eccentric load. 

— Uniformly loaded beam fixed at one end. — Beam fixed at one end 
and bearing concentrated load at center. — Beam fixed at one end and 
bearing a concentrated eccentric load. — Applications 80-90 

SECTION VIII 

COLUMNS AND STRUTS 

Nature of compressive stress. — Euler's theory of long columns. — 
Effect of end support — Modification of Euler's formula. — Ran- 
kine's formula. — Values of the empirical constants in Rankine's 
formula — Johnson's parabolic formula. — Johnson's straight-line 
formula. — Cooper's modification of Johnson's straight-line formula. 

— Eccentrically loaded columns. — Applications 91-105 

SECTION IX 
TORSION 

Maximum stress in circular shafts. — Angle of twist in circular 
shafts. — Power transmitted by circular shafts. — Combined bending 
and torsion. — Resilience of circular shafts. — Non-circular shafts. — 
Elliptical shaft — Rectangular and square shafts. — Triangular 
shafts. Angle of twist for shafts in general. — Applications . . 106-117 



CONTENTS vii 

SECTION X 

SPHERES AND CYLINDERS UNDER UNIFORM PRESSURE 

PAOBS 

Hoop stress. — Hoop tension in hollow sphere. — Hoop tension in 
hollow circular cylinder. — Longitudinal stress in hollow circular 
cylinder. — Thick cylinders. — Lamp's formulas. — Maximum stress 
in thick cylinder under uniform internal pressure. — Bursting pres- 
sure for thick cylinder. — Maximum stress in thick cylinder under 
uniform external pressure. — Comparison of formulas for the strength 
of tubes under uniform internal pressure. — Thick cylinders built up 
of concentric tubes. — Practical formulas for the collapse of tubes 
under external pressure. — Shrinkage and forced fits. — Applications 118-185 

SECTION XI 

FLAT PLATES 

Theory of flat plates. — Maximum stress in homogeneous circu- 
lar plate under uniform load. — Maximum stress in homogeneous 
circular plate under concentrated load. — Dangerous section of ellip- 
tical plate. — Maximum stress in homogeneous elliptical plate under 
uniform load. — Maximum stress in homogeneous square plate under 
uniform load. — Maximum stress in homogeneous rectangular plate 
under uniform load. — Applications 136-145 

SECTION XII 

RIVETED JOINTS AND CONNECTIONS 

Efficiency of riveted joint. — Boiler shells. — Structural steel. — 
Unit stresses. — Applications 146-155 

SECTION XIII 

REENFORCED CONCRETE 

Physical properties. — Design of refinforced-concrete beams. — 
Calculation of stirrups, or web reinforcement. — Refinforced- 
concrete columns. — Radially reinforced flat slabs. — Diameter of 
top. — Efficiency of the spider hoops. — Maximum moment. — Thick- 
ness of slab. — Area of slab rods. — Application of formulas. — 
Dimension table. — Dimensions of spider. — Applications .... 156-175 



viii CONTENTS 



SECTION XIV 



SIMPLE STRUCTURES 



PAGES 



Composition and resolution of forces. — Conditions of equilibrium 
of a system of coplanar forces. — Equilibrium polygon. — Applica- 
tion of equilibrium polygon to determining reactions. — Equilibrium 
polygon through two given points. — Equilibrium polygon through 
three given points. — Application of equilibrium polygon to calcula- 
tion of stresses. — Relation of equilibrium polygon to bending- 
moment diagram. — Structures : external forces. — Structures : joint 
reactions. — Structures : method of sections Applications . . . 176-204 

ANSWERS TO PROBLEMS 205-207 

INDEX 209-210 



TABLES OF PHYSICAL AND MATHEMATICAL 

CONSTANTS 

I. Average Values of Physical Constants 
II. Properties of Various Sections 

III. Properties of Standard I-Beams 

IV. Properties of Standard Channels 
V. Properties of Standard Angles 

VI. Properties of Bethlehem Girder Beams 
VII. Properties of Bethlehem I-Beams 

VIII. Moments of Inertia and Section Moduli : Rectangular Cross 
Section 
IX. Moments of Inertia and Section Moduli : Circular Cross 

Section 
X. Four-Place Logarithms of Numbers 
XL Conversion of Logarithms 
XII. Functions of Angles 

XIII. B ending-Moment and Shear Diagrams 

XIV. Mensuration 

XV. Fractional and Decimal Equivalents 
XVI. Weights of Various Substances 
XVJI. Strength of Ropes and Belts 



Iz 



\ 



TABLES 



xi 






H 
»Q 

•< 
H 

OD 

O * 

•J 

(0 

h 
O 

OB 

H 

H 

< 



1-3 s. 



J 



«4 M 




4a 



^ 



I I s $ 






a 



nil 
1 1 1 1 

a a s ^ 






• 



III! 

8 8 8 9 



0«* 



6 



09 C3 e 3P 

§ ? ? I 
e e e o 



§ 



I : 



$ 




S8 CI 



^ * Q * 

. 8 . s| . 



S • 9 55 -^ 



11 






lllll 

8 8 a "^ 8 






§ 8 S 8 



elf 

^ JQ ^ 



a 



s s $ s 






§88 



S S 



eo 



eT ^ of 



• • 



I 



fH e< vH 



§1111 

eo lH lH fH 



ao 



1st 

5^35 







§§§! -iiiii 

S8SS -Q^SSfglS 



eo «D CO 



I 



s 

o 



Mill 



fl 

■■-si 



I 1 i 



§ i s 



« S M 

^ S I ^ ' 

K S > O 



1 -' 

A a s 



J 5 "C 



xu 



RESISTANCE OF MATERIALS 



TABLE I (Continued) 



2. Poi8SON*s Ratio 



Material 


Average 

Values of 

l_ 

m 


Steel, hard 


.205 


" structural 


.299 


Iron 


.277 


Braas 


.367 


Copper 


.340 


^^ rr^ ••*•••••••■••••••• 

Lead 


.375 


Zinc 


.205 







B. Factors of Safety 



Material 



Steel, hard . . 

" structural 
Iron, wrought 

" cast . . . 
Timber . . . 
Brick and stone 



Steady 


Varying 


Repeated or 


Stress : 


Stress : 


Reversed 


Buildings, 


Bridges, 


Stress : 


ETC. 


etc. 


Machines 


5 


8 


15 


4 


a 


10 


4 


6 


10 


6 


10 


20 


8 


10 


15 


15 


25 


30 



The only rational method of determining the factor of safety is to choose it 
sufficiently large to bring the working stress well within the elastic limit (see 
Article 6). 



« 
D 
iJ 
& 
O 
O 

§ 

g 
H 

OQ 



I 

6Q 



•«! CD 



rh\^ 



< '^ 



H 

O 
H 

H 



u 

< 

fa 
O 

H 

o 



1^ 






Q 

O 
O 



H OQ 
OQ -^ 



H 



CO 

O 

H 

O 

U 

CG 

CO 
O 

O 

CO 

H 

H 
flu 
O 
» 






2. Im 



S> S 



(M 






o 

to 
fa ■* 

o 
< 



I 



li 



li 



11 
H 






N 

OQ 









!• .< 








■f 






1 

1 

1 

.1 


U— f, — « 








-•OJ 



, — h— .-1 



xiii 



•2 



•J 



o 

H 

GO 
OB 

O 

M 

< 

h 
O 

CO 

u 

H 

o 



• 
















p 

k4 


& 








g 


00 








Q 


T^ 








^ 1 


1-4 

• 

II 




SS 




H 




> 


• 






OQ 


1 








< -!> 










E ^ 




















a:! 










h o 






, 




O H 












iia 




SS 


3 ^ 


S| 










OS 










Sa 










o S 










r* o 






« 




H 3 










•< H 










H QD 










OQ "-^ 










>* 


• 








H 










M 


•o 








>• 


l«- 








O 


• 




•< 


•< 


^2 u 


II 




09 100 


C4 100 


O H H 


-^ 




II 


11 


H 


II 


• 






1 


H 




• 




. -< 






•< 


-< 


< 


2. 




1$ 


11 1« 




f 




1 














1 




^x1 


"f 




/) 


<\ 




1 


/TT 


^y^ 




A. 


/ 


\ 


^ 


y^ 


1 


^ 


-» 


-< 


>• — »—• 


> 


Sv. 






1 ^^^^ 




s 


X 


X 


1 ^ 


^^ 




1 ^^^. 




OQ 


\ 


/ 


1 
1 

1 


\ 


. 


}•-—«— J ^ 


..t 








r- 


— « — » 


J 


fcl— -<-*■ — « 










r- 


- -<i j 


1 i 1 












I 







XIV 



ii 

1|a 



j^i<=^ 



I 



u 



I 



II 



00 




I 



II 

lis 



3 



II 



I 



3 



^ 



3 



I 



3 



I 

fi5 



:§ 
I 

33 



II 



00 



qi« 



I 

ft 

II 



II 
H 



s 

00 

11 



b3|(N 

II 



I 

9. 

to 

n 

II 




OD 

o 

H 

S CO 

G « 
o 

CO 

H 

H 
06 
U 

O 

« 

Oh 



H 



OB 

& 
o 

o 

o 



H 

OQ 



I 

5«a 



lO IQO 



00 
1-1 

3 



P '^ 

o i 

< H 
H CO 

CO ^ 



II 

2) 



(00 

us 



• 

11 



too 



> 

> 

O 

»4 

H 

3 



II 



^1 



91 



tl 



H ^ 






II 



00 



cq 



09 



00 



04 



H 

00 




— «-- 1 





— N— -n 




I 



I 

+ 
I 

T 






00 



I 

I 
I 

i 



s 



I 

09 



11 



s 

+ 

I 






-«■ 



— » 



L 



T 



-I- 



T 



I. 



T 
I 

I 



xn 




5° 









IX -i 



eS 



xvux 



BESISTANCE OF MATEBIALS 



TABLE m 
Pbopcbties of Stavdakd'I-Bkaki 




Vmrru 

or 
Bkam 


Wkiobt 

PBB 

Foot 


ABBA 

or 
Bbctiov 


Thicb- 

9EMOr 

Web 


Width 

or 
Flajiob 


Mom BUT 

or 

IBBBTIA 
AXIS 1-1 


Sectioh 
Modu- 
lus 
AXIS 1-1 


Radius 

or 
Otba- 

TION 

AXIS 1-1 


MOMBBT 

or 

IlTBBTIA 
AXIS 2-2 


Radivb 

or 

Otba- 

nov 

Axis 9-2 


« 


A 


t 


b 


I 


8 


r 


r 


r 


J%ek€$ 


Pommdt 


8q,ImckeM 


Inches 


Jnekes 


Jnckea* 


Jmekea* 


JuektM 


Inekea* 


Ineka 


8 


6^ 


IJB 


.17 


233 


23 


1.7 


133 


46 


38 


M 


%L 


IJl 


.20 


2.42 


2.7 


13 


1.19 


38 


38 


M 


lA 


2.21 


36 


232 


23 


13 


1.15 


30 


38 


4 


7A 


2.21 


.19 


238 


63 


SA 


13ft 


.77 


39 


M 


8j8 


2jB0 


.26 


2.73 


6A 


83 


139 


35 


36 


M 


$£ 


2.79 


34 


231 


6.7 


8A 


134 


3S 


36 


M 


10J( 


Sil9 


.41 


238 


7.1 


83 


ijn 


131 


37 


6 


9.75 


2.87 


.21 


830 


12.1 


43 


235 


138 


35 


M 


12 JB 


8.60 


36 


8.15 


133 


6.4 


134 


145 


38 


M 


14.75 


4.34 


30 


839 


16.1 


6.1 


137 


L70 


38 


6 


12.25 


8.61 


.28 


838 


213 


73 


246 


135 


.78 


«« 


14.75 


4.34 


30 


8.46 


943 


83 


235 


239 


30 


M 


17.25 


5j07 


A7 


837 


263 


6.7 


237 


236 


38 


7 


ViA 


442 


.25 


838 


863 


104 


236 


237 


.78 


«« 


17j5 


5.15 


35 


3.76 


803 


113 


2.76 


234 


.76 


M 


20X> 


5.88 


d46 


837 


423 


12.1 


236 


834 


.74 


s 


17.75 


5J3 


.27 


430 


563 


143 


837 


8.78 


34 


M 


20.25 


5J6 


35 


436 


603 


163 


8.18 


434 


38 


M 


22.75 


6.68 


M 


4.17 


64.1 


163 


3.10 


436 


31 


M 


25.25 


7.43 


33 


436 


683 


173 


336 


4.71 


30 





21 jO 


631 


39 


438 


843 


183 


837 


5.16 


30 


M 


25i> 


7J5 


Al 


iA6 


913 


20.4 


334 


6.66 


38 


•< 


80.0 


832 


37 


431 


1013 


223 


3.40 


642 


36 


« 


85.0 


10.29 


.78 


4.77 


1113 


243 


830 


731 


34 


10 


95.0 


737 


31 


438 


122.1 


944 


437 


639 


37 


•4 


80.0 


832 


.46 


430 


1343 


263 


330 


735 


38 


tl 


85i> 


10.29 


30 


435 


146.4 


293 


3.77 


632 


31 


M 


40jO 


11.76 


.75 


5.10 


158.7 


81.7 


837 


930 


30 


IS 


82 J( 


9.26 


35 


530 


2163 


863 


433 


930 


131 


f« 


85i) 


10.29 


.44 


539 


2283 


383 


4.71 


1037 


30 


t( 


40jO 


11.76 


36 


631 


2163 


413 


437 


1035 


36 


u 


424> 


12.48 


Al 


530 


4413 


683 


635 


14.62 


136 


•1 


45.0 


1SJ4 


w46 


636 


4563 


603 


537 


1639 


137 


If 


00.0 


14.71 


36 


6.65 


483.4 


643 


5.78 


1634 


134 


It 


56.0 


16.18 


.66 


6.75 


6113 


68.1 


5.62 


1736 


138 


II 


60.0 


17.65 


.75 


634 


6383 


713 


638 


18.17 


131 


18 


65.0 


1638 


.46 


630 


7953 


884 


737 


21.19 


1.15 


II 


0D.0 


17.65 


36 


6.10 


8413 


983 


631 


2238 


1.18 


II 


65.0 


19.12 


.64 


6.18 


8813 


973 


6.79 


2347 


IM 


II 


70.0 


2030 


.72 


636 


9213 


1024 


6.69 


2432 


130 


90 


65.0 


19.08 


30 


635 


11693 


1173 


733 


2736 


131 


M 


70.0 


2039 


38 


633 


12193 


1223 


7.70 


2934 


1J9 


M 


75i) 


2236 


.65 


6.40 


12683 


1263 


736 


3035 


1.17 


91 


80.0 


2832 


30 


730 


90673 


1733 


9.46 


4836 


136 


II 


85.0 


25.00 


37 


7.07 


21673 


180.7 


931 


4435 


138 


11 


90.0 


96.47 


3S 


7.13 


22384 


1863 


930 


46.70 


131 


II 


95i) 


2734 


.69 


7.19 


23063 


1924 


939 


77.10 


130 


II 


lOOi) 


99.41 


.75 


735 


2S793 


1963 


630 


4635 


138 
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TABLE IV 
Properties of Standard Channels 



p I I fc 



4- 



■d 



EHi r 



Depth of 
Channel 


Weight per 
Foot 


C 

6 

h 
O 

H 
< 


Thickness of 
Web 


Width of 
Flange 


Moment of 
Inertia Axis 1-1 


Section Modulus 
Axis 1-1 


Radius of Gyra- 
tion Axis 1-1 


Moment of 
Inertia Axis 2-2 


Section Modulus 
Axis 2-2 


Radius of Gyra- 
tion Axis 2-2 


^8 

2 ■ o fci 


4 


A 


t 


b 


I 


8 


r 


r 


S' 


I' 


X 


Inches 


Pounds 


Sq.In, 


Inches 


Inches 


Inches^ 


Inched 


Inches 


Inchrs* 


Inchest 


Inches 


Inches 


3 


4jOO 


1.19 


.17 


lAl 


13 


1.1 


1.17 


.20 


.21 


.41 


M 


M 


6i)0 


1.47 


.26 


IJSO 


13 


1.2 


1.12 


.25 


.24 


Al 


M 


M 


6^ 


1.76 


.36 


1.60 


2.1 


1^ 


138 


31 


.27 


.42 


.46 


4 


6JB 


1JS5 


.18 


1JS8 


33 


13 


136 


32 


39 


.45 


.46 


M 


6^ 


1.84 


.26 


1.65 


4.2 


2.1 


131 


38 


32 


.45 


A6 


M 


7^ 


2.13 


.33 


1.73 


43 


23 


IM 


.44 


36 


.46 


M 


5 


6JK) 


li» 


.19 


1.76 


7.4 


33 


136 


.48 


38 


30 


M 


M 


9J)0 


2.65 


.33 


139 


83 


33 


133 


.64 


.45 


.48 


.48 


M 


11 J» 


3.38 


A8 


2.04 


10.4 


43 


1.76 


32 


34 


.49 


31 


6 


8X» 


2.38 


.20 


132 


133 


43 


234 


.70 


30 


34 


32 


M 


10^ 


3.09 


.32 


2.04 


16.1 


63 


2.21 


38 


37 


33 


30 


« 


13.00 


3.82 


M 


2.16 


173 


63 


2.13 


137 


.65 


33 


32 


M 


15.60 


4AI 


J56 


2.28 


193 


63 


237 


1.28 


.74 


33 


35 


7 


9.76 


2.85 


51 


2.00 


21.1 


63 


2.72 


38 


.63 


39 


35 


M 


12.25 


3.60 


.32 


2.20 


24.2 


63 


239 


1.19 


.71 


37 


33 


M 


14.76 


4^ 


.42 


230 


27.2 


73 


230 


1.40 


.79 


37 


33 


«« 


17.26 


6.07 


jsa 


2.41 


30.2 


83 


2.44 


1.62 


37 


36 


35 


M 


19.76 


6.81 


.63 


231 


33.2 


93 


230 


136 


36 


36 


38 


8 


11.25 


3.36 


.22 


2.26 


323 


8.1 


3.10 


133 


.79 


.63 


38 


M 


13.75 


4.04 


.31 


236 


303 


93 


238 


135 


37 


.62 


36 


M 


16.25 


4.78 


.40 


2.44 


393 


103 


2.8D 


1.78 


35 


.61 


JS6 


M 


18.75 


5.51 


.40 


233 


433 


113 


232 


2.01 


1.02 


.00 


37 


M 


21.25 


6.26 


J» 


2.62 


473 


113 


2.76 


2.25 


1.11 


.60 


39 


9 


13.25 


8.89 


.23 


2.43 


473 


103 


8.49 


1.77 


37 


.67 


31 


«i 


16.00 


4j41 


.29 


2.49 


603 


113 


3.40 


136 


1.08 


.66 


39 


•« 


TOM 


6.88 


M 


2.65 


603 


133 


3.21 


2.46 


1.19 


.66 


38 


M 


25.00 


7.36 


.61 


231 


70.7 


16.7 


3.10 


238 


136 


.64 


.62 


10 


15.00 


4.46 


.2ft 


2.60 


663 


13.4 


337 


230 


1.17 


..72 


34 


M 


TOM 


5.88 


.38 


2.74 


78.7 


16.7 


3.66 


236 


134 


.70 


.61 


«• 


25j00 


7.35 


JS3 


238 


913 


18.2 


332 


3.40 


130 


.68 


.62 


«« 


80j00 


8.82 


.68 


8M 


1083 


203 


3.42 


339 


1.67 


.67 


.65 


M 


86J0O 


10.29 


JB2 


3.18 


1163 


23.1 


336 


4.66 


137 


37 


.69 


12 


20.60 


6.08 


.28 


234 


128.1 


214 


4.61 


331 


1.76 


31 


.70 


<• 


25 JX) 


7J85 


.89 


3.05 


1443 


243 


4.43 


433 


131 


.78 


.68 


M 


30X» 


8.82 


j61 


3.17 


1613 


263 


4.28 


6.21 


2.00 


.77 


.68 


M 


35 jn 


10.29 


.64 


330 


1703 


293 


4.17 


630 


2.27 


.76 


.60 


M 


40.00 


11.76 


.76 


3.42 


1963 


323 


439 


6.63 


2.46 


.76 


.72 


15 


S3XX> 


9.90 


.40 


3.40 


3123 


41.7 


5.62 


8.23 


3.16 


31 


.79 


M 


35XX> 


10.29 


.48 


3.43 


3193 


42.7 


637 


8.48 


332 


31 


.79 


M 


4OJ0O 


11.76 


JS2 


332 


3473 


463 


5.44 


939 


3.43 


39 


.78 


M 


46XX> 


13.24 


JB2 


3.62 


375.1 


503 


632 


1039 


3.63 


38 


.79 


M 


60 JX) 


14.71 


.72 


3.72 


402.7 


63.7 


6.23 


1132 


335 


37 


30 


M 


66X» 


16.18 


32 


332 


4303 


57.4 


5.16 


12.19 


437 


.87 


32 
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TABLE V 
Properties of Standard Angles, Equal Legs 




S 


s 


as 

H 

a 
o 

M 


Area of Section 

1 


Distance of Center 
OF Gravity from 
Back of Flanob 


Moment of Inertia 
Axis 1-1 


Section Modulus 
Axis 1-1 


Radius of Gyra- 
tion Axis l-l 


Distance of Center 
OF Gravity from 

External Apex on 

Line inclined at 

46* TO Flange 


Least Moment of 
Inertia axis 2-2 


Section Modulus 
Axis 2-2 


Lbast Radius of 
Gyration Axis 2-2 


Inckee 


Inches 


Pounds 


Sq.In, 


Inches 


Inches^ 


Inchei^ 


Inches 


Inches 


Inches* 


Inched 


Inches 


l^ 1 


i 


M 


.17 


az 


J009 


.017 


ZL 


.33 


XM 


jOU 


.14 


1 XI 




jn 


.23 


jao 


.022 


xni 


J30 


.42 


MB 


JQ21 


.19 


M 




1.49 


M 


M 


XS7 


j066 


J2» 


M 


j016 


iB4 


.19 


lixli 




1.02 


.30 


36 


.044 


XH9 


.38 


J51 


.018 


jOR5 


.24 


1* 




1^1 


£6 


.40 


j077 


X»l 


.37 


.57 


.083 


J067 


J4 


lixl) 




2.34 


.69 


.47 


.14 


.134 


.45 


.66 


JOGS 


X)88 


.29 


It 




3.36 


.98 


Jil 


.19 


.188 


.44 


.72 


.082 


.114 


.29 


lixl) 




2.77 


.81 


J63 


.23 


.19 


.53 


.75 


.094 


.13 


.34 


• M • 




3^ 


1.17 


.67 


.31 


.26 


.51 


.81 


.133 


.16 


.34 


2x2 




3.19 


.94 


JSO 


.35 


.25 


.61 


.84 


.14 


.17 


i» 


(t 




4.62 


1.36 


.64 


.48 


.35 


JBS 


.90 


.20 


.22 


JO 


2^x21 


1 


4.0 


1.19 


.72 


.70 


.39 


.77 


im 


.29 


.28 


.49 


M 


1 


6.9 


1.73 


.76 


.98 


.57 


.75 


IM 


.41 


.38 


.48 


«« 


1 


7.7 


2.25 


.81 


1.23 


.72 


.74 


1.14 


j52 


.46 


.48 


8 x3 


X 


4.9 


1.44 


.84 


1.21 


J» 


J3 


1.19 


JBO 


.42 


J» 


n 




7.2 


2.11 


.89 


1.76 


.83 


.91 


1.26 


.72 


JSJ 


.56 


** 


, 


9.4 


2.76 


.93 


2.22 


1.07 


.90 


1.32 


.92 


.70 


J» 


M 




11.4 


3.36 


.98 


2.62 


1.30 


.88 


1.38 


1.12 


.81 


J» 


3^x31 




8.4 


2.48 


im 


2.87 


1.15 


1.07 


1.43 


1.16 


.81 


.68 


*t 




11.1 


3.25 


IM 


3.64 


1.49 


1.06 


1.60 


IJBO 


1XX> 


.68 


«t 




13.5 


3.98 


1.10 


4^ 


1.81 


1.04 


1.56 


1.82 


1.17 


.68 


tt 


X 


16.9 


4.69 


1.15 


4.96 


2.11 


1.03 


1.62 


2.13 


1.31 


.67 


i x4 


1 


9.7 


2.86 


1.14 


4.36 


1JS2 


1.23 


1.61 


1.77 


1.10 


.79 


u 


Z 


12.8 


3.75 


1.18 


5.56 


1.97 


1.22 


1.67 


2.28 


1.36 


.78 


M 


1 


15.7 


4.61 


1.23 


6.66 


2.40 


1.20 


1.74 


2.76 


1J» 


.77 


«« 


1 


18£ 


5.44 


1.27 


7.66 


2.81 


1.19 


1.80 


3.23 


1.80 


.77 


6x6 


1 


19.6 


5.75 


1.68 


19.91 


4.61 


1.86 


2.38 


SM 


3.37 


1.18 


M 




21.2 


7.11 


1.73 


24.16 


5.66 


1.84 


2.46 


9.81 


Am 


1.17 


U 


, 


28.7 


8.44 


1.78 


28.15 


6.66 


1.83 


2JS1 


11.52 


4JW 


1.17 


It 


t 


83.1 


9.73 


1.82 


81.92 


7.63 


1.81 


2457 


13.17 


5.12 


1.16 
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TABLE V 
Properties of Standard Angles, Unequal Legs 




L^-^ 











IM 


•< 




1 


l« 


•< 






SB 


s 


h 


1 


anceofGente 
Grayity from 
CK OF Longer 
Flange 


N 


00 


1 


ENTE 
FROM 
RTER 


M 


CO 

D 


k 


s 
s 

S 

n 


s 


H 
O 


H 
QQ 


ENT OF In 
Axis 1-1 


STION Mod 
Axis 1-1 


On 

s ® 

s 




ENT OF In 

Axis 2^ 


1^ 

2^ 


o« 

a. "^ 

0§ 






H 


< 






» 

QQ 


i" 


ft * 


1 


QQ 


i" 


Jnchea 


Inches 


Pounefs 


Sq,In. 


Inches 


Inches* 


Inches^ 


Inches 


Inches 


Inches* 


Inches* 


Inches 


2|x2 


1 


3.6 


IM 


M 


.87 


.25 


JSd 


.79 


.65 


38 


.78 


f4 


1 


6.3 


IAS 


JiS 


Zl 


.36 


.58 


.83 


.91 


JS5 


.77 


(( 


I 


6.8 


2j00 


.63 


M 


.46 


£6 


.88 


1.14 


.70 


.75 


8 X2| 


} 


4iS 


1.31 


.66 


.74 


.40 


.76 


.91 


1.17 


jse 


M 


i« 


1 


6.5 


1.92 


.71 


1.04 


.58 


.74 


.96 


1.66 


M 


.93 


t« 


1 


8.5 


2.50 


.76 


1.30 


.74 


.72 


1.00 


2.06 


1.04 


.91 


8|X2| 


1 


4J» 


1.44 


.61 


.78 


.41 


.74 


1.11 


1.80 


.75 


1.12 


•« 




7.2 


2.11 


.66 


1.09 


JBd 


.72 


1.16 


2.66 


1.00 


1.10 


(( 


' 


9.4 


2.75 


.70 


1.36 


.76 


.70 


1.20 


3.24 


1.41 


1.09 


ti 




11.4 


3.36 


.76 


1.61 


.92 


.69 


1.26 


3.86 


1.71 


im 


8|X3 


1 


7.8 


2.30 


.83 


1.86 


.85 


.90 


1.06 


2.72 


1.13 


1j09 


•« 


X 


10.2 


3.00 


.88 


2.33 


1.10 


.88 


1.13 


3.45 


1.46 


1.07 


M 


I 


12 JS 


3.67 


.92 


2.76 


1.33 


.87 


1.17 


4.11 


1.76 


IM 


(« 


i 


14.7 


4.31 


.96 


3.15 


1.54 


.85 


1.21 


4.70 


2.06 


1.04 


4 X3 


1 


BJi 


2.48 


.78 


1.92 


.87 


.88 


1.28 


3.96 


1.46 


IM 


t« 


} 


11.1 


3.25 


A3 


2.42 


1.12 


.86 


1.33 


5.06 


1.89 


1.25 


i« 


1 


13.6 


3.98 


.87 


2.87 


135 


.85 


1.37 


6.08 


2.30 


1.23 


t< 


1 


15 J» 


4.69 


.92 


8.28 


1-57 


.84 


1.42 


6.93 


2.68 


1.22 


5 x3 


1 


9.7 


2^ 


.70 


2.04 


.89 


.84 


1.70 


7.37 


2.21 


1.61 


*« 


I 


12.8 


3.75 


.76 


2.58 


1.15 


.83 


1.76 


9.45 


2.91 


1.60 


it 


1 


15.7 


4.61 


M 


3.06 


1.39 


.82 


1.80 


11JJ7 


3456 


1.67 


ff 


I 


IBZ 


5.44 


M 


3£1 


1.62 


.80 


1.84 


13.16 


4.16 


14S6 


5 x3| 


1 


10.4 


8M 


.86 


3.18 


1.21 


im 


1.61 


7.78 


2.29 


1.60 


li 


I 


13.6 


4.00 


.91 


4.06 


1.56 


im 


1.66 


9.99 


2J99 


1458 


tt 


I 


16.7 


AJ&2 


J96 


4.83 


1.90 


.99 


1.70 


12.03 


3.65 


1456 


<( 


1 


19.8 


5.81 


1.00 


5J)5 


2.22 


J98 


1.76 


13.92 


4.28 


14)5 


«« 


i 


22.7 


6.67 


1.04 


6.21 


2JS2 


M 


1.79 


15.67 


4.88 


1453 


6 X3J 




11.6 


3.42 


.79 


3^ 


1.23 


.99 


2.04 


12.86 


3.24 


1.94 


«t 




15.3 


4.50 


M 


4.25 


1JS9 


.97 


2.06 


16JS9 


4.24 


1.92 


M 




18.9 


5JS5 


.88 


5.08 


1.94 


.96 


2.13 


20.06 


5.19 


1.90 


tt 




22JS 


6.66 


.93 


6.84 


2.27 


.94 


2.18 


23.34 


6.10 


1.89 


(f 


1 


25.7 


7ii6 


jn 


6.55 


2.69 


.93 


2.22 


26.39 


6.98 


1.87 


6 x4 




12^ 


3.61 


.94 


4.90 


1.60 


1.17 


1.94 


13.47 


3.32 


1.98 


u 




16.2 


4.75 


.99 


6.27 


2.06 


1.15 


1.99 


17.40 


4.33 


1.91 


M 




19.9 


5.86 


1.03 


7452 


2JS4 


1.13 


2.03 


21.0f7 


5.31 


1.90 


«l 




23.6 


6.94 


1.06 


8.68 


2.97 


1.12 


2.06 


24£1 


6.25 


1.88 


«• 


■ 


27.2 


7.98 


1.12 


9.75 


3.39 


1.11 


2.12 


27.73 


7.15 


1.86 
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TABLE VI 
Properties of Bethlehem Girder Beams 



Depth 

OF 

Beam 


Weight 

PER 

Foot 


Area 

OF 

Section 


Thick- 
ness OF 
Web 


Width 

OF 

Flange 


Neutral Axis Perpen- 
dicular TO Web at 
Center 


Neutral Axis 

GOINdDBNT WITH 

Center Ljkr 
OF Web 


Inches 


Poundfl 


Square 
Inches 


Inches 


Inches 


Moment 

of 
Inertia 


Radius 

of 

Gyration 


Section 
Modulus 


Moment 

of 
Inertia 


Radius 

Of 


SO 


200.0 


68.71 


.760 


16.00 


0160.6 


12.48 


610.0 


630.2 


8.28 


i( 


180.0 


58.00 


.690 


18.00 


8194.6 


12.43 


646.8 


433.3 


2.86 


28 


180.0 


52.86 


.690 


14.36 


7264.7 


11.72 


618.9 


588.3 


3.18 


ii 


166.0 


48.47 


.660 


12.60 


6662.7 


11.64 


468.8 


871.9 


2.77 


26 


160.0 


46.01 


.680 


13.60 


6620.8 


10.06 


432.4 


486.7 


8.06 


&& 


160.0 


48.04 


.630 


12.00 


6163.9 


10.83 


396.6 


814.6 


2.68 


24 


140.0 


41.16 


.600 


18.00 


4201.4 


10.10 


360.1 


346.9 


2.00 


ii 


120.0 


86.88 


.530 


12.00 


3607.3 


10.10 


300.6 


249.4 


2.66 


20 


140.0 


41.19 


.640 


12.60 


2934.7 


8.44 


29^.6 


348.9 


2.91 


Ii 


112.0 


82.81 


.560 


12.00 


2342.1 


8.46 


234.2 


239.8 


2.70 


18 


02.0 


27.12 


.480 


11.60 


1691.4 


7.66 


176.8 


182.6 


2.69 


16 


140.0 


41.27 


.800 


11.76 


1692.7 


6.21 


212.4 


331.0 


2.83 


ii 


104.0 


80.60 


.600 


11.26 


1220.1 


6.82 


162.7 


213.0 


2.64 


ii 


78.0 


21.49 


.480 


10.60 


883.4 


6.41 


117.8 


123.2 


2.89 


12 


70.0 


20.68 


.460 


10.00 


538.8 


6.12 


89.8 


114.7 


2.86 


ii 


65.0 


16.18 


.870 


9.76 


432.0 


6.17 


72.0 


81.1 


2.24 


10 


44.0 


12.96 


.810 


9.00 


244.2 


4.34 


48.8 


67.8 


2.10 


9 


88.0 


11.22 


.800 


8.60 


170.9 


3.90 


38.0 


44.1 


1.96 


8 


82.6 


9.64 


.290 


8.00 


114.4 


3.46 


28.6 


32.9 


1.86 
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TABLE VII 
Properties of Bethlehem I-Beams 



f 



y 



Depth 

OP 

Beam 


Weight 

PEB 
FOOT 


Abea 

OP 

Beotiok 


Thiok- 

N B88 OP 

Web 


Width 

OP 

Flange 


Neutral Axis Ferpek- 

DicuLAB to Web at 

Center 


Neutral Axis 

Coincident with 

Center Line 

OP Web 


Inches 


Pounds 


Square 
Inches 


Inches 


Inches 


Moment 

of 
Inertia 


Radius 

of 

Gyration 


Section 
Modulus 


Moment 

of 
Inertia 


Radius 

of 
Gyration 


30 


120.0 


36.30 


.640 


10.600 


6239.6 


12.18 


349.3 


166.0 


2.16 . 


28 


106.0 


30.88 


.600 


10.000 


4014.1 


11.40 


286.7 


131.6 


2.06 


26 


90.0 


26.49 


.460 


9.600 


2977.2 


10.60 


229.0 


101.2 


1.96 


24 


84.0 


24.80 


.460 


9.260 


2381.9 


9.80 


198.6 


91.1 


1.92 


(( 


88.0 


24.69 


.620 


9.130 


2240.9 


9.66 


186.7 


78.0 


1.78 


It 


78.0 


21.47 


.390 


9.000 


2091.0 


9.87 


174.3 


74.4 


1.86 


20 


82.0 


24.17 


.670 


8.890 


1669.8 


8.03 


166.0 


79.9 


1.82 


(( 


72.0 


21.37 


.430 


8.760 


1466.6 


8.28 


146.7 


76.9 


1.88 


it 


69.0 


20.26 


.620 


8.146 


1268.9 


7.91 


126.9 


61.2 


1.69 


it 


64.0 


18.86 


.460 


8.076 


1222.1 


8.06 


122.2 


49.8 


1.62 


tt 


69.0 


17.36 


.376 


8.000 


1172.2 


8.22 


117.2 


48.3 


1.66 


18 


69.0 


17.40 


.496 


7.676 


883.3 


7.12 


98.1 


39.1 


1.60 


tt 


64.0 


16.87 


.410 


7.690 


842.0 


7.28 


93.6 


37.7 


1.64 


tt 


62.0 


16.24 


.376 


7.666 


826.0 


7.86 


91.7 


87.1 


1.66 


tt 


48.6 


14.26 


.320 


7.600 


798.3 


7.48 


88.7 


36.2 


1.69 


16 


71.0 


20.96 


.620 


7.600 


796.2 


6.16 


106.2 


61.3 


1.71 


tt 


64.0 


18.81 


.606 


7.196 


664.9 


6.96 


88.6 


41.9 


1.49 


tt 


64.0 


16.88 


.410 


7.000 


610.0 


6.20 


81.3 


38.3 


1.66 


it 


46.0 


13.62 


.440 


6.810 


484.8 


6.99 


64.6 


26.2 


1.36 


it 


41.0 


12.02 


.340 


6.710 


466.7 


6.16 


60.9 


24.0 


1.41 


it 


88.0 


11.27 


.290 


6.660 


442.6 


6.27 


69.0 


23.4 


1.44 


12 


36.0 


10.61 


,310 


6.300 


269.2 


6.04 


44.9 


21.3 


1.42 


it 


32.0 


9.44 


.336 


6.206 


228.6 


4.92 


38.1 


16.0 


1.30 


tt 


28.6 


8.42 


.260 


6.120 


216.2 


6.07 


36.0 


16.3 


1.36 


10 


28.6 


8.34 


.390 


6.990 


134.6 


4.02 


iJ6.9 


12.1 


1.21 


tt 


23.6 


6.94 


.260 


6.860 


122.9 


4.21 


24.6 


11.2 


1.27 





24.0 


7.04 


.366 


6.666 


92.1 


3.62 


20.6 


8.8 


1.12 


tt 


20.0 


6.01 


.260 


6.440 


86.1 


3.76 


18.9 


8.2 


1.17 


8 


19.6 


6,78 


.326 


6.326 


60.6 


3.24 


16.1 


6.7 


1.08 


tt 


17.6 


6.18 


.260 


6.260 


67.4 


3.33 


14.3 


6.4 


1.11 



XXIV. 



RESISTANCE OF MATERIALS 



TABLE VIU 

Moments of Inertia and Section Moduli: Rectanoulab 

Cross Section 



H 


H 


Moment 


Section 


aa 

H 


H 


Moment 


Section 


a 

H 


H 


Moment 


Section 


H 




OF 
IKEBTIA 

, bh» 


Modulus 
g_bk* 




OF 

Inertia 

r bk* 


Modulus 


H 


OF 

Inertia 


Modulus 


as 


X 

1 


12 


6 


as 


X 

4 


12 


6 


« 
« 


8 


12 


6 




.0688 


.166 




21.33 


10.66 




341.33 


86.83 




2 


.66 


.66 




6 


41.66 


16.66 







486 


108 




8 


2.2^ 


1.6 




6 


72 


24 




10 


666.66 


188.88 




4 


6.33 


2.66 




7 


114.83 


32.66 




11 


887.88 


161.38 




6 


10.42 


4.16 


4 


8 


170.66 


42.66 


8 


12 


1162 


192 


1 


6 


18 


6 




9 


243 


64 




18 


1464.66 


226.88 


7 


28.68 


8.16 




10 


333.83 


66.66 




14 


1829.33 


261.38 




8 


42.66 


10.66 




11 


443.66 


80.66 




16 


2260 


300 




9 


60.76 


13.6 




12 


676 


96 




16 


2780.66 


841.83 




10 


88.83 


16.66 




















11 


110.92 


20.16 




6 


62.08 


20.83 




9 


646.76 


121.6 




12 


144 


24 




6 


90 


80 




10 


760 


160 












7 


142.92 


40.83 




11 


998.26 


181.6 










2 


1.83 


1.33 


6 


8 


213.33 


63.83 




12 


1296 


216 




8 


4.6 


3 


9 


303.76 


67.6 


9 


13 


1647.76 


263.6 




4 


10.66 


6.33 




10 


416.66 


83.33 


14 


2068 


294 




5 


20.88 


8.33 




11 


664.68 


100.83 




16 


2681.26 


837.6 




6 


36 


12 




12 


720 


120 




16 


8072 


884 


2 


7 


67.16 


16.33 












17 


3684.76 


438.6 




8 


86.33 


21.83 




6 


108 


36 




18 


4874 


486 




9 


121.6 


27 




7 


171.6 


49 


















10 


166.66 


33.33 




8 


266 


64 




10 


883.33 


166.66 




11 


221.86 


40.83 


6 


9 


864.6 


81 




11 


1109.16 


201.66 




12 


288 


48 




10 


600 


100 




12 


1440 


240 












11 


666.6 


121 




18 


1830.88 


281.66 










8 


6.76 


4.6 




12 


864 


144 




14 


2286.66 


326.66 




4 


16 


8 










10 


16 


2810 


376 




6 


31.26 


12.6 




7 


200.08 


67.16 




16 


8413.38 


426.66 







64 


18 




8 


298.66 


74.66 




17 


4094.17 


481.66 


8 


7 


86.76 


24.6 




9 


426.26 


94.6 




18 


4860 


640 


8 


128 


82 


am 


10 


683.83 


116.66 




19 


6716.83 


601.66 




9 


182.26 


40.6 


7 


11 


776.42 


141.16 




20 


6666.66 


UuO.OO 




10 


260 


60 




12 


1008 


168 












11 


932.76 


60.6 




13 


1281.68 


197.16 












12 


432 


72 




14 


1600.66 


228.66 











Moments or Ikertia and Section Moduli: Circular 
Cross Section 



If 


KOMEIIT 


Section 


u 


MO»E>t 

IKE an A 


5s^.r« 


n 


MO-EHT 
iKE^HTIA 


Seotjot 


I 
a 


.0491 
.7864 
8.976 
12.67 
30.68 
68.62 
117.9 
201.1 
822.1 
490.9 


.0982 
.786< 
a.661 
6.283 

12.27 

21.21 

83.67 

50.27 

71.67 

08.17 


85 
86 
87 
88 

39 
40 


78,662 
82,448 
91,908 
102,364 
118,661 
126,664 


4,200 
4,680 
4,073 
6,387 
6,824 
6,283 


69 
70 


1,112,660 
1,178,688 


82,261 
83,674 


i 

6 



71 
72 
78 
74 
76 
76 
77 
78 
70 
80 


! 
( 


86,138 
86:644 
38,102 
89,783 
41.417 
43,096 
44.820 
46.889 
48,404 
80,265 


8 
9 
10 


41 
42 
43 

44 
45 
46 
47 
48 
49 
60 


188,700 

162,745 
167,820 

183,984 
201,280 
219,787 
239,531 
260.676 
282.970 
800,706 


6,766 
7:274 

7,806 
8,363 
8,940 
0,666 
10,193 
10,867 
11,660 
12,270 


12 


718.7 
1,018 

i,4oa 

1,886 
2,486 
8,817 
4:100 
6,163 
6,397 
7,8H 


130.7 
169.6 
215.7 
269.4 
331.3 
402.1 
482.3 
672.6 
673.4 
786.4 


14 
16 
16 


81 
82 
88 
84 

86 
86 
87 
88 
89 
00 


2.113,081 

2,210,347 
2,820,005 
8, 1 
3, ! 
2, 1 
2, • 

1: I 

8, ! 


82,174 
64,180 
66,186 
68,180 
60,202 
62,448 
64,648 
66,903 
60,210 
71,560 


It 

20 


51 

52 
53 
64 
66 
66 
57 
68 
50 
60 


382,086 
368,008 
887,328 
417,303 
449.180 
482,760 
618,166 
666,407 
594,810 

os«,m 


18,023 
13,804 
U,616 
15,460 
16,834 
17,241 
18,181 
19,168 
20,103 
21,206 


21 
22 


9,647 
11,400 
18,787 
16,286 
19,175 
22,432 
26,087 
80,172 
84,710 
89,761 


009.2 
1,048 
1,194 
1,367 

1,884 
1,726 
1,082 
2.166 
2,304 
2,051 


24 
25 
26 


91 

98 

94 
95 
96 
97 
98 
90 
100 


3,866,165 
8,816,686 
8,671,992 

S, i 
*< > 
4, 

4,908,727 


78,062 

76,448 
78,068 
81,642 
84,173 
86.860 
89,601 
92,401 
06,250 
08,176 


2S 
29 
80 


61 
62 
68 
64 
66 
66 
67 
68 


679,661 

726,332 
773,272 
828,560 
876,240 
931,420 
089,166 
1,049,656 


22,284 

28.398 
24,548 
26,736 
26.961 
28,226 
20,627 
80,860 


81 
82 
83 
34 


46,833 
61,472 

58,214 
86,687 


2,025 
3,217 
3.628 
8,859 



TABLE X 
Four-Place Logarithms of Numbers 



1 





1 


8 


s 


4 


5 


6 


7 


8 


• 


f 



0000 


0000 


3010 


4771 


6021 


6000 


7782 


8461 


0081 


0642 


1 


0000 


0414 


0702 


1130 


1461 


1761 


2041 


2804 


2668 


2788 


2 


3010 


3222 


3424 


3617 


3802 


3070 


4160 


4814 


4472 


4624 


8 


4771 


4014 


5051 


5185 


5815 


6441 


6668 


6682 


6708 


6011 


4 


6021 


6128 


6232 


6385 


6485 


6682 


6628 


6721 


6812 


6002 


5 


6000 


7076 


7160 


7248 


7824 


7404 


7482 


7660 


7684 


7700 


6 


7782 


7853 


7024 


7008 


8062 


8120 


8106 


8261 


8825 


8888 


7 


8451 


8513 


8573 


8683 


8602 


8761 


8808 


8d66 


8021 


8076 


8 


0031 


0085 


0138 


0101 


0248 


0204 


0346 


0805 


0446 


0404 





0642 


0500 


0638 


0685 


0781 


0777 


0828 


0868 


0012 


0066 


10 


0000 


0043 


0086 


0128 


0170 


0212 


0258 


0204 


0884 


0874 


11 


0414 


0453 


0402 


0531 


0660 


0607 


0645 


0682 


0710 


0765 


12 


0702 


0828 


0664 


0800 


0084 


0060 


1004 


1088 


1072 


1100 


13 


1130 


1173 


1206 


1230 


1271 


1308 


1386 


1867 


1800 


1480 


14 


1461 


1402 


1523 


1553 


1584 


1614 


1644 


1678 


1708 


1782 


15 


1761 


1700 


1818 


1847 


1875 


1008 


1081 


1060 


1067 


2014 


16 


2041 


2068 


2005 


2122 


2148 


2176 


2201 


2227 


2268 


2270 


17 


2304 


2330 


2855 


2880 


2405 


2430 


2466 


2480 


2604 


2620 


18 


2553 


2577 


2601 


2625 


2648 


2672 


2606 


2718 


2742 


2766 


10 


2788 


2810 


2888 


2856 


2878 


2000 


2028 


2046 


2067 


2080 


20 


3010 


8032 


3054 


8075 


8006 


3118 


8130 


8160 


8181 


8201 


21 


3222 


8243 


3263 


8284 


3304 


3824 


3845 


8866 


8886 


8404 


22 


3424 


3444 


3464 


8483 


3602 


3522 


3641 


8660 


8670 


8608 


23 


3617 


3636 


3655 


8674 


8602 


3711 


3720 


8747 


3766 


8784 


24 


3802 


3820 


8838 


3866 


8874 


8802 


8000 


3027 


8046 


8062 


25 


3070 


8007 


4014 


4031 


4048 


4066 


4082 


4000 


4116 


4188 


26 


4150 


4166 


4183 


4200 


4216 


4232 


4240 


4266 


4281 


4206 


27 


4314 


4330 


4346 


4362 


4378 


4303 


4400 


4426 


4440 


4466 


28 


4472 


4487 


4502 


4518 


4538 


4648 


4564 


4670 


4604 


4600 


20 


4624 


4630 


4654 


4660 


4688 


4608 


4713 


4728 


4742 


4757 


30 


4771 


4786 


4800 


4814 


4820 


4843 


4857 


4871 


4886 


4000 


31 


4014 


4028 


4042 


4055 


4060 


4088 


4007 


6011 


6024 


6088 


32 


6051 


5065 


5070 


5002 


5105 


6110 


6132 


5146 


5160 


5172 


33 


5185 


5108 


5211 


5224 


5287 


6260 


5263 


6276 


6280 


6802 


34 


5315 


5328 


5340 


5353 


5866 


5378 


6301 


6408 


5416 


5428 


35 


5441 


5453 


5465 


5478 


5400 


5602 


5514 


6627 


6680 


5651 


36 


5663 


5575 


5587 


5500 


6611 


6628 


6635 


6647 


6668 


5670 


37 


5682 


5604 


5705 


5717 


5720 


5740 


5762 


5768 


6775 


5786 


38 


5708 


5800 


5821 


5832 


6848 


6856 


6866 


5877 


6888 


5800 


30 


5011 


5022 


5033 


5044 


6055 


5066 


6077 


6088 


6000 


6010 


40 


6021 


6031 


6042 


6053 


6064 


6075 


6085 


6006 


6107 


6117 


41 


6128 


6138 


6140 


6160 


6170 


6180 


6101 


6201 


6212 


6222 


42 


6232 


6243 


6253 


6263 


6274 


6284 


6204 


6804 


6814 


6325 


43 


6335 


6345 


6355 


6365 


6875 


6886 


6806 


6405 


6416 


6426 


44 


6435 


6444 


6454 


6464 


6474 


6484 


6408 


6608 


6618 


6622 


45 


6532 


6542 


6551 


6661 


6671 


6680 


6500 


6600 


6600 


6618 


46 


6628 


6637 


6646 


6656 


6666 


6676 


6684 


6608 


6702 


6712 


47 


6721 


6730 


6730 


6740 


6768 


6767 


6776 


6786 


6704 


6808 


48 


6812 


6821 


6830 


6880 


6848 


6867 


6866 


6875 


6884 


6808 


40 


6002 


6011 


6020 


6028 


6037 


6046 


6065 


6064 


6072 


6081 


50 





1 


a 


8 


4 


6 


6 


7 


8 
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50 





1 


2 


S 


4 


6 


6 


7 


8 





50 


6990 


6998 


7007 


Y016 


7024 


7033 


7042 


7050 


7059 


7067 


61 


7076 


7084 


7093 


7101 


7110 


7118 


7126 


7135 


7143 


7162 


52 


7X60 


7168 


7177 


7186 


7193 


7202 


7210 


7218 


7226 


7236 


68 


7248 


7261 


7259 


7267 


7276 


7284 


7292 


7300 


7308 


7316 


64 


7324 


7332 


7840 


7348 


7856 


7364 


7372 


7380 


7388 


7396 


66 


7404 


7412 


7419 


7427 


7485 


7443 


7451 


7459 


7466 


7474 


56 


7482 


7490 


7497 


7505 


7518 


7520 


7628 


7586 


7543 


7551 


67 


7569 


7666 


7574 


7682 


7589 


7597 


7604 


7612 


7619 


7627 


68 


7634 


7642 


7649 


7667 


7664 


7672 


7679 


7686 


7694 


7701 


69 


7709 


7716 


7728 


7731 


7788 


7746 


7752 


7760 


7767 


7774 


60 


7782 


7789 


7796 


7808 


7810 


7818 


7825 


7832 


7839 


7846 


61 


7853 


7860 


7868 


7875 


7882 


7889 


7896 


7908 


7910 


7917 


62 


7924 


7981 


7938 


7946 


7952 


7959 


7966 


7978 


7980 


7987 


63 


7998 


8000 


8007 


8014 


8021 


8028 


8035 


8041 


8048 


8056 


64 


8062 


8069 


8075 


8082 


8089 


8096 


8102 


8109 


8116 


8122 


66 


8129 


8186 


8142 


8149 


8156 


8162 


8169 


8176 


8182 


8189 


66 


8196 


8202 


8209 


8216 


8222 


8228 


8236 


8241 


8248 


8254 


67 


8261 


8267 


8274 


8280 


8287 


8298 


8299 


8306 


8312 


8319 


68 


8826 


8331 


8338 


8844 


8351 


8357 


8363 


8370 


8876 


8382 


60 


8888 


8396 


8401 


8407 


8414 


8420 


8426 


8432 


8439 


8446 


70 


8451 


8467 


8463 


8470 


8476 


8482 


8488 


8494 


8500 


8506 


71 


8618 


8619 


8525 


8531 


8537 


8543 


8549 


8555 


8561 


8567 


72 • 


8678 


8679 


8586 


8691 


8597 


8603 


8609 


8616 


8621 


8627 


78 


8683 


8639 


8646 


8651 


8667 


8663 


8669 


8675 


8681 


8686 


74 


8692 


8698 


8704 


8710 


8716 


8722 


8727 


8783 


8739 


8745 


76 


8761 


8766 


8762 


8768 


8774 


8779 


8785 


8791 


8797 


8802 


76 


8808 


8814 


8820 


8825 


8831 


8837 


8842 


8848 


8854 


8859 


77 


8866 


8871 


8876 


8882 


8887 


8893 


8899 


8904 


8910 


8915 


78 


8921 


8927 


8932 


8988 


8943 


8949 


8954 


8960 


8965 


8971 


79 


8976 


8982 


8987 


8993 


8998 


9004 


9009 


9016 


9020 


9025 


80 


9081 


9086 


9042 


9047 


9053 


9058 


9068 


9069 


9074 


9079 


81 


9086 


9090 


9096 


9101 


9106 


9112 


9117 


9122 


9128 


9133 


82 


9188 


9148 


9149 


9154 


9159 


9166 


9170 


9175 


9180 


9186 


88 


9191 


9196 


9201 


9206 


9212 


9217 


9222 


9227 


9232 


9238 


84 


9248 


9248 


9253 


9268 


9268 


9269 


9274 


9279 


9284 


9289 


86 


9294 


9299 


9804 


9309 


9816 


9320 


9826 


9830 


9385 


9840 


86 


9846 


9360 


9365 


9860 


9366 


9370 


9375 


9880 


9885 


9390 


87 


9896 


9400 


9406 


9410 


9415 


9420 


9425 


9430 


9485 


9440 


88 


9446 


9450 


9456 


9460 


9466 


9469 


9474 


9479 


9484 


9489 


89 


9494 


9499 


9504 


9609 


9513 


9518 


9528 


9528 


9533 


9538 


90 


9642 


9647 


9552 


9667 


9562 


9566 


9671 


9576 


9581 


9586 


91 


9690 


9595 


9600 


9606 


9609 


9614 


9619 


9624 


9628 


9633 


92 


9688 


9643 


9647 


9652 


9657 


9661 


9666 


9671 


9675 


9680 


98 


9686 


9689 


9694 


9699 


9708 


9708. 


9718 


9717 


9722 


9727 


94 


9781 


9736 


9741 


9746 


9750 


9764 


9759 


9763 


9768 


9778 


96 


9777 


9782 


9786 


9791 


9796 


9800 


9806 


9809 


9814 


9818 


96 


9823 


9827 


9882 


9836 


9841 


9846 


9860 


9854 


9859 


9863 


97 


9868 


9872 


9877 


9881 


9886 


9890 


9894 


9899 


9903 


9908 


98 


9912 


9917 


9921 


9926 


9980 


9934 


9989 


9943 


9948 


9962 


99 


9956 


9961 


9965 


9969 


9974 


9978 


9988 


9987 


9991 


9996 


100 





1 


8 


8 


4 


6 


6 


7 


8 


• 
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TABLE XI 
ConrrERBioJx of Logarithms 



RxDucTiON OF Common Logarithms to Natural Logarithms 

Rule for using TaJble. Divide the given common logarithm into periods of two 
digits and take from the table the corresponding numbers, having regard to their 
value as decimals. The sum will be the required natural logarithm. 

Example, Find the natural logarithm corresponding to the common logarithm 

.407140. 

Gommox Logarithms Natural Logarithms 



.40 
.0071 
.000040 
.407140 



1.1282667 
.0168488M 
.00011282667 

1.14472788067 



Com- 




Com- 




Com- 




Com- 




mon 


Natural 


mon 


Natural 


mon 


Natural 


mon 


Natural 


liOOA- 


Logarithm 


Loga- 


Logarithm 


Loga- 


Logarithm 


Loga- 


Logarithm 


RITHM 




rithm 




rithm 




rithm 




1 


2.30250 


26 


50.86721 


51 


117.43184 


76 


174.00647 


2 


4.60517 


27 


62.16080 


52 


110.73442 


77 


177.20005 


S 


6.00776 


28 


64.47238 


53 


122.03701 


78 


170.60164 


4 


0.21034 


20 


66.77407 


54 


124.33050 


70 


181.00422 


5 


11.51203 


30 


60.07756 


65 


126.64218 


80 


184.20681 


6 


13.81551 


31 


71.38014 


66 


128.04477 


81 


186.50030 


7 


16.11810 


32 


73.68272 


67 


131.24735 


82 


188.81106 


8 


18.42068 


33 


75.08531 


58 


133.54004 


83 


101.11456 





20.73327 


34 


78.28780 


50 


135.85252 


84 


103.41716 


10 


23.02585 


35 


80.50048 


60 


138.15511 


85 


106.71078 


11 


25.32844 


36 


82.80306 


61 


140.45760 


86 


108.02232 


12 


27.63102 


37 


8^.10565 


62 


142.76028 


87 


200.32400 


13 


20.03361 


38 


87.40823 


63 


145.06286 


88 


202.62740 


14 


32.23610 


30 


89.80082 


64 


147.36546 


80 


204.08007 


16 


34.53878 


40 


02.10340 


66 


140.66803 


00 


207.23266 


16 


36.84136 


41 


04.40500 


66 


151.07062 


01 


200.53624 


17 


30.14305 


42 


06.70857 


67 


154.27320 


02 


211.83783 


18 


41.44653 


43 


00.01116 


68 


156.57670 


03 


214.14041 


10 


43.74012 


44 


lOi .31374 


60 


168.87837 


04 


216.44300 


20 


46.05170 


45 


103.61633 


70 


161.18006 


05 


218.74568 


21 


48.35420 


46 


106.01801 


71 


163.48354 


06 


221.04817 


22 


50.65687 


47 


108.22150 


72 


165.78613 


07 


223.35075 


23 


52.05046 


48 


' 110.62408 


73 


168.08871 


08 


225.65334 


24 


55.26204 


40 


112.82667 


74 


170.30130 


00 


227.05502 


25 


57.56463 


50 


115.12025 


76 


172.60388 


100 


230.26861 



TABLES 



XXIX 



TABLE Xn 
Functions op Angles 



AiroLB 


Bnr 


Tak 


Beo 


GOSEO 


COT 


Cos 







0. 


0. 


.0 


00 


00 


1. 


90 


1 


0.0176 


0.0175 


1.0001 


57.299 


57.290 


0.9998 


89 


2 


.0849 


.0849 


1.0006 


28.664 


28.636 


.9994 


88 


3 


.0528 


.0524 


1.0014 


19.107 


19.081 


.9986 


87 


4 


.0698 


.0699 


1.0024 


14.336 


14.301 


.9976 


86 


5 


.0672 


.0875 


1.0088 


11.474 


11.430 


.9962 


85 


6 


0.1045 


0.1051 


1.0065 


9.6668 


9.5144 


0.9945 


84 


7 


.1219 


.1228 


1.0076 


8.2056 


8.1443 


.9925 


83 


8 


.1892 


.1405 


1.0098 


7.1858 


7.1164 


.9903 


82 





.1564 


.1584 


1.0125 


6.3925 


6.8138 


.9877 


81 


10 


.1786 


.1768 


1.0154 


5.7688 


5.6713 


.9848 


80 


11 


0.1908 


0.1944 


1.0187 


6.2408 


5.1446 


0.9816 


79 


12 


.2079 


.2126 


1.0223 


4.8097 


4.7046 


.9781 


78 


18 


.2250 


.2809 


1.0263 


4.4454 


4.3316 


.9744 


77 


14 


.2419 


.2498 


1.0306 


4.1386 


4.0108 


.9708 


76 


15 


.2688 


.2679 


•1.0353 


8.8637 


8.7321 


.9659 


75 


16 


0.2756 


0.2867 


1.0403 


3.6280 


3.4874 


0.9618 


74 


17 


.2924 


.3057 


1.0457 


8.4203 


3.2709 


.9668 


73 


18 


.8090 


.8249 


1.0516 


8.2361 


8.0777 


.9511 


72 


19 


.8256 


.8448 


1.0676 


3.0716 


2.9042 


.9455 


71 


20 


.8420 


.8640 


1.0642 


2.9238 


2.7476 


.9397 


70 


21 


0.8584 


0.3889 


1.0712 


2.7904 


2.6051 


0.9336 


69 


22 


.8746 


.4040 


1.0785 


2.6895 


2.4761 


.9272 


68 


23 


.8907 


.4245 


1.0864 


2.5693 


2.8569 


.9206 


67 


24 


.4067 


.4452 


1.0946 


2.4586 


2.2460 


.9186 


66 


26 


.4226 


.4668 


1.1084 


2.3662 


2.1445 


.9063 


65 


26 


0.4884 


0.4877 


1.1126 


2.2812 


2.0508 


0.8988 


64 


27 


.4540 


.6095 


1.1223 


2.2027 


1.9626 


.8910 


68 


28 


.4696 


.5817 


1.1826 


2.1301 


1.8807 


.8829 


62 


29 


.4848 


.6548 


1.1434 


2.0627 


1.8040 


.8746 


61 


80 


.5000 


.6774 


1.1547 


2.0000 


1.7321 


.8660 


60 


81 


0.5150 


0.6009 


1.1666 


1.9416 


1.6648 


0.8572 


59 


32 


.5299 


.6249 


1.1792 


1.8871 


1.6003 


.8480 


68 


88 


.5446 


.6494 


1.1924 


1.8361 


1.6399 


.8387 


57 


84 


.5592 


.6746 


1.2062 


1.7883 


1.4826 


.8290 


56 


86 


.5786 


.7002 


1.2208 


1.7435 


1.4281 


.8192 


65 


86 


0.5878 


0.7266 


1.2861 


1.7018 


1.3764 


0.8090 


54 


37 


.6018 


.7536 


1.2521 


1.6616 


1.3270 


.7986 


58 


88 


.6157 


.7813 


1.2690 


1.6248 


1.2799 


.7880 


62 


89 


.6298 


.8098 


1.2868 


1.6890 


1.2349 


.7771 


61 


40 


.6428 


.8391 


1.3054 


1.5567 


1.1918 


.7660 


50 


41 


0.6561 


0.8693 


1.3250 


1.5243 


1.1504 


0.7547 


49 


42 


.6691 


.9004 


1.3456 


1.4945 


1.1106 


.7431 


48 


48 


.6820 


.9325 


1.3673 


1.4663 


1.0724 


.7314 


47 


44 


.6947 


.9657 


1.8902 


1.4396 


1.0865 


.7193 


46 


46 


.7071 


1. 


1.4142 


1.4142 


1. 


.7071 


45 




Cos 


Cot 


COSEO 


Seo 


TAir 


Bin 


Angle 
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TABLE XUI 
Bendiko Moment and Shkab Diagrams 




t=5=:f. 




^••« 



^ BoXU-^JSiSS i 



Pb J. Pa 



48 £/ 



lit 



ab 







= B,= 



P. 

0. 

p«. 



I -«^. 




I M^yasn 1 



Pf 



if. = ife = 0. 




384^1 





_ pd*(l-d)' 

3BIfi 



soil 


B-P. 


2 Pd> 8 P(P 


Jtfj = -PI. 


p p 




2P(P -Pd» 



fl = p, + p, + p.. 

Jf^ =-P,a-P^-P,(. 









1" 
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Ma = Mc = - 



-.-? 



8 





Jlf„ = 0. 
Mb = ^ PL 
Mf=^PI 



D = 


PP 

192 EI 




B,= 


P^b - Pc 
I 




Tf — 


P,a + P(l + 


^ 



Mt = '-Pc. 









wl 


R,= 


^t = 


2 


Ma = 


wP 


12 


Mb^ 


24 

wP 




D = 




•■ ^ 



884 i?I 




«i = -P+^i7- 



«« = P + ^i7- 

Mt=-Pd, 
Mc=-Pd. 

ctb -^. 

3fjr=Plj-Pd. 




Hb J 1 !-^»1 




TABLES xxxiii 

TABLE XIV 

Mensuration 

CIRCULAR MEASURE 

Circumference of circle = diameter x 3.1416. 

Diameter of circle = circumference x 0.3183. 

Side of square of same periphery as circle = diameter x 0.7854. 

Diameter of circle of same periphery as square = side x 1.2782. 

Side of inscribed square = diameter of circle x 0.7071. 

Length of arc = number of degrees x diameter x 0.008727. 

Circumference of circle whose diameter is 1 = ir. 



«'+^ 




r = radius 



4 r^ yT g _ chord 

2v \ / « = versine 

„ . o = ordinate 

or very nearly = |-. >y / o = V;^rr^- (r- 1). 



= r — -x r^ — - » or very nearly = 

\ 4 Sr 



Number Common Looabithm 

IT = 3. 14159265 0.4971499 

Vir = 1 . 772454. 0.24867494 

ir» = 9.869604 0.99429995 

- = 0.318810. 9.50285013 - 10 

IT 

^ = 0.101321. 9.00570025 - 10 

-L = 0.564190 9.75142606 - 10 

1 radian = angle subtended by circular arc equal in length to the radius of the 

circle ; ir radians = 180 degrees ; 

(iQn\o 
^^\ = 57.29677951°. 

Segment of circle = area of sector less triangle ; also for flat segments very 

nearly = — x/o.388«« + -. 
3 \ 4 

Side of square of same area as circle = diameter x 0.8862 ; also = circumference 
X 0.2821. 

Diameter of circle of same area as square = side x 1.1284. 

Area of parabola = base x § height. 

Area of ellipse = long diameter x- short diameter x 0.7854. 

Area of regular polygon = sum of ddes x half perpendicular distance from center 
to sides. 
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TABLE XV 

Fractional and Decimai. Equivalents 

FRACTIONS OF A LINEAL INCH IN DECIMALS 



F&AO- 
TIOK8 



DB0IMAL8 OP 

Air Inch 



0.016625 

0.03125 

9.04087 

0.0025 

0.078125 

0.00375 

0.100875 

0.125 

0.140625 

0.15625 

0.171875 

0.1875 

0.203125 

0.21875 

0.234875 

0.25 



Frao- 

TIOHS 



DEOIM ALS OF 

Alv Isca 



0.265625 

0.28125 

0.206875 

0.3125 

0.328125 

0.34375 

0.350375 

0.875 

0.390625 

0.40625 

0.421875 

0.4375 

0.453125 

0.46875 

0.484375 

0.5 



Frac- 

TIOKS 



Deoimajls of 

AS ISCH 



0.515635 

0.53125 

0.546875 

0.5625 

0.578125 

0.59375 

0.609S75 

0.625 

0.640625 

0.65625 

0.671875 

0.6876 

0.703125 

0.71875 

0.734375 

0.75 



Frag- 

TIOJI8 



Decimals of 
A2r Inch 



0.765625 

0.78125 

0.796875 

0.8125 

0.828125 

0.84375 

0.859375 

0.875 

0.890625 

0.90625 

0.921875 

0.9375 

0.953125 

0.96875 

0.984375 

1.000 



LINEAL INCHES IN DECIMAL FRACTIONS OF A LINEAL FOOT 



Luteal 

lirOHES 



Luteal Foot 



0.001302083 

0.00260416 

0.0052083 

0.010416 

0.015625 

0.02083 

0.0260416 

0.03125 

0.0364583 

0.0416 

0.046875 

0.052083 

0.0572916 

0.0625 

0.0677088 

0.072916 

0.078125 

0.0833 

0.09375 

0.10416 

0.114583 

0.125 

0.135416 

0.14583 



LnVBAL 

Inches 



n 

2 

2i 
2i 

H 
H 
H 

2| 

n 

3 

3^ 
8t 
3| 
4 



Lineal Foot 



0.15625 

0.1666 

0.177063 

0.1875 

0.197916 

0.2068 

0.21875 

0.22916 

0.239583 

0.26 

0.27083 

0.2916 

0.3125 

0.33333 

0.35416 

0.876 

0.39583 

0.4166 

0.4375 

0.4583 

0.47916 

0.5 

0.52083 

0.6416 



Lineal 
Inches 



Luteal Foot 



0.5625 

0.5833 

0.60416 

0.625 

0.64583 

0.66667 

0.6875 

0.7083 

0.72916 

0.75 

0.77083 

0.7916 

0.8125 

0.83333 

0.85416 

0.875 

0.89583 

0.9166 

0.9375 

0.9583 

0.97916 

1.000 




TABLES 
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TABLE XVI 



Weights of Various Substances 



Material 


Wbioht in 
Lb./pt.» 


Brick and 
brickwork 


Prefl«ed brick 

Common hard brick 

Soft inferior brick 

Good pressed-brick masonry 

Ordinary brickwork 


150 
125 
100 
140 
125 


Stone and 
masonry 


Gneiss, solid 

Gneiss, loose piles 

Granite 

Limestone and marble 

Limestone and marble, loose, broken 

Sandstone, solid 

Sandstone, quarried and piled 

Shale 

Slate 

Granite or limestone masonry, well dressed 

Granite- or limestone masonry, mortar rubble 

Granite or limestone masonry, well-«cabbled 

dry rubble 
Sandstone masonry, well dressed 


168 

96 

170 

165 

96 

151 

86 

162 

175 

165 

154 

138 
144 


Earth,* sand, 
and gravel 


Common loam, dry, loose 

Common loam, moderately rammed 

Soft flowing mud 

Dry hard mud 

Gravel or sand, dry, loose 

Gravel or sand, well shaken 

Gravel or sand, wet 


76 

95 

110 

80-110 

90-106 

99-117 

120-140 


Metals 


Aluminium 

Brass, cast (copper and zinc) 

Brass, roUea 

Bronze (copper 8, tin 1) 

Copper, cast 

Copper, rolled 

Iron, cast 

Iron, wrought 

Lead 

Platinum 

Steel 

Tin, cast 

Zinc, spelter 


162 

504 

524 

529 

542 

555 

450 

480 

710 

1342 

489.6 

459 

437.5 


Coal 


Anthracite, solid Pennsylvania 

Anthracite, broken, loose (heaped bushel 80 lb.) 

Anthracite, broken, shaken 

Bituminous, solid 

Bituminous, loose (heaped bushel 74 lb.) 

Bituminous, broken, shaken 

Coke, loose (heaped bushel 40 lb.) 


93 
54 

68 
84 
49 
51-56 
26 
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Weights of Various Substances — Continued 



Matekial 


WKIOHT IK 
LB./fT.» 




Quicklime, loose (struck bushel 66 lb.) 


63 




Quicklime, well shaken 


76 




American Louisville, loose 


60 


Lime 


American Rosendale, loose 


66 


and hydraulic 


American Cumberland, loose 


66 


cement 


American Cumberland, well shaken 


86 




English Portland 


90 




American Portland, loose 


88 




American Portland, well shaken 


110 




Ash, American white 


38 




Cherry 


42 




Chestnut 


41 




Cypress 


64 




Ebony 


76 




Elm 


36 




Hemlock 


26 




Hickory 


68 


, 


Lignum-vitSD 


83 




Locust 


44 




Mahogany, Spanish 


63 


Dry wood 


Mahogany, Honduras 


36 




Maple 


49 




Oak, live 


69 




Oak, red or black 


32-46 




Oak, white 


48 




Pine, white 


•26 




Pine, yellow Northern 


34 




Pine, yellow SouUiem 


46 




Poplar 


29 




Sycamore 


37 




Spruce 


26 




Walnut, black 


38 



TABLES 
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TABLE XVn 



Strength of Ropes and Belts 

TENSION TESTS OF STEEL WIRE ROPE 



ClROUMFEB- 


Number 

OF 

Strands 


Wires 

PER 

Strand 


Meak 

DlAUETER 

OP Wires 
In. 


Core 


Sectional 

Area of 

Wire 


Tensile Strength 


EMOB 

In. 


Total 
lb. 


Total 
lb./in.« 


lUS 

1.76 

2 

2.126 

2.25 

2J!0 

3 

3.60 

4.60 


6 
6 
6 
6 
6 
6 
6 
6 
6 


18 
18 
18 
18 
18 
18 
18 
18 
18 


.0321 
J0S4B 
J0420 
.0466 
.0488 
.0644 
.0608 

xni% 


Hemp 
Hemp 
Hemp 
Hemp 
Hemp 
Hemp 
Hemp 
Hemp 
Hemp 


.0676 
.1031 
.1400 
.1766 
.2021 
.2610 
.3024 
.4380 
.8161 


12,888 
16,736 
20,780 
24,430 
30,060 
33,270 
46,370 
66,120 
138,626 


147,236 
163,883 
138,360 
138,383 
148,600 
132,600 
163,340 
148,676 
170,076 



STRENGTH OF IRON WIRE ROPE • 
(Rope composed of six strands and a hemp center, seven or twelve wires in each strand) 





Diameter 


Circumference 


Approximate Break- 
ing Strength 


Circumference 
IN Inches of New 




in. 


in. 




Manila Rope 








Ih. 


OF Equal Strength 




1.76 


6J!0 


88,000 


11 




1.626 


6.00 


72,000 


10 




1J!0 


4.76 


64,000 


9Ji 




1.376 


4.26 


62,000 


SA 




1.26 


4.00 


46,000 


8X) 




1.126 


3J!0 


36,000 


6.6 




1.000 


3.00 


26.000 


6.76 




.876 


2.76 


22,000 


6.26 




.760 


2.26 


14,600 


4.76 


• 


JSOO 


IJSO 


6,400 


3.00 




376 


1.125 


3,600 


2.26 




.260 


.76 


1,620 


IM 



STRENGTH OF CAST STEEL WIRE ROPE* 
(Rope composed of six strands and a hemp center, seven or nineteen wires in each strand) 







Approximate Break- 


Circumference 


Diameter 


Circumference 


ing Strength 


IK Inches of New 


in. 


in. 




Manila Rope 






Id. 


OF Equal Strength 


1.26 


4.00 


106,000 


13 


2.126 


SJ!0 


82,000 


11 


1.00 


3M 


62,000 


9 


.875 


2.75 


62,000 


8US 


.760 


2.26 


36,200 


7j0 


.626 


2j00 


28,000 


BA 


JBt» 


2J!0 


16,200 


4.76 


.375 


1.126 


9,000 


3.76 



* As given by John A. Roebling. 
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TABLE XVII {Continued) 
TESTS OF liAMLA AND SISAL ROPE 



8IZX OF BOPK 



6-ibread . 
O^thread. 
12-tbread 
16-thread 

1.25-ln. . 

1.60-in. . 

1.6a6-ln. . 

1.7&-ln. . 

9>ln. . . 

2.25-ln. . 

2.25-ln. . 

iJSf^ta. . 

2.75-ln. . 

3-in. . . 

3-iii. . . 

3.26-ln. . 

ZJ».in. . 

3.75-ln. . 

3.75-ln. . 

4-ln. . . 

4-iii. . . 

4.26-ln. . 

4JS0-iii. . 

AJBty-in. . 

4.7&-in. . 

6-ln. . . 

6-iii. . . 

7-ln. . . 

8-ln. . . 

9-ln. . . 

10-ln. . . 



DIAMBTXK 

in. 



.27 

.30 

.38 

.43 

.40 

j66 

.61 

.62 

.74 

.79 

.78 

JK 

.96 

IM 

M 

1.13 

1.19 

1.29 

1.28 

1.39 

1.34 

1.41 

1J» 

1.61 

1.66 

1.76 

2.26 

2.52 

2.83 

3.36 

3.70 



SBOTIONAIi 

In.* 



josei 

.0760 
.114 
.153 
.192 



.288 
.299 
41 
.478 
.462 
JBSI 
.715 
.782 
.746 
.970 
1.07 
1.27 
1.26 
1.46 
1.36 
IJSl 
1.88 
14)9 

2X 
8.82 
4.86 
6.22 
8.37 
10J06 



Tbnsilk Strekqth 



lb./in.« 



13,360 

14480 

12.920 

14,260 

11,610 

11,970 

10300 

11^ 

9,200 

124X)0 

114X)0 

12,470 

12,810 

13,630 

13,760 

12,470 

12,190 

11,900 

11,610 

10,060 

11,790 

9,890 

10,360 

10,480 

10,740 

9,940 

8,260 

9,400 

8,600 

7,600 

7,300 



P«r Yarn 

lb. 



126 
118 
123 
146 
125 
148 
130 
128 
114 
148 
138 
136 
153 
146 
151 
144 
132 
134 
132 
117 
130 
113 
121 
131 
128 
118 
112 
125 
118 
106 
102 



Total 

lX>AD 

lb. 



760 
1,064 
1.473 
2,180 
2,21a 
3,100 
3,120 
3,455 
3,776 
6,207 
6,600 
6,947 
9,160 
10,668 
10.960 

lym 

13,000 
15,227 
14,610 
14,728 
16.017 
14,9«S 
19«6n 
20,873 
21,908 
23,360 
81,570 
45,647 
54J00O 
62,717 
73,910 



Sisal Kopb 





DlAMKTKK 

in. 


Sectiokax 
Area 

In.« 


Tensile Strekoth 


Total 
Load 

lb. 


Sub of Bofk 


lb./ln.« 


Per Yam 
lb. 


6.thr«^ 

9-tbre^d 

12^hr«ad 

1.25-in 

1.60-in 

1.75-ln 

2-in 


.27 
.83 
.39 
.45 
M 
.63 
.70 
.81 
.96 
1.01 
1.22 


.0667 

.126 
.129 
.254 
.302 
.386 
416 
.691 
.780 
1.128 


7,700 
7,300 
7,600 
10,810 
8,100 
7,600 
7,200 
9.500 
8,300 
7,600 
7,200 


72 

67 

79 

98 

99 

96 

97 

94 

101 

104 

102 


432 
606 
944 
1307 
2067 
2315 
2026 


2.25-in 

2.76-ia. 

8.1n 


8966 

6733 
6917 


8.60-in 


8230 
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TABLE XVII (Continued) 
TESTS OF BUBBEB BELTING 





D1MEH810K8 
in. 




SECTION1.L 


Tekbilb Stbxnoth 


T>1EIK7BIPTIOir 








Abea 








Length 


Width 


Thick- 
ness 


in.» 

• 


lb./In.« 


Pound per 
Inch of 
Width 


2-iii., 4-ply . - . 


60.17 


2.02 


.26 


.525 


8276 


861 


6-iiL, 4-ply , 








00.17 


6.08 


.26 


1.58 


8227 


880 


6-in., 4-ply . 








60.12 


6.18 


.26 


1.60 


8778 


979 


6-in., 4-ply 




1 '1 




60.17 


6.05 


.26 


1.5T 


2780 


711 


12-in.,4.ply , 








60.02 


12.08 


.27 


8.26 


8087 


819 


12-in., 4-ply . 








60.14 


12.24 


.26 


8.18 


2967 


776 


2-I11., 6-ply . 








60.17 


2.14 


.86 


.770 


8104 


1116 


6-in., 6-ply < 








50.08 


6.26 


.87 


2.88 


2787 


1014 


6-in., 6-ply 








60.08 


6.27 


.8Q 


2.26 


8770 


1868 


12-in., 6-ply 








60.16 


12.04 


.86 


4.88 


8486 


1286 


12-ln., 6-ply . 








60.17 


12.16 


.84 


4.18 


8862 


1811 


24-in., 6-pIy 








60.18 


24.11 


.41 


0.89 


2381 


977 


80-in., 6-ply 








60.04 


80.18 


.40 


12.07 


2808 


1128 



TESTS OF LEATHEB BELTING 





D1MEKS10N8 
in. • 




Seotional 


TBstaiJt Stbevgtk 


Dmoripttok * 








Area 
in.* 








Length 


Width 


Thick- 
ness 


lb./in.* 


FDnndsper 
Inch of 
Width 


2-in., single . . . 


60.00 


1.98 


.20 


.896 


6046 


1091 


6-in., single . . . 


60.20 


6.07 


.22 


1.84 


2637 


660 


6-in., single (to) 


60.11 


6.08 


.24 


1.46 


2119 


683 


12-in., single . . . 


60.11 


12.06 


.18 


2.17 


8917 


705 


4-in., double . . 


69.66 


8.96 


.88 


L81 


4981 


1623 


6-in., double . . 


60.18 


6.91 


.47 


2.78 


4809 


2027 


6-in., double (10) . 


69.98 


6.00 


.40 


2.40 


6166 


2066 


12-in., double . . 


59.90 


1L90 


.89 


4.64 


4090 


1695 


12-in., double (to) . 


60.06 


1L98 


.86 


4.29 


4424 


1591 


24-in., double (to) . 


60.00 


28.90 


.47 


11.28 


2760 


1297 


80-in., double . . 


59.90 


29.96 


.48 


12.88 


2717 


1169 



* The letter to in the table stands for waterproqfed. 
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RESISTANCE OF MATERIALS 



SECTION I 



STRESS AND DEFORMATION 



1. Elastic resistance, or stress. The effect of an external force 
acting upon an elastic body is to produce deformation, or change of 
shape. For example, if a bar is placed in a testing machine and a 
tensile load applied, it will be found that the length of the bar is 
increased and the area of its cross section diminished. Similarly, if 
a compressive load is applied, the length of the bar is diminished 
and the area of its cross section increased. 

All solid bodies offer more or less resistance to the deformation, 
or change of shape, produced by external force. This internal resist- 
ance, when expressed in definite units, is called stress. A body under 
the action of stress is said to be strained. 

In general the stress is not the same at all points of a body, but 
varies from point to point. The intensity of the stress at any par- 
ticular point is therefore expressed as the force in pounds which 
would be exerted if the stress were uniform and acted over an area 
one square inch in extent. That is to say, whatever the actual extent 
of the area considered, whether finite or infinitesimal, the stress is 
expressed in pounds per square inch (abbreviated into lb./in.^). 

For example, suppose that a wire |^ in. in diameter is pulled 
with a force of 50 lb. Then for equilibrium the total stress acting 
on any cross section of the wire must also be 50 lb. But since the 
area of the cross section is only .049 in.*, the intensity of the stress 

50 

, or 1000 Ib./in.* In other words, if the wire were 1 sq. in. 



IS 



.049 



in cross section, the strain under a load of 1000 lb. would be 
the same as that produced by a load of 50 lb. on a wire ^ in. 
in diameter. 









• • 
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Taking any plane section of a body under strain, the stress act- 
ing on this plane section may in general be resolved, like any force, 
into two components, one perpendicular to the plane and the other 
lying in the plane. The perpendicular, or normal, component is 
called direct stress and is either tension or compresdon. The 
tangential component, or that lying in the plane of the cross 
section, is called shear. In what follows, the letter p will always 
be used to denote normal, or direct, stress, and q to denote tan- 
gential stress, or shear. 
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The effect of a normal stress is to produce extension or com- 
pression, that is, a lengthening or shortening of the fibers, thereby 
changing the dimensions of the body ; whereas shear tends to slide 
any given cross section over the one adjacent to it, thus producing 
angular deformation, or change in shape, of the body without 
altering its dimensions. 

2. Varieties of strain. The nature of the deformation produced 
by external forces acting on an elastic body depends on where and 
how these forces are applied. Although only two kinds of stress 
can occur, — namely, normal stress (tension or compression) and 
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shear, — these may arise in various ways. In general, five different 
cases of strain may be distinguished, each of which must be con- 
sidered separately. These are as follows : 

1. If the forces act along the same line, toward or away from 
one another, the strain is called compression or tension (Fig. 1, a). 

2. If the forces tend to slice off a portion of the body by sepa- 
rating it along a surface, the strain is called shear (Fig. 1, 5). 
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8. If the forces act transverse to the length of the body (usually 
perpendicular to the long axis of the piece), so as to produce lateral 
deflection, the strain is called bending, or flexure (Fig. l,c). 

4. If one dimension of the body is large as compared with the 
other two, and the forces act in the direction of the long dimension 
and toward one another, the strain is called buckling, or column 
flexure (Fig. 1, d). 

5. If the forces exert a twist on the body, the strain is called 
torsion (Fig. 1, e). 

Two or more of these simple strains may occur in combination, 
as illustrated in Fig. 1, /. 
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3. Strain diagram. In the case of tension or compression it is 
easy to show graphically the chief features of the strain. Thus, 
suppose that a test bar is placed in a testing machine, and that the 
total load on the bar at any instant is read on the scale beam of 
the machine, and its corresponding length in inches is measured 
with an extensometer. Assuming that the stress is uniformly dis- 
tributed over any cross section of the bar, the unit stress is obtained 
by dividing the total load in pounds acting on the bar by the area 
of its cross section in square inches. That is, 

, . .^ ^ total load in pounds 

(1) p = unit stress = ^ : — -— . 

area of cross section m square mches 

Also, the total deformation, or change in length, is divided by the 
original unstrained length of the bar, giving the unit deformation 
in inches per inch. Let this be denoted by 8 ; that is, let 

x^N 'J. ji £ i.- change in length 

(2) 8 = unit deformation = — r-? — ri ^— • 

original length 

The unit deformation is therefore an abstract number. Moreover, 
both the unit stress and the unit deformation are independent of the 
actual dimensions of the test bar and depend only on the physical 
properties of the material. 

If, now, the unit stresses are plotted as ordinates and the corre- 
sponding unit deformations as abscissas, a strain diagram is obtained, 
as shown in Fig. 2. Such a diagram shows at a glance the physical 
properties of the material it represents, as explained in what follows. 

4. Hooke's law. By inspection of the curves in Fig. 2 it is 
evident that the strain diagram for each material has certain char- 
acteristic features. For instance, in the case of wrought iron the 
strain diagram from to ^ is a straight line ; this means that for 
points between and A the stress is proportional to the correspond- 
ing deformation. That is to say, within certain limits the ratio of 
jE> to a is constant, or 

(3) - = ^, 

where the constant E denotes the slope of the initial line. This 
important property is known as Hooke's law, and the constant E 
is called Young's modulus of elasticity. 



STKESS AND DEFORMATION 5 

The upper end A of the initial line, or point where the diagram 
begins to curve, is called the elastic limit. The point B^ where the 
deformation becomes very noticeable, is called the yield point. As 
these two points occur close together, no distinction is made between 
them in ordinary commercial testing. 

The maximum ordinate to the strain diagram represents the 
greatest unit stress preceding rupture, and is called the tiltimate 
strength of the material 

In the case of shear let q denote the unit shearing stress and 
if> the corresponding angular deformation expressed in circular 
measure. Then, by Hooke's law, 

(4) I = «, 

where 6^ is a constant for any given material, called the modtilus 
of rigidity, or shear modulus. For steel and wrought iron G = AE^ 
approximately. 

Average values of E and G for various materials are given in 
Table I. 

5. Elastic limit. It is found by experiment that as long as the 
stress does not pass the elastic limit, the deformation disappears 
when the external forces are removed. If the unit stress (or, more 
properly, the unit deformation) exceeds the elastic limit, however, 
then the deformation does not entirely disappear upon removal of 
the load, but the body retains a permanent set. At the elastic 
limit, therefore, the body begins to lose its elastic properties, and 
hence, in constructions which are intended to last for any length of 
time, the members should be so designed that the actual stresses lie 
well below the elastic limit. 

It has also been found "by experiment that, for iron and steel, if 
the stress lies well within the elastic limit, it can be removed and 
repeated indefinitely without causing rupture ; but if the metal is 
stressed beyond the elastic limit, and the stress is repeated or alter- 
nates between tension and compression, it will eventually cause 
rupture, the number of changes necessary to produce failure 
decreasing as the difference between the upper and lower limits 
of the strain increases. This is known as the fatigue of metals, 
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and indicates that in determining the resistance of any material the 
elastic limit is much more important than the ultimate strength. 

Overstrain of any kind results in a gradual hardening of the 
material. Where this has already occurred, the elastic properties of 
the material can be partially or wholly restored by annealing ; that 
is, by heating the metal to a cheny redness and allowing it to 
cool slowly. 

6i. Working stress. The stress which can be carried by any 
material without losing its elastic properties is called the allowable 
stress or working stress, and must always lie below the elastic 
limit. The ratio of the assumed working stress to the ultimate 
strength of the material is called the factor of safety; that is, 

,_^ .-mr , , .._ ultimate streng^th 

(5) Worklns stress = Z — • 

^ ^ factor of safety 

Average values of the ultimate strength, factors of safety, and other 
elastic constants for the various materials used in construction are 
given in Table I. 

Since for wrought iron and steel the elastic limit can be definitely 
located, the working stresses for these materials is usually assumed 
as a certain fi*action, say ^ to |, of the elastic limit. 

Materials like cast iron, stone, and concrete have no definite 
elastic limits; that is, they do not conform perfectly to Hooke's 
law. For such materials, therefore, the working stress is usually 
assumed as a small fraction, say from ^ to ^^^, of the ultimate 
strength. 

Under repeated loads, where the stress varies an indefinite num- 
ber of times between zero and some large value, the working stress 
may be assumed as | of its value for a static load. 

If the stress alternates between large positive and negative 
values, that is, between tension and compression, the working stress 
may be assumed as ^ of its value for a static load. 

For example, if the elastic limit for mild steel is 85,000 lb./in.*, 
the working stress for a static load may be taken as 18,000 lb./in.*; 
for repeated loads, either tensile or compressive, as 12,000 lb./in.'; 
and for loads alternating between tension and compression, as 
6000 lb./in.a 



STRESS AISID DEFORMATION 

ALLOWABLE UNIT STRESSES IN LB./IN.« 

(Also called working stress or skin stress) 
« Dead Load 





Elastic 
Limit 


Tension 


Compres- 
sion 


Flexure 


Shear 


Torsion 


Structural steel 


82,000 


16,000 


16,000 


16,000 


12,000 


9,000 


Machinery steel 


86,000 


18,000 


18,000 


18,000 


18,600 


18,600 


Crucible O.H. steel 


40,000 


20,000 


20,000 


20,000 


16,000 


16,000 


Cast steel . . . 


80,000 


12,000 


18,000 


16,000 


18,600 


10,000 


Wrought iron . . 


26,000 


12,600 


12,600 


12,600 


9,000 


6,000 


Cast iron . . . 




4,600 


15,000 


7,600 


4,500 


4,600 


Phosphor bronze . 


20,000 


10,000 


10,000 


10,000 


8,000 


8,000 


Timber .... 


8,000 


1,600 


1,000 


1,200 


120 





Live Load 



Structural steel 




10,600 


10,600 


10,600 


8,000 


6,000 


Machinery steel . 




12,000 


12,000 


12,000 


9,000 


9,000 


Crucible O.H. steel 




18,800 


18,800 


18,800 


10,600 


10,600 


Cast steel . . . 


- 


8,000 


12,000 


10,000 


9,000 


6,600 


Wrought iron . . 




8,400 


8,400 


8,400 


6,000 


4,000 


Cast iron . . . 




8,000 


10,000 


6,000 


8,000 


3,000 


Phosphor bronze . 




6,600 


6,600 


6,600 


6,400 


6,400 


Timber .... 




1,000 


660 


800 


80 





Reyersiblb Load 



Structural steel 




6800 


6800 


6800 


4000 


8000 


Machinery steel 




6000 


6000 


6000 


4600 


4600 


Crucible O.H. steel 




6600 


6600 


6600 


6300 


6800 


Cast steel . . . 




4000 


6000 


6000 


4600 


3300 


Wrought iron . . 




4200 


4200 


4200 


8000 


2000 


Cast iron . . . 




1600 


6000 


2500 


1600 


1600 


Phosphor bronze . 




8800 


8300 


8300 


2700 


2700 


Timber .... 




600 


880 


400 


40 
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In actual practice the unit working stresses are usually specified, 
and the designer simply follows his specifications without reference 
to the factor of safety. Where a large number of men are employed, 
this method eliminates the personal equation and Insures uniformity 
of results. The student should become familiar with both methods, 
however, as it is no small part of an engineer's training to know 
what relation his working stress should bear to the elastic limit 
and ultimate strength of the material. 

7. Resilience. The work done in straining a bar up to the elastic 
limit of the material is called the resilience of the bar. The area 
under the strain diagram from the origin up to the elastic limit 
evidently represents the work done on a unit volume of the material, 
say one cubic inch, in straining it up to the elastic limit. This area 
therefore represents the resilience per unit volume, and is called the 
modtilus of elastic resilience of the material. 

Thus, if p denotes the unit stress and s the unit def ormaticm at 
the elastic limit, then, since the strain diagram up to this point is a 
straight line, the area subtended by it, or modulus of elastic r^iU- 

ence, is \pB. Since — = ^, the expression for the modulus may 
therefore be written 

8 

(6) Modulus of elastic resilience = ^—^ 

Hence, if F denotes the volume of the test piece, its total resilience is 

(7) ■ Total resilience = ^— • 

The resilience of a bar is a measure of its ability to resist a blow 

or shock without receiving a permanent set. If a load W is applied 

gradually, as in a testing machine, the maximum stress when the 

W 
load is all on is jo = — , where A denotes the area of the cross 

A 
section of the bar. If, however, the load W is applied suddenly, 

as in falling from a height A, it produces a certain deformation of 

the bar, say AZ, and consequently the total external work done 

on the bar is 

External work = (A + Af) W, 
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If, now, the unit stress p produced by the impact lies below the 
elastic limit, the total internal work of deformation is 

- Internal work = ^ {Ap^Al 

In the case of a suddenly applied, or impact, load, like that due to 
a train crossing a bridge at high speed, A = 0, and, equating the 
expressions for the internal and external work, the result is 

MW=^ApM, 

whence p = — — • 

A 

Comparing this with the expression for the stress produced by a 

W 
static load, namely, /? = — » it is evident that a suddenly applied 

A 

load produces twice the stress that would be produced by the 
same load if applied gradually. 

8. Poisson's ratio. Experiment shows that when a bar is sub- 
jected to tension or compression, its lateral, or transverse, dimen- 
sions are changed, as well as its length. Thus, if a rod is pulled, it 
increases in length and decreases in diameter; if it is compressed, 
it decreases in length and increases in diameter. 

It was found by Poisson that the ratio of the unit lateral defor- 
mation to the unit change in length is constant for any given 

1 

material. This constant is usually denoted by — , and is called Pois- 

m 

son's ratio. Its average value for metals such as steel and \vrought 
iron is .3. Thus, suppose that the load on a steel bar produces a 
certain unit deformation b lengthways of the bar. Then its unit 
lateral deformation will be approximately .8«. Hence, the total 
lateral deformation is found by multiplying tliis unit deformation 
by the width, or diameter, of the bar. 

Values of Poisson's ratio for various materials are given in 
Table I. 

9. Temperature stress. A property especially characteristic of 
metals is that of expansion and contraction with rise and fall of 
temperature. The proportion of its length which a bar free to move 
expands when its temperature is raised one degree is called its 
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coefficient of linear expansion, and will be denoted by C. Values 

of this constant for various materials are given in Table I. 

If a bar is prevented from expanding or contracting, then change 

in temperature produces stress in the bar, called temperature stress. 

Thus, let { denote the original length of a bar, and suppose its 

temperature is raised a certain amount, say T degrees. Then, if C 

denotes the coefficient of linear expansion for the material, and AZ 

the amount the bar would naturally lengthen if ,/ree to move, 

we have 

M = CTU 

and consequently the unit deformation is ■ 

AZ 

Therefore, if p denotes the unit temperature stress, 
(8) p = 8E= CTE. 



APPLICATIONS 

1. A 6-in. copper cube supports a load of 76 tons. Find its change in yolume. 
Solution. Area of one face = 5 x 6 = 25 in.* Unit compressive stress p on 

this area is then p = = 6000 Ib./in.* Modulus of elasticity for copper 

E = 16,000,000 lb./in.« Therefore unit vertical contraction « = ^ = ; total 

E 2600 

vertical contraction t^l = l. s =6 = — in. Since Poisson^s ratio for copper 

2600 600 ^^ 

1 340 

is. — = .840, the unit deformation laterally is .840 s = « and the total lateral 

fit 2600 

340 

deformation is 6 x = .00068 in. The three dimensions of the deformed cube 

2600 

are therefore 6.00068, 6.00068, 4.098 ; its volume is 124.984 in.*, and the decrease 

in volume is .016 in.* 

2. A |-in. wrought-iron bolt has a head | in. deep. If a load of 4 tons is applied 
longitudinally, find the factors of safety in tension and shear. 

8ohdion» Area of body of bolt at root of thread = .442 in.* Unit tensile stress 

In bolt is p = ^^^ = 18,000 Ib./in.* Factor of safety in tension = ^^^ = 2.7. 

.442 18,000 

Area in shear = «• = 1.47 in.* Unit shearing stress is — = 5440 Ib./in.* 

4 8 ^ 1.47 

Factor of safety in shear = — ^ — = 7.8. 

6440 
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3. A Bteel ring fits loosely over a cylindrical steel pin 3 in. in diameter. How 
much clearance, or space between them, should there be in order that, when the 
pin is subjected to a compi-essive load of 60 tons, the ring shall fit tightly ? 

iSoJution. Unit compressive 8ti*e68 in pin is 

p = 22l^ = 17,000 lb./in.« 

T 

Unit longitudinal deformation « = ^ = ? = .000666. Unit transverse def- 

E 30,000,000 

ormation = .296 x .000666 = .000167. Radial clearance = 1.6 x .000167 = .00026 in. 

4. A post 1 ft. in diameter supports a load of 1 ton. Assuming that the stress is 
uniformly distributed over any cross section, find the unit normal stress. 

6. A shearing force of 60 lb. is uniformly distributed over an area 4 in. square. 
Find the unit shear. 

6. A steel rod 600 ft. long and 1 in. in diameter is pulled by a force of 26 tons. 
How much does it stretch, and what is its unit elongation ? 

7. A copper wire 10 ft. long and .04 in. in diameter is tested and found to stretch 
.280 in. under a pull of 60 lb. What is the value of Young^s modulus for copper 
deduced from this exx>eriment ? 

8. A round cast-iron pillar 18 ft. high and 10 in. in diameter supports a load of 
12 tons. How much does it shorten, and what is its unit contraction ? 

9. A wrought-iron bar 20 ft. long and 1 in. square is stretched .266 in. What is 
the force acting on it ? 

10. What is the lateral contraction of the bar in problem 9 ? 

11. A soft-steel cylinder 1 ft. high and 2 in. in diameter bears a weight of 
40 tons. How much is its diameter increajsed ? 

12. A copper wire 100 ft. long and .026 in. in diameter stretches 2.16 in. when 
pulled by a force of 16 lb. Find the unit elongation. 

13. If the wire in problem 12 was 260 ft. long, how much would it lengthen 
under the same pull ? 

14. A vertical wooden post 30 ft. long and 8 in. square shortens .00374 in. under 
a load of half a ton. What is its unit contraction ? 

16. How great a pull can a copper wire .2 in. in diameter stand without breaking ? 

16. How large must a square, wrought-iron bar be made to stand a pull of 
30001b.? 

17. A mild-steel plate is \ in. thick. How wide should it be to stand a pull of 
10 tons ? 

18. A round wooden x>ost is 6 in. in diameter. How great a load will it bear ? 

19. A wrought-iron bar is 20 ft. long at 32° F. How long will it be at 96® F. ? 

20. A cast-iron pipe 10 ft. long is placed between two heavy walls. What will 
be the stress in the pipe if the temperature rises 26° ? 

21. Steel railroad rails, each 30 ft. long, are laid at a temperature of 40® F. What 
space must be left between them in order that their ends shall just meet at 100® F. ? 

22. In the preceding problem, if the rails are laid with their ends in contact, 
what will be the temperature stress in them at 100® F. ? 

23. A |-iu. wrought-iron bolt failed in the testing machine under a pull of 
16,000 lb. Find its ultimate tensile strength. 
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24. Four ^-in. steel cables are used with a block and tackle on the hoist of a 
crane whose capacity is rated at 6000 lb. What is the factor of safety ? (Use tables 
for ultimate strength of rope.) 

25. A vertical hydraulic press weighing 100 tons is supported by four 2^in. 
round structural-steel rods. Find the factor of safety. 

26. A block and tackle consists of six strands of flexible ^-in. steel cable. 
What load can be supported with a factor of safety of 5 ? 

27. A vertical wooden bar 6 ft. long and 8 in. in diameter is found to lengthen 
.013 in. under a load of 2100 lb. hung at the end. Find the value of E for this bar. 

28. A copper wire | in. in diameter 
and 600 ft. long is stretched with a force 
of 100 lb. when the temperature is 80^ F. 
Find the pull in the wire when the tem- 
perature is O^F., and the factor of safety. 

29. An extended shank ia made for 
a ^^in. drill by boring a JJ-in. hole in 
the end of a piece of }-in. cold-roUed 
steel, fitting the shank into this, and 

putting a steel taper pin through both (Fig. 3). Standard pins taper | in. per foot. 
What size pin should be used in order that the strength of the pin against shear 
may equal the strength of the drill shank in compression around the hole ? 

30. The head of a steam cylinder of 12-in. inside diameter is held on by ten 
wrought-iron bolts. How tight should these bolts be screwed up in order that 
the cylinder may be steam tight under a pres- 
sure of 180 lb./in.2 ? 

31. Find the depth of head of *a wrought- 
iron bolt in terms of its diameter in order that 
the tensile strength of the bolt may equal the 
shearing strength of the head. 

32. The pendulum rod of a regulator used in 
an astronomical observatory is made of nickel 
steel in the proportion of 36.7 per cent nickel to 
64.3 per cent steel. The coefficient of expansion 
of this alloy is approximately 0.0000006. 

The rod carries two compensation tubes, A 
and B (Fig. 4), one of copper and the other of 
alloy, the length of the two together being 10 cm. 
If the length of the rod to the top of tube A is 
1 m., find the lengths of the two compensation 
tubes so that a change in temx)erature shall not 
affect the length of the i)endulum. 

33. Refer to the Watertoum Arsenai Reports 
{United States Government Reports on Tests of 

Metals\, and from the experimental results there tabulated draw typical strain dia- 
grams for mild steel, wrought iron, cast iron, and timber, and compute E in each case. 

34. A steel wire Jin. in diameter and a brass wire J in. in diameter jointly 
support a load of 1200 lb. If the wires were of the same length when the load 
was applied, find the proportion of the load carried by each. 
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35. An engine cylinder is 10 in. inside diameter and carries a steam pressure 
of 801b./in.* Find the number and size of the bolts required for the cylinder 
head for a working stress in the bolts of 2000 Ib./iu.^ 

36. Find the required diameter for a short piston rod of hard steel for a piston 
20 in. in diameter and steam pressure of 125 Ib./in.^ Use factor of safety of 8. 

37. A rivet ^ in. in diameter connects two wrought-iron plates each g in. thick. 
Compare the shearing strength of the rivet with the crushing strength of the plates 
around the rivet hole. 

38. In the United States government tests of rifle-barrel steel it was found that 
for a certain sample the unit tensile stress at the elastic limit was 71,000 Ib./in.^, 
and that the ultimate tensile strength was 118,000 Ib./in.^ What must the factor of 
safety be in order to bring the working stress within the elastic limit ? 

39. In the United States government tests of concrete cubes made of Atlas 
cement in the prox)ortions of 1 part of cement to 8 of sand and 6 of broken stone, 
the ultimate compressive strength of one specimen was 883 lb./in.>, and of another 
specimen was 8256 Ib./in.^ If the working stress is determined from the ultimate 
strength of the first specimen by using a factor of safety of 6, what factor of safety 
must be used to determine the same working stress from the other specimen ? 

40. An elevator cab weighs 3 tons. With a factor of safety of 6, how large 
must a steel cable be to supx)ort the cab ? 

41. A hard-steel punch is used to punch holes in a wrought-iron plate | in. 
thick. Find the diameter of the smallest hole that can be punched. 

42. A mild-steel plate 10 in. square and ^ in. thick is stretched 0.002 in. in one 
direction by a certain pull. What pull must be applied at right angles to reduce 
the first stretch to 0.0014 in. ? 

43. A structural steel tie rod of a bridge is to be 25 ft. long when the bridge is 
completed. What should its original length be if the maximum stress in it when 
loaded is 18,000 lb./in.2 ? 

44. A hard-steel punch is used to punch a circular hole ^ in. in diameter in a 
wrought-iron plate J in. thick. Find the factor of safety for the punch when in use. 

45. A cast-iron flanged shaft coupling is bolted together with 1-in. wrought- 
iron bolts, the distance from the axis of each bolt to the axis of the shaft being 6 in. 
If the shaft transmits a maximum torque of 12,000 ft.-lb., find the number of 
bolts required. 

46. A steam cylinder of 16 in. inside diameter carries a steam pressure of 
1501b./in.2 Find the proper size for the hard-steel piston rod, and the number of 
J-in. wrought-iron bolts required to hold on the cylinder head. 

47. A horizontal beam 10 ft. long is suspended at one end by a wrought-iron rod 
12 ft. long and J in. in diameter, and at the other end by a copper rod 12 ft. long 
and 1 in. in diameter. At what point on the beam should a load be placed if the 
beam is to remain horizontal ; that is, if each rod is to stretch the same amount ? 

48. When a bolt is screwed up by means of a wrench, the tension Tin the bolt in 
terms of the pull P on the handle of the wrench is found to be given approximately 
by the empirical formula T = 75 P 

for a wrench of maximum length of from 15 to 16 times the diameter of the bolt. 
What is the largest wrench that should be used on a J-in. wrought-iron bolt, and 
what is the maximum pull that should be exerted on the handle ? 
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49. Tot a Btearo-tighc joint the pEccli (or distance apart) of 
cylinder heada is determined bj the empirical formulaa 
Hlgb-preseure cylinders, pitch = 3.6d, 

IntenDediate-presBore cjlindeis, pitch = 4.5 d, 

Low-presuK cylindere, pit«h = fi.Sd i 



ttada or bolts in 



where d = diameter ol studs or bolts, 

1 = thickness of head or cover in siiteenths of an incii, 
u = steam preaure in lb./[n.> 
Calculate the number, dze, and pitch of ste«I studs for a steam cylinder !0 In. 
inside diameter under a presuie of ISO Ib./ln.* (high presuie). 




FiQ. 6 

60. The standard proportions for a coWered joint with wrought-iron rods and 
steel cotter of the type sliown iu Fig. 6 are as indicated on the %ure. Sliow that 
these relative proportions make the joint pncUcally of uniform strength in teTidon, 
compression, and shear. 



SECTION II 

FIRST AND SECOND MOMBNTS 

10. Static moment. If a force acts upon a body having a fixed 
axis of rotation, it will in general tend to produce rotation of the 
body about this axis. This tendency to rotate becomes greater as 
the magnitude of the force increases, and also as its distance from 
the axis of rotation increases. The numerical amount of this tend- 
ency to rotate is thus measured by the product of the force by its 
perpendicular distance from the given axis, or center of rotation. 
This product is called the first moment, or static moment, of the 
force with respect to the given axis, or point. 

Thus, let F denote any force, P the fixed axis of rotation, as- 
sumed to be at right angles to the plane of the paper, and d the 
perpendicular distance of F from P. Then d is called the lever arm 
of the force, and its moment about P is defined as 

Moment = force X lever arniy 

or, if the moment is denoted by My 

(9) M = Fd. 

It is customary to call the 
moment positive if it tends to 
produce rotation in a clockwise 
direction, and negative if its 
direction is counter-clockwise (oentororaxis 

of rotation) 

(Fig. 6). 

11. Fundamental theorem of 
moments. When two concur- 
rent forces act on a body simul- 
taneously, their joint effect is 
the same as that of a single force, given in magnitude and direction 

by the diagonal of the parallelogram formed on the two given 

16 





Fig. 6 
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forces as adjacent sides (Fig. 7). This single force, which is equiv- 
alent to the two given forces, is called their resultant. 

y Any number of concurrent 

' ^ forces may be thus combined by 

finding the resultant of any two, 

\„ combining this with the third, 

\^ etc. Or, what amounts to the 

\ same thing, the given forces may 

\ be placed end to end, forming a 

1 polygon, and their final resultant 

will then be the closing side of 
this polygon (Fig. 8). 
Now, in Fig. 9, let F^ and F^ be any two concurrent forces, and F 
their resultant. Also let be any given point, and 0^^ 0^^ <^, the angles 
between OA and the forces 
i^j, F^^ Fj respectively. Then, ^-^ 

taking moments about O, 

Moment of F^ about 

= F^xOA8ia0^. 
Moment of F^ about 

= F^X OA sin 0^. 



Fig. 7 




Fig. 8 



The sum of these moments is 

^M=F^xOAsm0^-^F^xOA sin 0^ = OA (^F^ sin 0^ + F^ sin ^,). 

But, since F is the resultant 
of F^ and F^, 

F sin <^ =F^ sin ^^+i^, sin ^,, 

and consequently 

^Af=OA xFsinif). 

The right member, however, is 
the moment of the resultant 
i?* with respect to 0. Therefore, 
since is arbitrary, the sum 
of the moments of any two concurrent forces with respect to a 
given point is equal to the moment of their resultant with respect 
to this point. 




u---''A 



Fig. 9 
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If the forces F^ and F^ are parallel, introduce two equal and 
opposite forces H^—ff^ss shown in Fig. 10, and combine the J3"s 
with F^ and F^ into resultants F^^ F^. Transferring these resultants 
F^y F^ to their point of intersection O, they may now be resolved 
into their original components, giving two equal and opposite forces, 
4- -fir and — -fiT, which cancel, and a resultant F^ + F^ parallel to F^ 
and F^, 

Moreover, applying the theorem of moments proved above to the 
concurrent forces F^y F^ at 0, the sum of their moments about any 
pointis equal to the moment 
of their resultant F, + F^ 

1 s 

about the same point. But 
the moment of F^ is equal 
to the sum of the moments 
of F^ and — ffy and, simi- 
larly, the moment of F^ is 
equal to the sum of the 
moments of F^ and + H. 
Since the forces + H and 
— ff have the same line 
of action, their moments 
about any point cancel, and therefore the theorem of moments is 
also valid for parallel forces. 

This theorem may obviously be extended to any number of forces 
by combining the moments of any two of them into a resultant 
moment, combining this resultant moment with the moment of the 
third force, etc. Hence, 

2%« sum of the moments of any number of forces lying in the same 
plane mth respect to a given point in this plane is equal to the moment 
of their resultant with respect to this poinL 

12. Center of gravity. An important application of the theorem 
of moments arises in considering a system of particles lying in the 
same plane and rigidly connected. The weights w^y w^, . . ., «^^ of the 
particles are forces directed toward the center of the earth. Since 
this is relatively at an infinite distance as compared with the dis- 
tances between the particles, their weights may be regarded as a 
system of parallel forces. 




Fig. 10 



18 RESISTANCE OF MATERIALS 

The total weight W of all the particles is 

that is, fT is the resultant of the n parallel forces w^y w^^ • • •, w,. 
The location of this resultant W may be determined by applying 
the theorem of moments. Thus, let x^j a:^, • • -, a:, denote the perpen- 
dicular distances of tr^, tr^, •••,«', from 
any fixed point (Fig. 11). Then, if 
x^ denotes the perpendicular distance 

J_-^-*a.- ^p^ of the resultant fT f rom 0, by the 

^ *' ^* theorem of moments 











■* XT' 






fir 



Vtrar 

whence x^ = \„ ; 

Fio, 11 ' W 

or, since fr= Vw, this may also be written 

Vfor 
(10) x^-^% 

This relation determines the line of action of W for the given 
position of the system. If, now, the system is turned through any 
angle in its plane, and the process repeated, a new line of action 
for W will be determined. The point of intersection of two such 
lines is called the center of gravity of the system. From the method 
of determining this point it is evident that if the entire weight of 
the system was concentrated at its center of gravity, this single 
weight, or force, would be equivalent to the given system of forces, 
no matter what the position of the system might be. 

If the particles do not all lie in the same plane, a reference plane 
must be drawn through instead of a reference line. In this case 

the equation x = ^!^ — determines the position of a plane in which 

the resultant force W must lie. The intersection of three such 
planes corresponding to different positions of the system of particles 
wUl then determine a point which is the required center of gravity. 
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If wij, m^, • . ., w^ denote the masses of the n particles, and -flf their 
sum, then, since 

W=Mg, w^^m^g, w^ = m^g, • • ., w^^m^g, 

where g denotes the acceleration due to gravity, the above relations 
for determining the center of gravity become 



Mg=^2img, ^^^^ ; 



a: = — 





X 



Tnx 



or, since g is constant, 

(11) Jlf = X^, ^ 

The point determined from these relations by taking the system of 
particles in two or more positions is called the center of inertia or 
center of mass. Since these relations are identical with those given 
above, it is evident that the center of mass is identical with the 
center of gravity. 

13. Centroid. It is often necessary to determine the point called 
the center of gravity or center of mass without reference to either 
the mass or weight of the body, but simply with respect to its 
geometric form. 

For a solid body let At; denote an element of volume, Atn its 
mass, and D the density of the body. Then, since mass is jointly 
proportional to volume and density, 

Atw = 2>Av. 

Therefore the formulas given above may be written 

V xDiiv 



2)r = ^i>Av, 



X = 





or, since the density D is constant, these become 

VxAt; 



X = ^^ 





(12) ' F = SA., _,_^^^ 

Since the point previously called the center of gravity or center of 
mass is now determined simply from the geometric form of the 
body, it is designated by the special name centroid. 
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Evidently it is also possible to determine the centroid of an area 
or line, although neither has a center of gravity or center of mass, 
since mass and weight are properties of solids. 

For a plane area the centroid is determined by the equations 

—^ Va:Aa 

(13) A=X^^ "^""Va^* 

where Aa denotes an element of area and A the total area of the figure. 
Similarly, for a line or arc the centroid is given by 

(14) x=2;m ^0=%^' 

where Al denotes an element of length and L the total length of 

the line or arc. 

14. Centroid of triangnlar area. To find the centroid of a triangle, 

divide it up into narrow strips parallel to one side AC (Fig. 12). 

Since the centroid of each strip FQ is at 
its middle point, the centroid of the en- 
tire figure must lie somewhere on the 
line BD joining these middle points ; that 
is, on the median of the triangle. Simi- 
larly, by dividing the triangle up into 
strips parallel to another side ^C, it is 
proved that the centroid must also lie 
on the median AH, The point of inter- 
section 6 of these two medians must 
therefore be the centroid of the triangle. 

Since the triangles DUG and ABG are similar, 

GB" AB' 
and since DE= J AB^ this gives 

DG = \GB^\BD. 

The centroid of a triangle therefore lies on a median to any side at 
a distance of one thud the length of the median from the opposite 
vertex. From this it also follows that the perpendicular distance 
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of the centroid G from any side is one third the distance of the 
opposite vertex from that side. 

15. Centroid of drcular arc For a circular arc CD (Fig. 13) the 
centroid G must lie on the diameter OF bisecting the arc. Now 
suppose the arc divided into small segments, and from the ends 
of any segment PQ draw PR 
parallel to the chord CD, and 
QR perpendicular to this chord. 
Since the moment of the entire 
arc with respect to a line AB 
drawn through perpendicular 
to OF must be equal to the sum 
of the moments of the small seg- 
ments PQ with respect to this 
line, the equation determining 
the centroid is 

aj^arc C2> = VPQxar. 

But from the similarity of the triangles PQR and OQE we have 

PQ OQ 




Fig. 13 



PR QE 



r 

X 



Therefore PQ • x = PR • r, and consequently V PQ 
or, since the radius r is constant, 

^ i>Q . a; = r^ Pi<: = r . chord CD. 

The position of the centroid is therefore given by 

chord 



X 



= ^PR 



r. 



(15) 



^0 = 



• radius. 



arc 



If the central angle COD is denoted by 2 a, then arc=2ra and 
chord = 2 r sin a, and therefore the expression for the centroid may 
be written 



«^o = 



r sin a 



For a semicircle 2 a = tt, and consequently 

2r 



a "" 
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16. Centroid of drcular sector and segment. To determine the cen- 
troid of a circular sector OCB (Fig. 14), denote the radius by r and 

the central angle COB by 2 a. 
Then any small element OPQ 
of the sector may be regarded 
as a triangle the centroid of 
which is on its median at a 
distance of Jr from O. The 
centroids of all these elemen- 
tary triangles therefore lie on 
a concentric arc DEF of radius 
|r, and the centroid of the 
entire sector coincides with 
the centroid of this arc DEF. Therefore, from the results of the pre- 
ceding article, the centroid of the entire sector OCB is given by 
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(16) 



2 sin a 
• 3 a 



For a semicircular area of radius r the distance of the centroid 
from the diameter, or straight side, is 

4r 



«'o = 



Sir 



To determine the centroid of a circular segment CBD (Fig. 15), 
let G denote the centroid of ^ 

the entire sector OCBD. G^ 
of the segment CBD^ and G^ 
of the triangle OCD. Then the 
position of G^ may be deter- 
mined by noting that the sum 
of the moments of the triangle 
OCD and the segment CBD 
about any point, say 0, is equal 
to the moment of the entire 
sector about this point. Thus, 
if -4^, A^y A denote the areas of the segment, triangle, and sector, re- 
spectively, and x^y x^y x^ the distances of their centroids from 0, then 



y^ Ax 


^q\ 


oy^ Ox G 


Go B 




j i 


r*-— -N;^-^ 


^/ 


\^ 


/ 



Fig. 16 
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whence 



X = : ^-^ 

^ A 



Now let c denote the length of the chord CD and a the length of the 
arc CBD. Then, from the results of this and the preceding articles, 



2 re 



and also, from geometry, 

. 1 






Inserting these values in the expression for x^, the result is 



(17) 



a?. = 



ITT 



and {? = 2 r. Therefore, in this case, as 



For a semicircle, ^^ = 
also shown above, 

4r 

X = — • 

17. Centroid of para- 
bolic segment. For a 

parabolic segment with _i_[ [ i i__.^- 

vertex at A (Fig. 16) "^t^. ^ |t"J-^-.ii-— ^ 





c 



10' 



the position of the cen- 
troid G is given by 



Fig. 16 



(18) 



as. = — a, 
* 5 



3- 



where a and h denote the sides of the circumscribing rectangle. Also, 



(19) 



Area ABC = - ab. 

3 



For the external segment ABD (Fig. 16) the centroid is given by 
(20) 



3 
• lO 



3_ 

1^0 = J^ 



and the area of the external segment is 



(21) 



Area ABD = - ah. 

3 
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Fig. 17 



18. Axis of symmetry. If a figure has an axis of symmetry, then 
to any element of the figure on one side of the axis there must 

correspond* an equidistant 
element on the opposite side, 
and since the moments of 
these equal elements about 
the axis of symmetry are 
equal in amount and oppo- 
site in sign, their sum is 
zero (Fig. 17). Since the 
moment of each pair of ele- 
ments with respect to the axis 
of symmetry is identically 
zero, the total moment is also zero, and hence the centroid of the 
figure must lie on the axis of symmetry. 

When a figure has two or more axes of symmetry, their inter- 
section completely determines the centroid. 

19. Centroid of composite figures. To determine the centroid 
of a figure made up of several parts, the centroid of each part 
may first be determined separately. Then, assuming that the 
area of each part is concentrated at its centroid, the centroid of 
the entire figure may be deter- 
mined by equating its moment to 
the sum of the moments of the 
several parts. 

To illustrate this method, let it 
be required to find the centroid of 
the I-«hape shown in Fig. 18. Since 
the figure has an axis of sjrmmetry 
MN^ the centroid must lie some- 
where on this line. To find its 
position, divide the / into three 
rectangles, as indicated by the 
dotted lines in the figure. The 
centreids of these rectangles are at their centers a, 6, c. Therefore, 
denoting these three areas of the rectangles by A^ J?, C, respectively, 
and taking moments with respect to the base line, the distance of the 



ao 



8 



bd) 



M 



% 



4 
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centroid of the entire figure from the base is found to be 



X = 





Ay.ad + By.bd^Cy.cd 



A + B+C 



As another example, consider the circular disk with a circular 
hole cut in it, shown in Fig. 19. Here also the centroid must lie 
somewhere on the axis of sjmMnetry C^, C,. Therefore, denoting 

the radii of the circles by 
JS, r, as shown, and taking 
moments about the tangent 
perpendicular to the line of 
centers, the distance x^ of 
the centroid from this tan- 
gent is found to be 




X = 





irE\--irf^x, 



or, since Xj = E and x^ = R — e^ where e denotes the eccentricity of 
the hole, or distance between centers. 



X = 








20. Moment of inertia. In the analysis of beams, shafts, and 
columns it will be found necessary to compute a factor, called the 
moment of inertia, which depends only on the shape and size of the 
cross section of the member. 
This shape factor is usually 
denoted by /, and is defined as 
the sum of the products obtained 
by multiplying each element of 
area of the cross section by the 
square of its distance from a 
given line or point. Thus, in 

Fig. 20, if A^ denotes an element of area and y its distance from any 
given axis OOy then the moment of inertia of the figure with respect 
to this axis is defined as _^ 
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Since an area is not a solid and therefore does not possess inertia, 
the shape factor /should not be called moment of inertia, but rather 
the second moment of areai since the distance y occurs squared. 

To compute / for 
any plane area, divide 
the area up into small 
elements A^ (Fig. 21). 
Then the first (or 
static) moment of each 
element with respect 
to any axis 00 is yA^, 
where y denotes the 
distance of this ele- 
• ment from the given 
axis. Now erect on A-4 
as base a prism of 
height y. If this is done for every element of the plane area, the 
result will be a solid, or truncated cylinder, as shown in Fig. 21, 
the planes of the upper and lower bases intersecting in the axis 
00 at an angle of 45°. 

Let V denote the volume of this moment solid, as it will be called, 
and y^ the distance of its centroidal axis from 00. Then, by the 
theorem of moments, 




Fig. 21 



Since AF=yA^, the 
right member becomes 

5;yAF=5;y^A^=/. 

Hence 

(22) J = Fy,. 



'^ — r 



— >t 
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21. I for rectangle. 
Let it be required to 

find / for a rectangle of breadth h and height h with respect to an 
axis through its centroid, or middle point, and parallel to the base 
(Fig. 22). The moment solid in this case consists of a double wedge. 
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as shown in Fig. 22, the base of each wedge being ~ , its height - , 
and its volume 

F= - base x altitude = -^. 

Since the centroid of a triangular wedge, like that of a triangle, is 
at a distance of \ its altitude from the vertex, 

2 A A 



^« 3^2 8 



Therefore 



I^2Vy = 



8 



12 



For any plane area the /'s with respect to two parallel axes are 
related as follows: 

Let 00 denote an axis 
through the centroid of the 
figure, AA any parallel axis, 
and d their distance apart 
(Fig. 23). Also let /o denote 
the / of the figure with re- 
spect to the axis 00, and /^ 
with respect to the axis AA. 
Then, from the definition of /, 




Fig. 23 



But since 00 is a centroidal axis, VyA^ = for this axis. There- 
fore, since Vy^A^ = /^, the above expression becomes 

(23) J^ = Jo -h ^^. 

From this relation it is evident that the / for a centroidal axis is 

less than for any parallel axis. 

As an application of this formula, find the / for a rectangle with 

hh^ ■ h 

respect to its base. From what precedes, /^= — . Also, ^ = ^ and 

A = bL Hence the / for a rectangle with respect to its base is 



T **' J. hi. 



/hY_ bh* 
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22. I for triangle. Consider a triangle of base ( and altitude A 
and compute first its /with respect to an axis A A through its vertex 
and parallel to the base (Fig. 24). The moment solid in this case 
is a pyramid of base bh and altitude h, the volume of which is 

r= - base X altitude = -5-. 
o o 

Since the centroid of this pyramid is at a distance y^ = | A from 
the vertex, we have 1 » « 




IH 



Fig. 24 



To find / for the triangle with respect to an axis 00 through its 
centroid and parallel to AA, apply the theorem 

I^^Io-^-d'A. 

Since in the present case /* = -j-* ^ = — , and rf = - A, we have 
therefore 

Similarly, for the axis BB we have 

I, = Io + d*A = ^^^. 

23. I for circle. In computing the / for a circle, it is convenient 
to determine it first with respect to an axis through the center of 
the circle and perpendicular to its plane (the so-called polar 
moment of inertia of the circle). 
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Consider the circle as made up of a large number of elementary 
triangles OAB with common vertex at (Fig. 25). Since the alti- 
tude of each of these triangles is the radius R of the circle, from 
the preceding article the / for each with respect to the point is 

• For the entire circle, therefore, 

or, since ^AB = circumference = 2 ttJR, this becomes 

2 

If D denotes the diameter of the circle, then -R = -^ 8^d we also have 



(24) 



Jo = 



(25) 



J/> = 
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If XX and YY are two rectan- 
gular diameters of the circle, and r 
is the distance of any element of 
area i^A from their point of inter- 
section (Fig. 25), then 

Hence ^r^LA ^^7?LA +2Jy'A^, or 

(28) Io = Iy + Ix^ 

Since a circle is symmetrical about all diameters, we have I^ = /y 
Therefore the / of a circle with respect to any diameter is 




or 



T ^ T ^ T —zo 



(27) 



Ji.= 



wB!^ 



"ST 



24. I for composite figures. When a plane figure can be divided 
into several simple figures, such as triangles, rectangles, and circles, 
the / of the entire figure with respect to any axis may be found by 
adding together the /'s for the several parts with respect to this 
axis. Thus, in Fig. 26 each area may be regarded as the difference 
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of two rectangles — a large rectangle of base B and height Hy and a 
smaller rectangle of base b and height K Consequently the / for 

either figure, with 
* ^ respect to its cen- 

troidal axis GG^ 
is given by 

12 



i 



■^ 



ml 



jj 



1 



-H k- 



-B ^ 



\ 



K-^ 






h 



-b^. 



1 



\* B > l i» B » 

Fio. 26 




/= 
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12 

Similarly, the 
figures shown in 
Fig. 27 may each 
be r^arded as the 
sum of two rect- 
angles, and hence 
the / for either 
of these figures with respect to its centroidal axis 6^G^ is given by 

" 12 ■*"12' 

For the angle, or tee, shown in Fig. 28 the / about the base line 
00 is the sum of the /'s for the two rectangles into which the figures 
are divided by the dotted lines ; that is, 

_ BH"" ^ hV 



T" 



1 



2 



--H 



il...t 



..±^ 



r 



_5- 



6 jh 
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The position of the centroidal axis GG may then be determined 
by taking moments about the base 00. That is to say, since the 
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total area is -4 = BH-^- bh, we have, by the principle of moments, 
x^(^BH+ bK) = BH X -^ + ftA X ^ , whence 



X = 





B H^ + bie' 
"LA 



Having found a;, the /for the centroidal axis GG\a determined by 



the relation 



J.Q — J.Q -^-^o* 



APPLICATIOIfS 

51. A uniform rod 18 in: long weighs 8 lb. and has weights of 2 lb., 3 lb., 4 lb., 
and 6 lb. strung on it at distances of 6 in. apart. Find the point at which the rod 
will balance. 

Sohdion, Since the rod is uniform, its weight may be assumed to be concen- 
trated at its center. If, then, x^ denotes the distance of the center of gravity from 
the end at which the 2-lb. weight is hung, by taking moments about this end 

2xO+3x6+8x9+4xl2+5xlS 



2^0 = 



2+8+8+4+6 



= 10j\ in. 



52. A section like that shown in Fig. 29 has the dimensions 6 = 3 in., d = 5 in., 
t = ^ in. Locate its center of gravity, or centroid. 

Solution. To locate the gravity axis 
,C 1 ~ If ^^^ moments about any parallel 

line as a base, say AB. Then, dividing 
g the figure into two rectangles, since the 
center of gravity of each rectangle is at 
« its center, we have 



1 . h'^ft*' 



dit'zz 



o 



Vo 



6xJ + 2ix4 * 



_f 



Similarly, to determine the gravity axis 
2 — 2, by taking moments about CD we 
have 



t 



[D 



«o = 



3xi + 4ixJ 4 



3| 
Fig. 29 



53. The section shown in Fig. 80 is 
made up of two 10-in. channels SO Ib./ft. 
and a top plate 9 in. x ^ in. Locate its 
gravity axes and determine its moment of inertia with respect to the axis 1—1. 

Sohdion, From Table IV the area of each channel is 8.82 in.^ To determine 
the gravity axis 1 — 1, take moments about the lower edge of the section. Then 

^ 2x8.82x6 + 9x^x10^ ^ ^^^ 
'* 2 X 8.82 + 9 X J 
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From the table, the moment of inertia of each channel with respect to an axis 
perpendicular to the web at center is 103.2 in>, and the distance from this axis to 



l*-^___^^_j ___^' 
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the gravity axis of the entire section is 0.07 — 5 = 1.07 in. Also, the moment of 
inertia of the top plate with respect to its gravity axis is — = ^*^ = — in.*, 



2 






© 



^ 



w 









12 12 32 

and the distance of this axis from the 

gravity axis of the entire section is 4.18 In. 

Therefore 



/i _ 1 = 2 [103.2 + 8.82 X {1.07)«] + [^^ 

+ 4.6x(4.18)«]=806in.* 

For the net section the rivet holes must 
be deducted from this value. Assuming 
two |-in. rivets, the amount to be deducted 
is approximately 24 in.*, giving for the net 

*®<^o^ Ii_i = 281in.* 

64. In problem 53 determine the mo- 
ment of inertia of the net section with 
respect to the gravity axis 2^2. 

55. The section shown in Fig. 31 is 

made up of four angles 4 x 3 x ^in., 

with the longer leg horizontal, and a web 

plate 12 X I in., with f-in. rivets. Find 

the moment of inertia for its net section 

with respect to the gravity axis 1 — 1. 

56. The section shown in Fig. 32 is built up of two 8-in. channels 18.75 Ib./ft. 

and two plates 9 x | in. Find the moment of inertia of its net section about the 

gravity axis 1 — 1, deducting the area of four |-in. rivet holes. 
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Fig. 32 
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, b— i — 4 — ■» 



2 
Fig. 38 



57. In problem 66 find the moment of inertia of the net section with respect 
to the gravity axis 2 — 2. 

68. The section shown in Fig. 38 has the dimensionB &= 10 in., d = 4 in., t = 1 in. 

Locate the gravity axis 1 — 1. 
d 69. In problem 58 find 

the moment of inertia of the 
section with respect to the 
gravity axis 2 — 2. 

80. The section shown in 
Fig. 34 has the dimensions 
B = 10 in., 6 = 6 in., d= 8 in., 
t^ = t, = ^ = 1 in. Locate the 
gravity axis 1 — I. 

61. The section shown in 
Fig. 82 is composed of two 12-in. 
channels, 20.5 Ib./f t., and two 
^in. plates. How wide must 
the plates be in order that the 
moments of inertia of the section shall be the same about both gravity axes? 

62. The section shown in Fig. 35 
has the dimensions 6 = 8 in., A = 10 in., 
y = 5 in., V = 6 in. Find its moments 
of inertia about both gravity axes. 

63. Two 6-in. channels 10.5 Ib./f t. are 
connected by latticing. How far apart 
should they be placed, back to back, in J. 
order that the moments of inertia may 
be the same about both gravity axes ? 

64. A hollow cast-iron column is 6 in. 
external diameter and 1 in. thick. Find 
the moment of inertia of its cross section 
with respect to a diameter. 

66. The section shown in Fig. 31 is made 
up of a web plate 9 x J in. and four angles 
3 X 3 X I in. Find its moment of inertia 
with respect to both gravity axes. 

66. The top chord of a bridge truss 
has a section like that shown in Fig. 86, with top plate 20 x |'^ two web plates 
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each 18 X f'^ and four angles 3 x 8 x f "^. Find 
the eccentricity of the section ; that is, the dis- 
tance from center of figure to gravity axis 1— 1. 

67. In problem 66 find the moment of iner- 
tia of the net section with respect to the axis 
1 — 1, deducting for four J-in. rivets. 

68. A circular table rests on three legs placed 
at the edge and forming an equilateral triangle. 
Find the least weight which will upset the table 
when hung from its edge. 
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d9. A horizontal beam 20 ft. long and weighing 120 lb. rests on two supports 
10 ft. apart. A load of 76 lb. is hung at one end of the beam and 150 lb. at the 
other end. How must the beam be placed so that the pressure on the supports 

may be equal? 

70. Explain how a dock hand on a 
smooth pivot can be made to show the time 
by means of clockwork concealed in the 
hand and canying a weight around. 

71. A brick wall is 12 in. thick and 40 ft. 
high. What uniform wind pressure will cause 
-- it to tip over? Weight of ordinary brick 
masonry is 125 Ib./f t.* 

72. A masonry dam is 80 ft. high, 6 ft. 
^ I K. wide at top, and 30 ft. wide at bottom, 

/i- - \ I / - - \ with upstream face vertical. Assuming the 

Sr ""^ I ^"- y masonry to weigh 160 Ib./ft.', compute the 

' ' ' • ' * ^ moment of the weight of the dam about 

the toe of the base. 

73. In problem 72 the resultant water 
pressure for a vertical strip 1 ft. wide is 
46,8001b. and is applied at a point 12 ft. 

above the base of the dam. Determine its stability against overturning. 

74. The casting for a gas-engine piston is a hollow cylinder of uniform thick- 
ness, with one end closed. The external diameter is 5 in., length over all 6 in., 
thickness of cylinder shell ^in., thickness of end 1^ in. Find the distance of its 
center of gravity from the closed end. 

75. A cast-iron pulley weighs 50 lb. and its center of gravity is 0.1 in. out of 
center. To balance the pulley, a hole is drilled in the light side, 6 in. from the 
center of the pulley and in line with its center of gravity, and filled with lead. 
How much iron must be removed, the specific gravity of lead being 11.85 and of 
iron 7.6 ? 
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SECTION in 

BfiNDDTG-MOMEirT AITD SHEAR DIAGRAMS 

25. Conditions of equilibrium. In order that any structure may 
be in equilibrium, the external forces acting on it must satisfy 
two conditions: 

1. The sum of the forces acting in any given direction must he zero, 

2. The sum of the moments of the forces about any point must he zero. 
If force and moment are denoted by F and Jf, respectively, these 

conditions are expressed more briefly in the form 



(28) For equilibrium 






If the forces all lie in one plane, the condition Vi?* = is expressed 
more conveniently in the form 

(29) V v^'^i^^al forces = O ; V horizontal forces = O. 

To illustrate the application of these conditions, consider a simple 
beam AB of length 2, supported at the ends and bearing a single 
concentrated load P at a 
distance d from one end A 
(Fig. 37). Let the reac- 
tions of the supports at A 
and B be denoted by R^^ . 



t^ 



p 



B 



R^y and, to find the value 

of these reactions, apply 

the condition Vi!f=0; that is, equate to zero the sum of the 

moments of all the external forces with respect to any convenient 

moment center, say A. Then 

Pd-RJ.^a, 

Pd 
whence ^j = — • 

85 
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Now, applying the condition V vertical forces = 0, we have 

and inserting in this equation the value just found for R^ and then 
solving for E^^ the result is 

26. Vertical shear. By applying the conditions V^ = 0, ^^If = 0, 
as just explained, all the external forces acting on the beam may 
be found. The beam may then be supposed to be cut in two at any 
point and these conditions applied to the portion on either side of 
the section. 

In general, the sum of the external forces on one side of any 
arbitrary cross section will not be identically zero. If, then, the 
condition of equilibrium V-F = is satisfied for the portion of the 
beam on one side of the section, the stress in the material at this 
point must supply a force equal in amount and opposite in direc- 
tion to the resultant of the external forces on one side of this point. 
This resisting force, or resultant of the vertical stresses in the plane 
of the cross section, which balances the external forces on one side 
of the section, is called the vertical shear. Therefore 

J%« vertical shear on any cross section = the algebraic sum of the 
extemai vertical forces on either side of the section. 

For instance, suppose that a beam 10 ft. long bears a uniform 
load of 300 lb./ft., and it is required to find the vertical shear on 
a section 4 ft. from the left support In this case the total load 
on the beam is 3000 lb., and, since the load is uniform, each reac- 
tion is 1500 lb. The load on the left of the given section is then 
4 X 300 = 1200 lb., and therefore the shear at the section is 
1500 - 1200 = 300 lb. 

27. Bending moment. In applying the condition ^M= to the 
portion of a beam on either side of any crojss section, the center of 
moments is taken at the centroid of the section. Since the position 
of the cross section is arbitrary, it is obvious that the sum of the mo- 
ments of the forces on one side of the section about its centroid will 
not in general be zero. Therefore, to satisfy the condition Vif = 0, 
the normal stresses in the beam at the section considered must 
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supply a moment which balances the sum of the moments of the 
external forces on either side of the point This resisting moment 
in the beam is called the stress couple or bending momenti and is 
evidently equal to the resultant external moment at the point in 
question. Consequently 

The bending moment at any cross section of a beam is equal to the 
sum of the moments of the external forces on one side of this pointy 
about the centroid of the section. 

For example, in Fig. 38, consider a cross section mn at an arbitrary 
distance x from the left support. Then for the portion of the beam 
on the left of mn the mo- 
ment of E^ about the cen- 
troid of the section is R^x^ 
and the moment of ^ about 
the same point is ^ (a; — d^y 
Therefore the total bend- 
ing moment at^ the section 
mn is 

M = E^x - Pi(x - d^). 

As another example, con- 
sider a beam of length I 
bearing a uniform load of amount w per unit of length. Then the 

total load on the beam is wZ, and each reaction is — • Therefore, 

taking a section at a distance x from the left support and consider- 
ing only the forces on the left of the section, the total bending 
moment at this point is 

, - wl X wx ^, ^ 

M=^'X-wx'^=^--0-^> 

From this relation it is evident that M=0 when x=0 ot x=l, and 
attains its maximum value when x=^~\ that is, the bending moment 

is zero at each end of the beam and a maximum at the center. 

28. Bending-moment and shear diagrams. Since in general the 
bending moment and shear vary from point to point along a 
beam, it is desirable to show graphically the moment and shear at 




Fig. 38 
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each point of the beam. This may be done by means of a bending- 
moment diagram and a shear diagram, obtained by plotting the 
general expressions for the moment and shear, such as those given in 
the examples in the preceding paragraph. Thus, the shear diagram is 
obtained by plotting the shear at any arbitrary section mn as ordinate 
and the distance x of this section from a fixed origin as abscissa. 
Similarly, the moment diagram is obtained by plotting the moment 
at any arbitrary section mn as ordinate and the distance x as abscissa. 

The following simple applica- 
tions illustrate the method of 
drawing the diagrams. 

1. Simple beam bearing a single 
concentrated load F at its center 
(Fig. 39). From symmetry, the 

reactions E^ and E^ are each equal 

p 
to — . Let mn denote any section 

of the beam at a distance x from 

the left support, and consider the 

portion of the beam on the left of 

this section. Then the moment at 

F 




mn is E 



x-(=f-) 



and the shear 



Fig. 39 



"*.(-l} 



For a section on the 



right of the center the bending moment is E^(l — a;) and the shear 
is E^. Consequently, the bending moment varies as the ordinates 

of a triangle, being zero at either support and attaining a maximum 

Fl 
value of -r- at the center, while the shear is constant from A to B. 
4 

and also constant, but of opposite sign, from B to (7. 

The diagrams in Fig. 39 represent these variations in bending 
moment and shear along the beam under the assumed loading. 
Consequently, if the ordinates vertically beneath B are laid oflf to 
scale to represent the bending moment and shear at this point, the 
bending moment and shear at any other point 2> of the beam are 
found at once from the diagram by drawing the ordinates HF and 
HK vertically beneath 2). 
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2. Beam bearing a sin- 
ffle concentrated load P 
at a distance c from one 
support 

The reactions in this 
case are 

2?. = -^<^--> 



I 



and 






Hence, the bending mo- ^Cl-cJ 
ment at a distance x from 
the left support is . 



1 I ' 



I 
provided x < c^ and 

a x> c. It x=:Cj each of 
these moments becomes ^^ 

Fca-c) 

I ' 

and consequently the bend- 
ing.moment and shear diar 
grams are as shown in 
Fig. 40. 

3. Beam bearing several 
separate loads. 

In this case the bending- 
monient diagram may be 
obtained by constructing 
the diagrams for each load ^^ 
separately and then adding 
their ordinates, as indicated 
in Fig. 41. 
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4. Beam hearing a contm- 
nous uniform had. 

Let the load per nnit of 
length be denoted by tr. 
Then the total load on the 
beam is wly and the reac- 
tions are 

wl 

Hence, at a distance x from 
the left support the bending 
moment M, is 

M, = ~r-X—WX'-- 

' 2 2 
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= 2(^^-0- 



M,= 



which is its 



The bending-moment 

8 
maximum value. The 

bending-moment and 
shear diagrams are 
therefore as repre- 
sented in Fig. 42. 

5. Beam bearing uni- 
form load over part of 
the span. 

Let the load ex- 
tend over a distance 
c and be of amount 
w per unit of lengtL 
Then the total load is 
wc. The reactions of 
the supports are the 
same as though the 
load were concentrated 



I 



diagram is therefore a parabola. When a? = ^» 
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at its center of gravity G. Therefore, if d denotes the distance of 
O from the left support, 

""^ and 5, = ^£C^. 

V V 



2?.= 



Also, the bending-moment diagrams for the portions AB and CD 
are the same as though the load were concentrated at G^ and are 
therefore the straight lines A^H and I^K^ intersecting in the point 
T verticaUy beneath G (Fig. 48). 

From B Uy C there is an additional bending moment due to the 
uniform load on this portion of the beam. Thus, if LMN is the 
parabolic moment diagram for a beam of length LN or c, the ordi- 
nates to the line HK must be increased by those to the parabola 
LMN^ giving as a complete moment diagram the line A!HJKI/. 

Analytically, if x denotes the distance of any section from the 
left support, the equations of the three portions AlH^ HJK^ and 
KL^ of the moment diagram are 

^AB = ^i^ = ^ ' 



M, 



BC 



for 


0^ 


x^d 


~2' 


wc(l — 
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d)x 


w(x- 
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d- 


c 
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^ ^2 
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29. Relation between shear and moment diagrams. Consider a 

beam bearing any number 

1^1 



of concentrated loads i^, 
^, • • •, J^, at distances <2^, 
d^, • • •, d^ from one end A 
(Fig. 44). Then the mo- 
ment M at any section mriy 
distant x from the origin 
Ay is 



^* T — X 



Pt 
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P. 
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where the summation includes only the loads on the left of the 
section. For an adjacent section distant tkx from mriy that is, at a 
distance x + Aa; from the origin, the moment is 

Let AJf denote the difference between these two moments. Then 



or 



But, by definition, the shear S at the given section mm, is 

Consequently, 

(30) ^=5. 

This relation also holds for a beam uniformly loaded. Thus, if 
w denotes the uniform load per foot of length, and I is the span in 
feet, the moment in this case at any section distant x from the left 
support is ^i ^^ 

2 2 

and at a section distant Aa; from this it is 

^' = "2 (^ + ^) 2 

Therefore the change in the moment is now 

AM= ]i!t-'M= — Ax—tvx • Aa; — — (Aa;)*. 

If Ax is assumed to be small, its square may be neglected in com- 
parison with the other terms. In this case, dropping the last term, 

we have 

, V AJf wl „ 

("> A^ = ¥-«^=^- 

Evidently the same relation holds for any combination of uniform 
and concentrated loads. The general fundamental relation between 
the shear and moment diagrams is therefore 

(32) ^ = S. 
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Since -- — represents the rate at which the ordinate to the moment 

diagram is changing, this relation may be expressed in words by 
saying that 

The rate of change of the moment is equal to the shear. 

From this result important properties of the two diagrams may 
be deduced, as explained in the next paragraph. 

30. Properties of shear and moment diagrams. Consider the 
highest point of any given moment diagram — for instance, of 
those shown in Figs. 39-43. 

Sfaice the moment increases up to this point and decreases after 
it passes it, the change in the moment Aif, corresponding to an 
increase A2; in the abscissa, must be positive on one side of the 
point and negative on the other. Since Lx is positive in both cases, 

the ratio — — changes sign in passing the point. But since -r — = S^ 

Ax Ax 

this means that the shear changes from positive to negative in pass- 
ing the given point, and therefore must pass through zero at the 
point in question. 

The same reasoning evidently holds for the lowest point of 
the moment diagram. Therefore, at the section where the moment 
is greatest or least the shear is either zero or passes through zero 
in passing the point. 

By referring to the diagrams in the preceding article or in 
Table XIII it will be observed that this is true in each case. 

If the moment is constant, then AM= and consequently S=0. 
That is to say, where the moment is constant the shear is zero. 

For a system of concentrated loads the equations for moment 
and shear, as shown in article 29, are 

The first of these represents an inclined straight line, and the 
second a horizontal straight line. Therefore, for concentrated loads 
the mamerU diagram is a broken line and the sheaf diagram is a series 
of horizontal lines or steps. 
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For a uniform load the expressions for moment and shear, as 
shown in article 29, are 

Wl W7? 

2 2 

cr ^^ 
S = — '-WX. 

The first of these equations evidently represents a parabola, and the 
second an inclined straight line of slope = w. 

From these results it follows that for any combination of uniform 
and concentrated loads the moment diagram is a connected series of 
parabolic arcs^ and the shear diagram is a succession of inclined lines 
or sloping steps. 

Since Sikz represents an elementary vertical strip of the sheiur 
diagram, the area subtended by the sliear diagram between any two 
given points is V4S1A2:. Making use of the relation AM= SAxy and 
summing between two points ^ and J^, we have 



p p 



where M^ and M^ denote the moments at the two points in question. 
Hence the difference between the moments at any two given points is 
equal to the area of the shear diagram between these points. 

At the ends of a simple beam the moment is always zero. There- 
fore, by the theorem just proved, for a simple beam the area of the 
shear diagram from one end to any point is equal to the moment at 
this point, 

31. General directions for sketching diagrams. To economize time 
and effort it is important to follow a definite program in drawing 
the diagrams and determining the expressions for shear and moment. 
The following outline of procedure for either cantilever beams or 
simple beams resting on two supports is therefore suggested. 

1. Find each reaction by summing the moments of all the ex- 
ternal forces about a point on the opposite reaction as moment 
center. Check this calculation by noting that the sum of the reac- 
tions must equal the sum of the loads. 

2. Note that the expressions for moment and shear both change 
whenever a concentrated load is passed. Consequently, there will 
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be as many differeDt segments of the moment and shear dif^rams 
as there are segments of the beam between concentrations, 

8. For a simple beam, take the origin at the left end of the beam. 
For a cantilever beam, take the origin at the free, or unsupported, end 
of the beam. Keep the origin at this point throughout the calculatiODs. 
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4. Take a section between the origin and the first concentration^ let 
X denote the distance of this section from the origin, and find the gen- 
eral expressions for the moment and shear at this section in terms of x, 

5. Proceed in the same way for a section between each pair of 
consecutive concentrations. 

6. Plot these equations, checking the work by means of the 
general relations stated in the preceding article. 

7. Plot the shear diagram first. In plotting this diagram it is 
convenient to follow the direction in which the forces act. Thus, in 
Fig. 45 the shear at the left end is equal to the reaction and may 
be laid off in the same direction, that is, upwards. Proceeding to 
the right, drop the shear diagram by an amount equal to each load 
as it is met, until the reaction at the right end is reached, which will 
bring the shear diagram back to the base line. By following this 
method the shear diagram will always begin and end on the base 
line, which serves as a check on the work. 

8. Note that as long as the shear diagram lies above the base line the 
shear is positive and therefore Aif is also positive ; that is to say, the 
moment is increasing. Where the shear diagram crosses the axis, 
the moment diagram must attain its highest or lowest.point. When 
the shear diagram lies below the base line, the moment is decreasing. 

9. Compute numerical values of the moment and shear at the 
critical points of the diagrams, and indicate these numerical values 
on the diagrams. 

A sample set of diagrams as they should be drawn by the student 
is shown in Fig. 45. 

APPLICATIONS 

76. A beam 16 ft. long is supiwrted at the left end and at a point 4 ft. from the 
right end, and carries a uniform load of 200 Ib./ft. over its entire length and a 
concentrated load of 1 ton at a point 4 ft. from the left end. Sketch the shear 
and moment diagrams and note the maximum shear and maximum moment. 

Solviion. On cross-section paper indicate the loading as shown in Fig. 45. 

To find either reaction, take moments about the other point of support. Thus, 
for the left reaction R^ we have 

Bi . 12 - 8200 . 4 + 2000 -8 = 0, whence R^ = 24001b. 

Similarly, for B„ 12, . 12 - 8200 • 8 - 2000 -4 = 0, whence R^ = 2800 lb. 

As a check on the correctness of these results, sum of loads is 8200 + 2000 = 6200, 
and sum of reactions is 2400 + 2800 = 6200. 
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To obtain the shear diagram, start at the left end and lay off the reaction of 
2400 lb. upward. Since the load is 200 Ib./ft., at 4 ft. from the left end the shear 
will be 2400— 4 x 200 = 1000 lb. As we pass this point the concentrated load of 1 ton 
will cause the shear to drop to 1600 — 2000 = — 400 lb. The shear then continues 
to drop 200 Ib./f t., until at the right support it becomes — 40(^— 8 x 200 = — 2000 lb. 
As this point is passed, the reaction, which is equivalent to a concentrated load of 
2800 lb. upward, causes the shear to change suddenly to — 2000 + 2800 = 800 lb. 
It then gradually drops again and becomes zero at the end of the beam. 

On account of the uniform load the moment diagram will be segments of para- 
bolas. To plot these parabolas the values of the moment at a number of points 
along the beam may be calculated. Thus, at points 2, 4, 10, 12, and 14 ft. from the 
left end the moments are y 

3fj = 2400 . 2 - 400 .J = 4400 f t.-lb. "^ 

M^ = 2400 . 4 - 800 .""2 = 8000 f t.-lb. 

M^Q = 2400 . 10 - 2000 . 6 - 200V« = 2000ft.-lb. 

Jfi2 = 2400 . 12 -^400 v6- 2000 . 8 = - 1600 f t.-lb. 

M^^ = 2400 . 14-2800 • 7 - 2000 • 10 = - 400ft.-lb. 

The maximum moment is evidently at the 1-ton load, and the maximum shear at 
the left support. 

77. A simple beam 10 ft. long is supported at the ends and carries a load of 
800 lb. at a point 4 ft. from the left end. Draw the shear and moment diagrams.^ 

78. A simple beam 20 ft. long, supported at the ends, carries a uniform load of 
60 Ib./f t. and a concentrated load of 600 lb. at 6 ft. from the right end. Draw 
the shear and moment diagrams. 

79. A simple beam of 15 ft. span is supported at the ends and carries a uniform 
load of 100 Ib./ft. and concentrated loads of 600 lb. at 4 ft. from the left end and 
1000 lb. at 8 ft. from the left end. Plot the shear and moment diagrams. 

80. A simple beam of 16 ft. span carries concentrated loads of 200 lb.,, 400 lb., 
and 100 lb. at distances of 4 ft., 8 ft., and 12 ft., respectively, from the left support. 
Neglecting the weight of the beam itself, sketch the shear and moment diagrams. 

81. A simple beam of 9 ft. span carries a total uniform load of 400 lb. over the 
middle third of the span. Neglecting the weight of the beam, draw the shear and 
moment diagrams for this loading. 

82. The total load on a car axle is 8 tons, equally divided between the two 
"yWheels. .Distance between centers of wheels is 4^ ft., and distance between centers 
^^ journals is 6} ft. Draw the shear and moment diagrams for the axle so loaded. 

/^od. Draw the shear and moment diagrams for a simple beam 10 ft. long, bear- 
ing lUteial uniform load of 100 Ib./ft. and concentrated loads of 1 ton at 4 ft. from 
the lefi Qpd and 2 tons at 8 ft. from the right end. 

84. A (b^am 12 ft. long is supported at the ends and carries loads of 4000 lb. 
and 1000 lb. at 2 ft. and 4 ft., respectively, from the left end. No uniform load. 
Sketch the shear and moment diagrams. 

85. A beam 20 ft. long, supported at the ends, bears a uniform load of 100 Ib./ft. 
extending from the left end to the center, and a concentrated load of 1000 lb. at 
5 ft. from the right end. Plot the shear and moment diagrams. 

86. A beam 16 ft. long, supiwrted at the ends, carries a uniform load of 200 Ib./ft. 
extending 10 ft. from the left end, and concentrated loads of 1 ton and } ton at 8 ft. 
and 12 ft., respectively, from the left end. Draw the shear and moment diagrams. 
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87. A simple beam of 8 ft. span bears a distributed load which Taries linearly 
from zero at one end to a maximum at the other. The total load on the beam is 
1200 lb. Plot the shear and moment diagrams. 

88. A cantilever beam extends ft. from a wall and bears a onif orm load of 

00 Ib./ft. and a concentrated load of 176 lb. at the free end. Draw the shear and 
moment diagrams. 

89. A cantilever beam projects ft. and supports a uniform load of 100 Ib./f t. 
and concentrated loads of 00 lb. and 120 lb. at points 2 ft. and 4 ft., respectively, 
from the free end. Draw the shear and moment diagxams. 

90. A cantilever beam projects 10 ft. and carries a concentrate load of 100 lb. 
at the free end and also concentrated loads of 00 lb. and 60 lb. at 8 ft. and 6 ft., 
respectively, from the free end. Sketch the shear and moment diagrams. 

91. A cantilever beam projects ft. from its support and bean a concentrated 
load of 60 lb. upward at the free end and 60 lb. downward at 2 ft. from the free 
end. Draw the shear and moment diagrams, n^ecting the weight of the beam. 

92. A cantilever beam projects 8 ft. from its support and bears a distributed 
load which varies linearly from zero at the free end to a maximum at the fixed 
end. The total load is ^ ton. Draw the shear and moment diagrams. 

93. Sketch the shear and moment diagrams for a cantilever 12 ft. long, carrying 
a total uniform load of 60 Ib./f t. and concentrated loads of 200 lb., 160 lb., and 
400 lb. at distances of 2 ft., 4 ft., and 7 ft., respectively, from the fixed end. 

94. An overhanging beam of length 80 ft. carries concentrated loads of 1 ton at 
the left end, 1.6 tons at the center, and 2 tons at the right end, and rests on two 
supports, one 4 ft. from the left end and the other ft. from the right end. Draw 
the shear and moment diagrams. 

95. An overhanging beam 20 ft. in length bears a uniform load of 100 Ib./ft. 
and rests on two supiwrts 10 ft. apart and 6 ft. from the ends of the beam. 
Sketch the shear and moment diagrams. 

96. An overhanging beam 26 ft. in length carries a uniform load of 200 Ib./ft. 
over its entire length, and rests on two supiwrts, one at the right end and the 
other at 10 ft. from the left end. Plot the shear and moment diagrams. 

97. An overhanging beam 40 ft. in length is supported at points 4 ft. from the 
left end and 8 ft. from the right end. It carries concentrated loads of 4 tons at 
the left end, 8 tons at 6 ft. from the left end, 2 tons at 14 ft. from the left end, and 

1 ton at the right end. Draw the shear and moment diagrams. 

98. Draw the shear and moment diagrams for an overhanging beam 18 ft. in 
length, supported at iwints 4 ft. from each end, and carrying a uniform load of 
60 Ib./ft. over its entire length and a concentrated load of 800 lb. at the middle. 

99. Draw the shear and moment diagrams for an overhanging beam 20 ft. in 
length, supported at points 8 ft. from the left end and 6 ft. from the right end, 
which carries a uniform load of 80 Ib./ft. between the supports and concentrated 
loads of 6001b. at each end. 

100. Draw the shear and moment diagrams for an overhanging beam 16 ft. in 
length, supi)orted at points 2 ft. from the left end and 4 ft. from the right end, 
which carries a load of 200 Ib./ft. distributed uniformly over 12 ft. from the left 
end, and a concentrated load of 1600 lb. at the right end. 



SECTION IV 

STRENGTH OF BEAMS 

32. Nature of bending stress. For a horizontal beam carrying a 
set of vertical loads the method just explained for drawing the 
moment and shear diagrams is to combine the forces on one side 
of any cross section into a single force, and the moments of these 
forces about the centroid of the section into a single moment. For 
equilibriutn the stresses in the beam at the given section must 
therefore also reduce to a 



A 




B 



1 



Compression 



O Tension 



1 



^ 



i 



1 



Vertical Shear 



single force and moment, 
called the shear and bend- 
ing moment, respectively, 
equal in amount and op- 
posite in direction to the 
external resultant force 
and moment. 

By considering a few 
simple cases the nature 
of the shearing and bend- 
ing stresses will be ap- 
parent. Thus, in Fig. 46, 
suppose that a small ver- 
tical slice is cut out of 
the beam, as shown ; then 
there will evidently be a tendency for the top of the cut to close 
up and for the lower side to spread apart This might be prevented 
by placing a small block in the upper edge of the cut and connect- 
ing the lower edges with a link. Supposing this to be done, there 
will, in general, still be a tendency for the part on one side of the 
cut to slide up or down past the part on the other side. To pre- 
vent this vertical motion, it would be necessary to introduce a 

vertical support, as shown in the lower diagram of Fig. 46. 

49 



Fig. 46 
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From this illustration it is evident that the resisting stress in a 
beam required to equilibrate any system of external forces is of 
two kinds: 

1. A compressive stress on one side, normal (that is, perpen- 
dicular) to the plane of the cross section. 

A tensile stress on the opposite side, also normal to the plane of 
the cross section. 

2. A vertical shearing stress in the plane of the cross section. 
33. IMstribution at stress. The effect of the external bending 

moment on a beam originally straight is to cause its axis to become 

bent into a curve, called the elastic curve. 
Considering the beam to be composed of 
single fibers parallel to its axis, it is found 
by experiment that when a beam is bent, the 
fibers on one side are lengthened and those 
on the other side are shortened. Between 
these there must evidently be a layer of fibers 
which are neither lengthened nor shortened, 
but retain their original length. The line in 
which this unstrained layer of fibers inter- 
sects any cross section is called the neutral 
axis (Fig. 47). 

It is also found by experiment that a cross 
section of the beam which was plane before flexure (bending) is 
plane after flexure. This is known as Bernoulli's assumption.* As 
a consequence of Bernoulli's assumption it is evident from Fig. 47 
that the lengthening or shortening of any longitudinal fiber is pro- 
portional to its distance from the neutral axis. But by Hooke's 
law the stress is proportional to the deformation produced. There- 
fore the normal stress at any point in the cross section is likewise 
proportional to the distance of this point from the neutral axis. If, 
then, the normal stresses are plotted for every point of any vertical 
strip MN (Fig. 48), their ends will all lie in a straight line. This 
distribution of stress is therefore called the straight-line law. 

* St. Venant has shown that Bernoulli's assumption is rigorously true only for certain 
forms of cross section. If the bending is slight, however, as is the case in all structural 
work, DO appreciable error is introduced by assuming it to be true whatever the fonn 
of cross section. 




Fig. 47 
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Since the normal, or bending, stresses are the only horizontal forces 
acting on the portion of the beam considered, in order to satisfy 
the condition of equilibrium V horizontal forces = we must have 

Resaltant tensile stress = resultant compressive stress. 

Therefore, since the tensile and compressive stresses act in opposite 

directions (that is, are of opposite sign), the algebraic sum of all the 

normal stresses acting on the section must 

be zero. Thus, if AA denotes an element of 

area of the section, and p the intensity of the 

normal stress acting on it, the total stress on 

this area is pAAj and consequently 

^pAA = 0. Fig. 48 

Now, if the normal stress at a variable distance y from the neutral 
axis is denoted by p, and that at some fixed distance i/ is denoted 

by p\ then, from the straight-line law, ^ = ^, or 

F ¥ 

y 

Insertmg this value of ;? m the above condition of equilibrium, 
it becomes / 

Therefore, since p^ and yf are definite quantities different from zero, 
we have ^y^A = 0. But, from article 13, the distance of the centroid 
from the neutral axis is given by 

and if ^yt^A = 0, then also y^ = 0. Therefore the neutral axis 
passes through the centroid of the cross section ; that is, the neu- 
tral axis coincides with the horizontal centroidal axis. 

34. Fundamental formula for beams. For equilibrium the result- 
ant moment of the normal stresses acting on any cross section must 
be equal to the resultant moment of the external forces on one 
side of the section, taken with respect to the neutral axis of the 
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section. Now, if A^ denotes an element of area of the cross section, 
and jf the intensity of the normal stress acting on it, the total stress 
on this area is jILA, If, then, y is the distance of this stress, or 
internal force, from the neutral axis of the section, and M denotes 
the resultant moment of the external forces about this axis, for 
equiUbrium M=^<^'t^)y. 

Now let f denote the stress on the extreme fiber and e the distance 
of this fiber from the neutral axis. Then, by the straight-Hne law, 

£-' = £, 

y «' 

and, inserting this value of />' in the above equation, it becomes 

The quantity V^A^, however, is the moment of inertia, /, of the 
cross section (article 20). Therefore 

(SS) M^^tL. 

e 

The right member of this equation, ^, is the resultant internal 

stress couple, and is called the moment of resistance of the beam. 

Since e denotes the distance of the extreme fiber of the beam 

J 
from the neutral axis, the ratio — is also a function of the shape 

and size of the cross section, and is therefore called the section 

modulus. Let this section modulus be denoted by Z. Then Z= -, 
and the fundamental formula becomes 

(34) M = pZ. 

Since this is an equahty between the resultant external moment M 
and the product of the working stress p by the section modulus Z, 
it expresses the fact that the strength of a beam depends jointly on 
the shape and size of the cross section and the allowable stress for 
the material. 

35. Calculation and design of beams. For a beam of given size 
and loading the maximum external moment M^ acting at any point 
along the beam, is first determined by the methods explained in 
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Section III. The section modulus Z is then calculated from the 
given dimensions. For ordinary rolled shapes of structural steel 
the section moduli are given in Tables III- VII, The stress in the 
extreme fiber (or %kin stress^ as it is called) is then found by substi- 
tuting these numerical values of if and Z in the equation . 

M 

By comparing this calculated value of p with the allowable unit 
stress for the material, it is determined whether or not the beam 
is safe. 

For a beam of given size and shape the maximum external 
moment it can carry safely is found by calculating its moment of 
resistance. Thus, if p denotes the allowable, or working, stress for 
the material in lb./in.^ and the section modulus Z is calculated 
from the given dimensions of the cross section, the maximum 
external moment JIf which this beam can carry with safety is found 
by inserting these numerical values in the equation 

M=^pZ. 

In designing a beam to carry a given loading, the maximum 
external moment M due to this loading is first calculated. Then, 
for any specified unit working stress p^ the required section modulus 
is found from the relation ^ 

P 
This section modulus Z may then be looked up in Tables III-VI, 
thus determining the exact dimensions of the beam. 

APPLICATIONS 

101. Find the safe moment of resistance for an oak beam Sin. deep and 
4 in. wide. 

Sobdion. In this cajse I = 170.7 in.* and e = 4 in. Therefore the section modu- 
lus is 

Z = :[ = l!0:! = 42.7in.» 

e 4 

From Table I the safe stress for timber may be assumed as p = 1000 lb./in«^ 
QQj)0equentl7, the moment of resistance for this beam ia 

M-pZ- 42,700 in.-lb. 
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102. In an inclined railway the angle of inclination with the horizontal is 
30°. The stringers are 10 ft. 6 in. apart, inside measurement, and the rails are 

placed 1 ft. inside the stringers. The 
ties are 8 in. deep and 6 in. wide, and 
the maximum load transmitted by each 
rail to one tie is 10 tons. Calculate the 
maximum normal stress in the tie. 

Solution. The bending moment is 
the same for all points of the tie be- 
tween the rails, and is 20,000 f t.-lb. 
The components of the moment with 
respect to the axes of the section 



^. 




Fig. 40 



(Fig. 49) are 3f,= 240,000 



(x)'-'- 



and Mg = 240,000 (^) in.-lb., and the section moduli with respect to these axes are 
Zs = 64 in.* and Zy = 48 in.' Therefore the maximum normal stress is 



Pmax = 



240,OOo(^ 240,000Q 



64 



48 



= 5744 lb./in.« 



108. A rectangular cantilever projects a distance I from a brick wall and 
bears a single concentrated load P at its end. How far must the inner end 
of the cantilever be em- 
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bedded in the wall in 
order that the pressure 
between this end and 
the wall shall not exceed 
the crushing • strength 
of the brick? 

So\Mtvm, Let 6 denote 
the width of the beam 
and 2 the distance it 
extends into the wall. 
For equilibrium the re- 
action between the beam 
and the wall must con- 
sist of a vertical force 
and a moment. If pa 
denotes the intensity of 

the vertical stress, and it is assumed to be uniformly distributed over the area bx, 

p 
then p^ = P ; whence Pa = — (see Fig. 50, a). 

6x 
Similarly, let p5 denote the maximum intensity of the stress forming the stress 

couple. Then, taking moments about the center C of the portion AB, since the 

stress forming the couple is also distributed over the area to, we have 
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Therefore, substituting in the formula p = — i we have 
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Consequently, 



whence 



and 



Pft = 



('+1)1 «K'+i) 



12 



tea 



6P 



l>inM = P6 ± Po = 
min 
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As a numerical example, let 2 = 5 ft., P = 200 lb., 6 = 4 in., and p = 600 lb./ln.> 
(for ordinary brickwork). Then, solving the above equation by the formula for 
quadratics, jt 

2P± V4Pa + 66pPi 



sc = 



bp 




whence, by substituting the above 
numerical values, 

35 = 5.6 in. 



104. Find the required dimen- 
sions for the arms of a cast-iron 
pulley of external diameter D for 
a tension in the belt of T^ on the 
tight side and T, on the slack side. 
Arms assumed to be elliptical, in cross section, of dimensions A = 25 (Fig. 51). 

Sobdion, According: to Bacii the load may be assumed to be carried by one 
third of the spokes, and the working stress taken as 4500 Ib./in.^ Let n denote 
the number of spokes. Then Uie maximum moment on one spoke is approximately 
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(ri-T,) 



Mmmx = 



2 



n 



The moment of inertia of an ellipse about its minor axis is , and its section 

modulus is Z = — . Therefore, substituting these values in the formula j) = — . 
we have 

2nA2 



whence 



18.7 \ 



( T^- r.).D 

n 
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lOB. Derive a f onnala for the piteh ol a cast4roD gear to cturj safely a diiTing 
force F. 

Sobitvm. Circular pitch is defined as tbe distance between correspondJng points 
on two sQcceadve taeth, metsnred along the fiteh circle. Let P denote the circular 
{dtch for the caae In question (Fig. 6S). 
Then, if A denoted the depth of tbe 
tooth, 6 its breadth, and ( ila thlcknees 
at the root, the relatiTe pioportioDa 
ordinarily oaed are 



1.7P, 



= .BP, 



= 3P to SP, 



Height above pitch circle (called addendum) = ,8 P, 
Depth within pitch circle = .4 P. 

The driving force F is ordinarilf applied tangent to tbe plteh drcle. Aaeimie, how- 
ever, that by reason of the gear being worn, or from some other cause, it reaches the 
tip of the tooth, as shown in the figure. Then, conddering the tooth as a cantilever 
beam, the maximum moment is 

U=Fh, 
and its section modulus at the root is 



Therefore, assuming a working stress for cast iron of p = 4600 Ib./in.^ 



»? = ". 



and, Inserting tbe values 
6 = 2P, t = iP, 



P=63«P«. 

106. Find the moment of resist- 
ance for tbe section given In problem 
58, assuming the woikuig stress for 
structural steel as 16,000 lb. ^n.> 

107. Find the section modulus 
and moment of resistance for the 
section given in problem 66. 

108. Find tbe section modulus 
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section given in problem 66. 

109. Find the moment of redstance of a clrcnlar cast iron beam 6 In. In diameter. 

110. Find tbe moment of resistaoce of a 24-ln. steel I-beam weighing BO Ib./ft. 

111. Compare the moments of redstance of a rectangular beam 8 In. x 14 In. 
in cross section, when placed on edge and when placed on its side. 



STRENGTH OF BEAMS 



57 



112. Find the -flection moduli for the sections given in problems 58, 60, and 62. 

113. Design a steel I-beam, 10 ft. long, to bear a total uniform load of 1600 Ib./f t., 
including its own weight. 




ttO^™ 



114. A built beam is to be composed of two steel channels placed on edge and 
connected by latticing. What must be the size of the channels if the beam is 
to be 18 ft. long and bear a load of 10 tons at its 
center, for a working stress of 16,000 Ib./ln.' ? 

116. Compare the strength of a pile of 10 boards, 
each 14 ft. long, 1 ft. wide, and 1 in. thick, when 
the boards are piled horizontally and whefl they are 
placed close together on edge. 

116. Design a rectangular wooden cantilever to 
project 4 ft. from a wall and bear a load of 500 lb. 
at its end, the factor of safety being 8. 

117. A wooden girder supporting the bearing par- 
titions in a dwelling is made up of four 2-in. by 10-in. joists set on edge and spiked 
together. Find the size of a steel I-beam of equal strength. 

118. A factory floor is assumed to carry a load of 200 Ib./f t.* and is supported 
by steel I-beams of 16-f t. span and spaced 4 ft. apart on centers. What size I-beam 
Is required for a working stress of 16,000 Ib./in.' ? 



Fig. 55 
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119. Find the required size of a square wooden beam of 14-ft. span to carry 
an axial tension of 2 tons and a uniform load of 100 Ib./f t. 

120. A floor designed to carry a uniform load of 200 Ib./ft.' is supported by 
10-in. steel I-beams weighing SOlb./ft. How far apart may they be placed for 
a span of 10 ft. and a working stress of 16,000 Ib./in.* ? 




Flaw 



EvD Elbtation 



Fig. 56 



121. A floor is supported by wooden joists 2 in. x 12 in. in section and 16 ft. 
span, spaced 16 in. apart on centers. Find the safe load per sq. ft. of floor area 
for a working stress of 8001b./in.> 

122. A floor is required to support a uniform load of 150 Ib./f t.' and is supported 
by steel I-beams, 18 ft. span and spaced 5 ft. apart on centers. What size I-beam 

is required for a working 
stress of 16,000 Ib./in.* ? 

123. A structural-steel 
built beam is 20 ft. long and 
has the cross section shown 
in Fig. 53. Compute its mo- 
ment of resistance and find 
the safe uniform load it can 
carry per linear foot for a 
factor of safety of 5. 

124. The cast-iron bracket 
shown in Fig. 64 has at the 
dangerous section the dimen- 
sions shown in the figure. 
Find the maximum concen- 
trated load it can carry with a factor of safety of 15. 

125. Find the proper dimensions for a wrought-iron crank of dimensions shown 
in Fig. 55 for a crank thrust of 1500 lb. and a factor of safety of 6. 

126. A wrought-iron pipe 1 in. in external diameter and ^ in. thick projects 
6 ft. from a wall. Find the maximum load it can support at the outer end. 




Fig. 57 
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127. The yoke of a hydraulic press used for forcing gears on shafts is of the 
form and dimensions shown in Fig. 66. The yoke is horizontal, with groove up, 

so that the shaft to be fitted lies in the 
groove, as shown in plan in the figure. 
The ram is 32 in. in diameter and under 
a water pressure of 260 Ib./in.* Find 
the dangerous section of the yoke and 
the maximum stress at this section. 

128. A 10-in. I-bar weighing 40 Ib./ft. 
is supported on two trestles 16 ft. apart. 
A chain block carrying a 1-ton load 
hangs at the center of the beam. Find 
the factor of safety. 

129. The hydraulic punch shown in 
Fig. 67 is designed to punch a {-in. hole 
in a |-in plate. The dimensions of the 

dangerous section AB are as given in the figure. Find the maximum stress at 
this section. 

130. The load on a car axle is 8 tons, equally distributed between the two 
wheels (Fig. 68). The axle is of cast steel. Find its diameter for a factor of 
safety of 16. 

131. The floor of an ordinary dwelling is 
assumed to carry a load of 60 Ib./f t.^ and is 
supported by wooden joists 2 in. by 10 in. in 
section, spaced 16 in. apart on centers. Find 
the greatest allowable span for a factor of 
safety of 10. 

132. An engine shaft of machinery steel 
rests in bearings 6 ft. apart between centers 
and carries a 12-ton flywheel midway between 
the bearings. Find the required size of shaft. 

133. A cast-iron flange coupling is connected with ten wrought-iron bolts. 
Distance from axis of each bolt to axis of shaft is 6 in. Total torque (twisting 
moment) transmitted is 12,000 ft.-lb. If the flanges are accidentally separated 2 in. 
and the bolts are a drive fit, find the bending stress produced in each bolt. 

134. In the carriage clamp shown in Fig. 69 the screw is of wrought iron, | in. 
diameter, square thread, 6 threads per inch, and the casting has the dimensions 

given in the figure. Find what 
load on the screw will cause fail- 
ure by shearing the threads, and 
find the maximum stress in the 
casting under this load, due to 
combined bending and tension. 
135. In the joiner^s clamp 
shown in Fig. 60 the bar is of carbon steel, l^in. x }in., tensile strength 
70,000 lb. /in .3, and the screw is steel, fin. diameter, square threads, 6 threads 
to the inch. Find the dimensions of the cast-iron handle so that it shall be light 
enough to act as the breaking piece. 
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SECTION V 



DEFLECTION OF CAKTILEyER AND SIMPLE BEAMS 

36. General deflection formula. By a simple beam is meant one 
which is simply supported at the ends. The only external forces 
acting on it in addition to the loads are, then, the two vertical reac- 
tions at the supports. A cantilever is a beam which overhangs, or 
projects outward from the support, the loads on it being equili- 
brated by the moment at the support and by the vertical reaction 

at this point. The results of 
applying the general deflec- 
tion formula, derived below, 
to these two classes of beams 
will be made the basis of the 
treatment of continuous and 
restrained beams in the sec- 
tions which follow. 

Taking a vertical longi- 
tudinal section of a beam, 
the line in which this plane 
intersects the neutral-fiber 
surface is called the elastic 
curve. Any small segment, 
Ax, of the elastic curve may be considered as a circular arc with 
center at some point O (Fig. 61). This point is therefore called 
the center of curvature for the arc Ax. The radius of curvature is 
not constant, but changes from point to point along the beam. 
Evidently the radius of curvature is least where the beam is curved 
most sharply. 

Any two adjacent plane sections, AB and DJET (Fig. 61), origi- 
nally parallel, intersect after flexure in the center of curvature 0. 
Let KC = Ax denote the original length of the fibers, and draw 

60 
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through C a line EF parallel to AB. Then DF denotes the short- 
Miing of the extreme fiber on one side, and EH the lengthening of 
the extreme fiber on the other. Now, since the triangles KOC and 
ECH are similar, we have the proportion 

EH CH 



KC OK 
EH 



e 

— < 

r 



8 



Moreover, the left member, — — , is the change in length of the 
extreme fiber divided by its original length, which is by definition the 

unit deformation 8 of this fiber. Also, by Hookers law, ^ = i^, where 
j> denotes the unit nor- 
mal stress on this fiber. 
Hence the above pro- 
portion becomes 

£ = £. 
E r' 

M Me 
or, smce ^ = — = — , 

as shown in the pre- 
ceding section, 

Me ^ e^ 

El'^r' 

whence 

EI 



(85) 




r = 



M 



Fio. 62 



Now let AB denote any segment of the elastic curve, and AA\ BB* 
the tangents at A and B respectively (Fig. 62). If AB is divided 
up into small segments Aar, and A^ denotes the angle which each 
subtends at the center of curvature O, as shown in Fig. 62, then 

At = rA^, or A^ = — > and, inserting in this the value of r obtained 
above, it becomes j^^ 

Hence, by summation, the total angular deflection ^ is 
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Now for any small arc, Aar, the deflection Ad at any point at a dis- 
tance x^ measured from the tangent to the arc at the initial point 

(Fig. 62), is 

A(2 = 2:A^ 

Hence the total deflection for any finite portion of the arc AB^ 
measured from one end A to the tangent at the other end B^ is 



d =^M =XaA<^ = -^ X(^^) 



^^ , , X, 

But MAx denotes the area of a small vertical strip of the moment 
diagram of altitude M and base Aa:, and V(JtfAa;)a: is the sum of 
the static moments of all these elements of area with respect to the 
point A. From the results of Section II, however, this is equal to 
the area of the moment diagram between A and B multiplied by 
the distance of its centroid from A, That is, if A^ denotes the area 
of the moment diagram between the points A and By and x^ is the 
distance of the centroid of A^ from A^ then 

^(iMAx)x=A^'X^. 



Therefore d=—A^'X^, 

or, in general, 

(36) d = (static moment of the moment diagram). 

EX 

The angular deflection <^ between any two points A and 5, that 
is, the angle between the tangents to the elastic curve at these two 
points, is given by 

Therefore, since VifcfAa; denotes the area A^ of the moment diagram 
between the two points in question, and since for the small deflec- 
tions which actually occur in practice we may assume ^ = tan ^ 
without introducing any appreciable error, 

(87) tan* = i2*. 
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37. Cantilever bearing concentrated load. For a cantilever bear- 
ing a concentrated load at the end, the moment diagram is a 

triangle, as shown in 

Fig. 63. The area 

of the moment dia- 

therefore 




gram 



IS 
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^ = ^,aadthedis- 

tance of its centroid 

from the free end 

2 
is a:^ = - Z. Therefore 

the deflection at the 
free end is 



(88) 



1 Tf 
d = Axi^ = 



The deflection d may also be expressed in terms of the stress 

on the extreme fiber. Thus, since -^ = -Jf = PZ, by substituting 
this value of Fl in 
the expression for d^ it 
becomes 



(89) 



<l = 



3J^e 



Also, the angular 
deflection at the load 
is found to be 



(40) tan^ = 



BI 

-£fL 

2^J 
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If the load is at a distance a from the fixed end and h from the 
free end (Fig. 64), then the deflection at the load, as shown above, is 

Pa' 



(41) 



rf = 



ZMI 
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and similarly, from equation (40), the angular deflection at the load is 

Pa* 



(42) 



tan^ = 



2JBX 



Consequently, the additional deflection ^ from the load to the free 
end of the cantilever is 

(43) d' = 6tan^ = ^. 

The total deflection D at the free end is therefore 



(44) 



D = <i + <r = — (.4..) 



It is often convenient to let 6 = klf where k denotes a proper 
fraction. Then in the present case a= ?— 6 = Z(l — i), and the 
expression for the deflection at the end becomes 

(45) JD = 



OJ^J 



(2-3* + *^ 




T 
I 
I 



ijbSJi^g&sft^^^&SiVy^^^^^ 




(46) D = 



For instance, if the load 
is at the middle of the 
cantilever, then Ar = ^, 
and the deflection at 
the free end becomes 

5 BJP 

38. Cantilever bear- 
ing uniform load. For 
a uniformly loaded 
cantilever the moment 
diagram is a parabola 
and the moment at 
the support is -af=wZ.- = ^ (Fig. 65). Also, from article 17, 

tance of its centroid from the free end is x^^-tL Therefore the 
deflection at the free end is 



.-*— 



f>.^ 
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(47) 



d = — . Ax. = — -rr 
EI • SEI 
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£l=»f=^ 



From the relation *-- = M= — the expression for the deflection 
in tenus of the maximum fiber stress p is found to be 



(48) 



d^ 



IkEe 



Also, the total angular deflection at the end of the beam is 



(49) 



tan f = ^— = 



EI SET 



39. Cantilever under constant moment. If a cantilever is sub- 
jected to a couple, that is, a pair of equal and opposite parallel 
forces, as shown in Fig. 66, the moment is constant for the entire 
length of the beam. The moment diagram is therefore a rectangle 
of area Ml, and the de- 
flection at the free end is 



(50) 



EI • 



2EI 



The angular deflection 
at the free end in this 







case IS 



(61) tan^ = 



1 
•1- 



El 
Ml 
EI 



^afcSJ:&&^;:&S:^^^^j;^3^^^^ 



^ 



3S^3S3SSSS^S ^i^SS^SSSSS! 
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40. Simple beam bearing concentrated load. To apply the deflec- 
tion formula to a simple beam, the deflection must be measured at 
one end A from a tangent at the middle C. For a concentrated 
load F at the middle (Fig. 67), the area of the moment diagram 

PP 2 11 

from ^ to Cia A = ^r^, and iPft= « ' 5= o' Hence, in this case 

lb 6 A 6 



(52) 



1 n^ 

d = Ax^ = -— 

El • 48 EI 
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Also, the total angular deflection for half the beam is found to be 



(53) 



tan^ = -^ = 



EI 16 EI 



The deflection may also be obtained by considering the moment 
diagram as representing the load on the beam, and then taking 

moments about the 
point at which the 
deflection is meas- 
ured, say the center 
C (Fig. 67). Since 
the total area of the 
moment diagram is 

\ PI J Pf .. .^ 
__.? = -, If It 

is regarded as the 
load on the beam 
each reaction will be 
PP 
16' 




K~«i=t i 



Fig. 67 



Then, taking 



moments about the center, the result is 



(54) 



EI\1& '2 16 '6/ 



PV 



48 EI 



pi PI 

From the relation ^— = 3f = — -, the deflection at the center may 



be expressed in terms- of the 
maximum fiber stress^. Thus, 

replacing — by its equal ^ 

in the expression for cZ, the 
result is 



(55) 



dz= 



12 Ee 
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If the concentrated load P is not at the center but divides the 

Pb Pa 
span I into two unequal segments a and 6, the reactions are — » — » 

V V 
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and the moment at the load is 



Pah 
I 



Also, the area of the moment 



diagram between the load and one end is - • — r- , and the distance 

9 
of the centroid of this segment from the end is a:^ = - a. Hence the 

o 

deflections of the ends from the tangent at the point of appUcation 

C of the load are ^^%j^ 

and 



ZEIl 



Fab* 



and the deflection of C below the level of the supports is 



(56) 



d^ 



Pa^b 



S>.9 



pah 



3 Ell 3 Ee 



where p denotes the maximum fiber stress. 

41. Simple beam bearing uniform load. For a simple beam uni- 
formly loaded the moment diagram is a parabola, the maximum 

wf 



ordinate being 



8 



From article 17, the 

area of this parabola is 

2 w^ ,^w^ 

8' 8 12" 

To apply the general 

formula for deflec- 
tion, consider d as 
measured from one 
end A to the tan- 
gent at the center 
C (Fig. 69). Then, 
since the area of one 




}*-«^o=i-^- 



wl 



♦-* 24 
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half the moment diagram is — » and the distance of the centroid of 

5 151 
this half from a vertical through ^ is a;^ = - • - = t^> the deflection is 



(57) 



1 ^ 6wl* 

EI • 384 EI 



To express the deflection in terms of the maximum fiber stress jy, 

make use of the relation ^ = if = -rr-. Then, replacing -^, in the 

e o o 
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expression for dy by its equal ^, it becomes 

C58) d = -^E— • 

The total angular deflection for half the beam in this case is 

(59) tan^ = --:= 



EI ^AEI 

The deflection may also be obtained by regarding the moment 
diagram as representing the load on the beam. Since the total area 

of the moment dis^ram is -rrr, each reaction will then be -zrr-^ and 

12 24 

therefore, taking moments about the center to find the deflection at 
this point, the result is, as before, 

,1 /frZ« I wl^ 3 A 5wP 



384 J^/ 



APPLICATIONS 



136. A 16-in. J-beam weighing 60 Ib./ft. carries a 25-ton load at the center of 
a 12-ft. span. Find the maximum deflection. 

137. In building construction the maximum allowable deflection for plastered 
ceilings is -^^jf of the span. A floor is supported on 2 in. x 10 in. wooden joists 
of 14-ft. span and spaced 16 in. apart on centers. Find the maximum load per 
square foot of floor surface, in order that the deflection may not exceed the 
amount specified. 

138. Determine the proper spacing, center to center, for 12-in. steel I-beams 
weighing 86 lb. /ft., for a span of 20 ft. and a uniform floor load of lOOlb./ft.*, in 
order that the deflection shall not exceed ^^j^ of the span. 

139. A structural steel shaft 8 in. in diameter and 6 ft. long between centers of 
bearings carries a 25-ton flywheel midway between the bearings. Find the maxi- 
mum deflection of the shaft, considering it as a simple beam. 

140. A wrought-iron bar 2 in. square is bent to a right angle 4 ft. from one 
end. The other end is then embedded in a concrete block so that it stands upright 
with the 4 ft. length horizontal. If the upright projects 12 ft. above the concrete, 
and a load of 300 lb. is hung at the end of the horizontal arm, find the deflection 
at the end of this arm. 

141. A wooden cantilever 2 in. x 10 in. in section, with the longer side vertical, 
projects 10 ft. from the face of a wall and carries a concentrated load of 600 lb. at 
a point 6 ft. from the wall. Find the deflection at the free end of the beam. 

142. A 10-in. steel I-beam weighing 40 Ib./f t. spans an opening 16 ft. wide and 
supports a total load of 40 tons. Find how much greater the maximum deflection 
of the beam is when this load is concentrated at its center than when it is distri- 
buted uniformly over the beam. 
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143. A built beam is composed of two 10-in. steel channels, 40 Ib./f t., placed on 
edge and connected with latticing. The span is 20 ft. Find what uniform load per 
linear foot the beam can carry under the condition that the maiimum deflection 
shall not exceed | in. 

144. A IMn. steel I-beam, 42 Ib./ft., cfpans an 18-ft. opening. Find the maxi- 
mum deflection for a maximum flber stress of 16,000 Ib./in.^ 

146. The total load on a car axle is 10 tons, equally distributed between the two 
wheels. Distance between centers of wheels is 66 in., and between centers of bear- 
ings is 68 in. Find the maximum deflection of the axle measured from a horizontal 
line joining the centers of bearings. 

146. A 10-in. steel I-beam weighing 30 Ib./f t. rests on two supports 16 ft. apart 
and carries a uniform load of 200 Ib./ft. in addition to its own weight. A third 
support just touches the beam at the center. How much must this central support 
be raised so that it shall carry all the weight, and the beam just touch the two end 
supports? 

147. A cast-iron pipe 20 in. internal diameter and 1 in. thick rests on supports 
80 ft. apart. Find the maximum deflection when the pipe is full of water. 

148. A beam of uniform section, carrying a concentrated load at the center, 
has a maximum deflection equal to 1 per cent of the span. Find the slope of the 
beam at its ends. 

149. Three beams of the same material are laid side by side across an opening 
of 12-f t. span, and a load of 1000 lb. rests across them at the center of the span so 
that they must all bend together. The beams are each 2 in. wide, but two of them 
are 6 in. deep, while the third is 12 in. deep. How much of the weight is carried 
by each beam ? 

160. A steel bar 2 in. square rests on knife edges 6 ft. apart, and its maximum 
deflection under a central load of 10001b. is found to be .1126 in. Calculate from 
this experiment the modulus of elasticity of the bar. 



SECTION VI 

CONTINUOUS BEAMS 

42. Theorem of three moments for uniform loads. A continuous 
beam, or girder, is one which is supported at several points of its 
length. The reactions and moments in this case are statically 
indeterminate; that is to say, the ordinary static conditions 

of equilibrium, Vi<'=0, ^M=Oj are insufficient to determine 

them. To solve the problem it is necessary also to take into 
account the deflections of the beam. 




K X >i 



Fig. 70 



The simplest method of finding the reactions and moments 
at the supports for a continuous beam is by applying what is 
known as the theorem of three moments. This theorem establishes 
a relation between the moments at three consecutive supports 
of a continuous beam and the loads on the two included spans, 
and was first published by Clapejrron in 1857. The following 
proof of the theorem, however, is very much simpler than any 
previously given. 

70 
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For a continuous beam bearing a uniform load let A^ By C denote 
any three consecutive points of suppoit, assumed to be in the same 
line, and let M^, M^y M^ ; R^y B^y B^ denote the moments and reac- 
tions at these three points respectively. Also let l^, l^ denote the 
lengths of the two spans considered, w^y w^ the unit loads on them, 
and S^y iSf the shears on the right and left of B^ respectively 
(Fig. 70), with a similar notation for the other points of support. 

Now consider a portion of the beam cut off by planes just inside 
the supports at A 
and Cy as shown in 
Fig. 71. Then, con- 
sidering the end B 
as fixed, the deflec- 
tion at A from the 

tangent at B consists of three parts : that due to the moment M^y 
to the shear 5f considered as a load, and to the uniform load w^. 
Calling these deflections d^y d,, d^y respectively, we have 




d = 
1 



d,= 



d = 



8 AY 



(Eq. (50), Art 39) 



(Eq. (38), Art 37) 



(Eq. (47), Art 38) 



Hence the total deflection Z)^ of the point A measured from a 
tangent at the point B is 



(61) 



^^ _ M,^^ ^ Sfk' 



2 EI SEI 8 EI 



To eliminate the shear /Sf, form a moment equation by taking 
moments about the point B, Then 



whence 
(62) 



Jlf, = Jf, - sx + 



«'A*. 



^f=i(jf,-jj^)+^. 
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and, substituting this value of /Sf in the above expression for Dj^ it 
reduces to 

Similarly, by considering the span BC and calculating the deflec- 
tion Dc of the point C measured from the same tangent at B^ we 
obtain the equation 

A]ao, forming a moment equation with C as center of moments, 
we have « 

and, eliminating S} between these relations, the result is 

^^ ^ 6^/ 3^/ 24jFJ 

Now, since these deflections lie on opposite sides of t|ie tangent 
at B, we have, from similar triangles, 

I I 

1 « 

Therefore, substituting the expressions for 2)^ and D^ in this rela- 
tion, combinmg terms, and transposing, we obtain the relation 

(66) JfA + 2Jf,(?, + Z^ + Jf,f, = "^^^';^^^^« . 

In this relation, Jf^, Jf^, and itf, are stress couples acting on the beam. 
The external moments at the supports are equal in amount but 
opposite in sign to the stress couples, or internal moments. There- 
fore, calling Jf^, If,, M^ the external moments at the suppartSj the sign 
of the expression is changed ; that is 

(67) M,l, + 2 Jlf.(l, + g + M,l, = - "'A' + «>A\ 

This is the required theorem of three moments for uniform loads. 

43. Theorem of three moments for concentrated loads. Consider 
a continuous beam bearing a single concentrated load in each span. 
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The distance of the load in any span from the adjoining support on 
the left will be denoted by ArZ, where I is the length of the span and 
A; is a proper fraction ; that is, M is some fractional part of the span 
(Fig. 72). Thus, if the load is at the middle of the span, A = ^ ; if 
it is at the quarter point, A = ^, etc. 

Now consider a portion of the beam extending over three con- 
secutive supports -4, By and C, and let Jlf^, Jlf^, M^ denote the 
moments, and E^^ E^y E^ the reactions, at these supports. Then, to 
obtain the theorem of three moments, calculate the deflections of 
_ABiid C measu red from the tangent to the elastic curve at B. To 
calculate the deflection of Aj suppose the beam to be cut by a plane 
just inside the sup- 



L 



■Ml—* 



\< — -fciV— * 




h ^ 



Pf 



. 1. , 



port at Ay and call 
the shear on the 
section S^. Then, 
considering the end 
B as fixed, calculate 
the deflection_of .^_ 
by treating the part AB as a cantilever subjected to the moment M^y 
the shear S^ regarded as a load, and the concentrated load ^. Call- 
ing these three partial deflections d^, d^, d,, respectively, we have 



Fio. 72 



^1 = 



d = 
a 



d = 



2EI 
ZEI 



\% EI 2 EI I 



(Eq. (50), Art. 39) 
(Eq. (38), Art. 37) 



(Eq. (44), Art. 37) 



In the present notation the quantities a and h in the expression for 



d^ are 



a = distance from fixed end = ^^ — h^^y 
b = distance from free end = k^l^. 

Substituting these values of a and 6, the equation for d becomes 



(68) 



^*=--^(-^-^^i + ^'> 
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Therefore, by addition, the total deflectioii of the end A with respect 
to the tangent at ^ is 

Now, forming a moment equation for the portion AB^ taking center 
of moments at Bj we have 

whence 5f = i(2f,-2f,) + ^(l-i^, 

and eliminating S^ between this equation and the expression for 
i>^, the result is 

{10) r^- QEI ZEI^^EI^^ '^' 

Similarly, to find the deflection at (7, measured from the tangent 
to the elastic curve at B^ treat the portion BC sa e^ cantilever fixed 
at B and subjected to the moment M^y the shear Sf considered as 
a load, and the concentrated load J^. Then, calling these partial 
deflections c2^, d^^ c2,, we have 

''• ^* (Eq. (50), Art. 89) 

rf.= ^' (Eq. (88), Art. 87) 

''. = -(ra^ + ^> (Eq. (44). Art 87) 

or, since in the present case a =s kjl^^ b = 2,(1 — i^, the expression 
for d^ becomes 

(71) ^.= - ^ (8 *i' -*••)• 

Theref oje the total deflection 2>^ from the tangent at ^ is 
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Now, forming a moment equation for the portion BC^ taking center 
of moments at B^ we have 

whence 

(78) 5f = i(JM;-Jf,) + ^A,, 

and, eliminating 1^ between this equation and the expression for 
Z>^ the result is 

Since the deflections at A and C lie on opposite sides of the tan- 
gent at B, we have, from similar triangles, 

£« = _£? 

\ h ' 

Substituting in this relation the values of i)^ and D^ just found, 
combining like terms, and transposing, we obtain the relation 

(75) M,l, + 2 M^Q, + ?,) + M^l^ = ^Z«(*i - *') 

+^Z|(2A,-3*' + *»)- 

In this relation Jf^, M^^ M^ are the stress couples acting on the 
beam. The external moments at the supports are equal in amount 
but opposite in sign to the stress couples. Therefore, calling M^^M^y 
M^ the external moments at the supports^ the sign of the expression 
is changed ; that is, 

(76) Jtf A + 2 M^{1^ + O + 3f,^ = - J^xlliK - *^i) 

- BJLli^k^- Ski + kl\ 

which is the required theorem of three moments for a single con- 
centrated load in each span. 

For a single concentrated load at the center of each span, each 
k = ^. In this case the theorem becomes 

(77) M^h + 2 Mjil^ + y + M^l^ = - I (PA« + BJLl). 

If there are a number of concentrated loads in each span, an 
equation like (76) can be written for each load separately. By 



76 RESISTANCE OF MATERIALS 

adding these equations the general theorem of three moments for 
any number of concentrated loads is found to be 

(78) JIf A + 2 Mjil^ + g + Jtf,l, = - 2J-PA»(*i - *i*) 

44. Effect of unequal settlement of supports. In deriving the 
theorem of three moments the supports were assumed to be at a fixed 
elevation in the same line. If their relative elevation changes, owing 
to unequal settlement of the supports or to other causes, the effect 
in general is to increase the stress in the member. To take account 
of this effect in applying the theorem, suppose that the supports 
were originally in line, and denote the settlement of three consecu- 
tive supports Ay By C from their original level by A^, A^, A^, respec- 
tively. Then the difference in elevation between A and B is h^ — A^, 
and between B and C is A^ — A^. Thus, if A settles more than B, 
Aj — Aj is positive and the deflection at ^ is increased by this 
amount. If A settles less than B, h^ — A^ is negative and the 
deflection at ^ is decreased by this amount, etc. In general, then, 
equations (70) and (74) for the deflections at A and C become 






A 



Substituting these values of 2>^ and Bg in the relation 

T — T' 

the result, after combining terms and changing the signs of 3fj, 
3f,, if,, is 

(79) Jf A + 2 Mj}^ + O + Jf,«, 
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This relation is therefore the most general form of the theorem of 
three moments for any number of concentrated loads, including the 
effect of unequal settlement of the supports, or other change in 
their relative elevation. 



APPLICATIONS 

151. A continuous beam of four equal spans is uniformly loaded. Find the 
Dending moments at the supports. 

Solution. The system of simultaneous equations to be solved in this case is 






T' 

the solution of which gives 

152. A continuous beam of n equal spans carries a uniform load of the same 
amount in each span. Check the moments at the supports given in the following 
table for values of n from 2 to 7. The tabular values here given are the numerical 
coefficients of — wP. 



MOMENTS AT SUPPORTS FOR EQUAL SPANS AND UNIFORM LOAD 
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SHEABS AT SUPPQBTS FOB EQUAL SPANS AND UNIFOBM LOAD 
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153. Calculate the reactions of the sapports in problem 151. 

SobUion. The reaction at any support may be found by finding the shears close 
to the support on each side. The sum of these two shears is then equal to the re- 
action. Thus, in the present case, to find any given reaction, say R^, consider the 
portion of the beam between R^ and fi^, as shown in Fig. 70, and form the moment 
equation for this segment. Then 

JH 1 ^ Ja 2 ^ Oq • + — — -- > 

and therefore, since M^ = and M^ = ^g io2^, 8^ = ^| vol. Similarly, the moment 
equation for the segment of the beam between R^ and R^ is 

whence, by 8ub8tituting''lf, = '^wP and M^ = ^^ io2*, we have 
Consequently, 



' * * 28 28 



This method applies when it is required to find one reaction only, independently 
of the others. If all the reactions are required, it is simpler to calculate them in 
succession, starting at one end, without reference to the shears. For instance, to 
find Ri, take a section through fi, and consider the loads on the left of the section. 
Then the moment equation for this portion is 



whence 



«!=»«'»• 
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To find iZ^t take a section through B^ and consider all the loads on the left of the 
section. Then the moment equation is 

and inserting the value of R^ just obtained, it is found that 

By this method each reaction may be obtained in terms of those already found, 
without calculating the shears. 

154. In problem 162 determine the shears and reactions at the supports and 
check the results with the values tabulated on page 78. The tabular values are 
the numerical coefficients of wL 

166. An 18-in. steel I-beam, 601b./ft., is continuous over four supports, the 
lengths of the three spans, beginning at the left, being 25 ft., 40 ft., and 85 ft., 
respectively. What uniform load per foot run would produce a maximum fiber 
stress in the beam of 16,000 lb./in.> ? 
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RESTRAINED, OR BUILT-nf, BEAMS 

45. Uniformly loaded beam fixed at both ends. By a restrained, 
or built-in, beam is meant one which is fixed in direction at certain 
points of its length, usually the ends — as, for example, beams built 
into a wall or forming a part of monolithic concrete construction. 
The simplest form of restrained beam is a cantilever, which can be 
treated by ordinary methods, as explained in articles 37, 38, and 39. 

Consider first a uni- 
formly loaded beam fixed 
at both ends, as shown in 
Fig. 73. Let B, F denote 
the points of inflection 
of the elastic curve; that 
is, the points at which 
the bending moment is 
zero. Then the central 
portion BF may be con* 
sidered as a simple beam 
of length 2 x bearing a 
total uniform load of 
amount 2w3^ and each 
of the ends, AB and FE^ 
as a cantilever uniformly loaded and carrying a concentrated load 
wx at the end, equal to one of the reactions for the portion BF. 

If, then, d denotes the deflection of the point F with respect to 
A or E^ assumed to be at the same level, the value of d^ computed 
from the segment AF^ is, from (38) and (47), articles 37 and 38, 




Fig. 78 



(80) 



d = 



8£/ ■*" ZEI 
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and, computed from the segment FE^ is 






Equating these two values of the deflection d and solving for x^ the 
result is 7 



2V3 



The length of the central portion BF is therefore 2x = — r= , and 
the maximum moment, which occurs at the center (7, is 

(82) ^c^-^- 

Similarly, the negative moment at the support ^4 or i? is 



^(9 

-2^^ = ^j?= ^^u "^) "^^H 



and, since x = — ■=. , this reduces to 

2V8 

(W) M^ = -. _. 

The maximum deflection for the central portion BF^ considered 
as a simple beam, is, from (57)^ article 41, 



5w 



i^) 



. .. 9 

^^^ ^^' "" 384^/ "" 384 FI ' 

and for one end, say -4^, considered as a cantilever, is, from (38) 
and (47), articles 37 and 38, 

(85) rf^^~ g^^ + g^^ "384 J?/* 

Therefore, since the total deflection of the center C below the sup- 
ports at -4 or -& is the sum of these two, we have 



(86) l>,n« = 



384 £7 J 
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46. Beam fixed at both ends and bearing concentrated load at 
center. Following the method of the preceding article, let B and D 

denote the points of in- 
flection of the elastic 
curve, or positions of 
zero moment (Fig. 74). 
Then the equilibriam 
would not be disturbed 
if the beam was hinged or 
jointed at B and i>, and 
it may therefore be con- 
sidered as a simple beam 
of length BD suspended 
from the ends of two can- 
tilevers AB and DE, 

Now consider the seg- 
ment AD and compute 
the deflection of D below A. Then, from (44), article 87, the 
deflection at D due to the load P is 




(87) 



d^ 



_P<^ (a h\ 



I 



where in the present case a = - and b = x, and consequently 



(w) 



^p = 5"^r^(o+^) 



%EI\Z 



But from (88), article 37, the load — » acting upward at i>, produces 
a deflection upward of amount 



(89) 



(ip = 



K^'J 



a 



ZEI 



Consequently the total deflection of D below A is 



(90) 



^- = ra(l^^)-6l/(l + ^J' 
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Similarly, for the portion DE^ the deflection of D below E is 



1(1-")' 

(91) dj^g = g-gj 



Equating these two values of the deflection and solving for x^ the 

result is 

I 
a; = — » 

4 
and consquently the length of the central portion BD is 

2a; = -. 
2 

Therefore the moment at the center C and also at each end is of 

numerically the same amount, namely, — 4-^ » or 

(92) ^ = T* 

The maximum deflection for the central portion BD is the same 
as for a simple beam of span - j namely. 



<-"^^ '**''" 48 ^/~ 384 JFJ' 



©' 



and for either end AB or DE is the same as for a cantilever of 

I P 

length J carrying a load — at the end, namely, 



(94) d^E= ^ ' 



m 



'^* ^EI SSiEl' 

Therefore the total deflection of the center C below the level of the 
supports at A and D is the sum of these two, that is. 



(95) !>„,„ = 



192 EI 
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47. Single eccentric load. For a beam fixed at both ends and 
bearing a single concentrated eccentric load the simplest method 
of computing the unknown reactions and moments at the sup- 
ports is as follows: 
^ Consider the beam as 

fixed at one end E only 
(Fig. 75) and carrying, in 
addition to the concen- 
trated load P, the shear R^ 
at the left support and the 
restraining moment M^ at 
this point. Then, from (50) 
and (51)9 article 89, the de- 
flection from the tangent at 
E due to the moment M^ is 




» 2EI 



tan^j 



~ EI 



From (38) and (40), article 37, that due to the shear R^ is 






tan d> = — ^— ; 
^« 2 EI 



and from (42) and (44), article 37, that due to the load P is 



PP 
» 3^/ 



mi 

2Ef 



tan^^ 



PVj 
"" 2 EI 



Since the total vertical deflection of the point A with respect to 
the point E is zero, and since the total angular deflection is also 
zero, these two conditions furnish the equations 



(96) 



M^ R^l* PI* Pyj ^ 

2EI ZEI ZEI 2EI~ 

M,l R,l* Pll ^ 

EI 2EI 2EI 



0, 



From the second equation, 
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and, inserting this value in the first equation, we have 

Also, inserting this value of i^^ in the expression for the moment, 
it is found that 

(98) ^ = ^y- 

Similarly, by forming the expressions for the total deflection of the 
point E with respect to the tangent at A^ we obtain the equations 



(99) 



MJ^ RJ,* PI* Pl^l, _ 



2 EI ZEI ZEI 2 EI 

M,l R,P Pl^ ^ , 
EI 2 EI 2 EI 



and, solving these equ&tions simultaneously for M^ and E^^ as above, 
the results are 

(101) m.-f'-^- 

If ^C is the longer of the two segments, the maximum deflection 
will occur somewhere between A and C. Also, since the tangent at 
this point must be horizontal, the total angular deflection from one 
end, say Aj to the point of maximum deflection is zero. Let x 
denote the distance of this point of maximum deflection from A. 
Then, computing the total angular deflection up to this point and 
equating it to zero, we have 

M.x . E.3? ^ 

— — = U; 

EI 2 EI 

whence .= 2^'. 

Inserting the values just obtained for M^ and R^, this becomes 

(102) « = _£5_. 



86 



RESISTANCE OF MATERIALS 



The TnaxiTmim deflection D is then found to be 

and, inserting in this expression the values of M^^ E^^ and Zy just 
obtained, it reduces to 



(103) 



n 






48. Uniformly loaded beam fixed at one end. In this case 
(Fig. 76) the deflection of the end A with respect to the fixed 

end B consists of two parts: 



that due to the reaction JR is 

and that due to the total uniform 
load tcl is 

a = • 

« 8HI 




Moment dJagtam. 



Fig. 76 



Since the ends A and B are 
assumed to be at the same 
level, the total deflection of A 
from the tangent at B must be zero; that is, 

EP wl* 



ZEI 8 EI 



= 0; 



whence the reaction at the unrestrained end is 



(104) 



12 = 



"8 



The reaction ff at the restrained end B is therefore 



(105) 



B' =^wi^B = 



"8 



The maximum moment, which in this case occurs at the fixed end 
B^ \b then 

(106) 



M=zEl 



8 
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At the point where the maximum deflection occurs the tangent 
is horizontaL Let the distance of this point from the fixed end 
B be denoted by x. Then, from (40), (49), and (61), articles 37, 
38, and 39, the condition that the total angular deflection for 
this length z shall be zero is 



£12 EI 



6 EI 



= 0. 



Inserting in this expression the values of M and R^ obtained above, 
and solving for rr, the result is 



(107) 



ac = — (l5 - V33) = ,5781. 



The maximum deflection is then found by finding the total deflection 
for the length x with respect to the tangent at B. Hence, from 
(38), (47), and (50), articles 37, 88, and 3«, 



D = — ^=11- + —^ 
2 EI Z EI 



MAX 



wx 



or, inserting the values of M and B', 



(108) 



^^*w»«^ •" ^^ 



4AEI 



(Si^- lOto + Oac*). 




The numerical value of 
the deflection is most easily 
found by first calculating 
the numerical value of x 
and then substituting in 
this formula. 

49. Beam fixed at one end 
and bearing concentrated load 
at center. The deflection of 
the end A (Fig. 77) with 
respect to the fixed end B in this case consists of two parts : from 
(38), article 37, that due to the reaction R is 

, Rt" 



Fig. 77 
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and from (44), article 37, that due to the load P is 



i = - 



^EI 2EI 



Since A and B are assumed to be at the same level, the total 
deflection of the end A with respect to the tangent at B must be 
zero. Consequently, 

JK? P? P? 



8 EI 24 EI 16 EI 



= 0; 



whence 




(109) 


* = ^^- 


Therefore 




(110) 


16 



The maximum moment, which in this case occurs at ^, is then 

(111) Jf = JM-P- 

= -±«. 

16 

The position and amount 
of the maximum deflec- 
tion may be found as in 
the preceding article. 

50. Beam fixed at one 
end and bearing a concen- 
trated eccentric load. The 
deflection of the end A 
with respect to the fixed end B (Fig. 78) also consists of two parts 
in this case. From (38), article 37, that due to the reaction R is 

d = ^^ 
'"SEl" 

and from (44), article 37, that due to the load P is 




Moment dJagram 
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Since the supports are assumed to be at the same level, the total 
deflection of A with respect to the tangent at ^ is zero. Con- 
sequently, 

sm sm 2EI ' 

whence 

(112) 11 = 0(21. + 30 = 0(21 + 0. 

Also 

(113) 11' = P -. JJ = £^ [21(1 + O- !.«]. 

The moment at the fixed end B is then 

(114) Ms = Itl^ PI, = - ^(« + 0» 

and the moment at the load C is 

(115) Mc = Bh = ^ (2 i + O. 

The maximum deflection may be found by the method explained 
in article 48. 

APPLICATIONS 

156. One end of a beam is built into a wall, and the other end is supported at 
the same level by a post 12 ft. from the wall. The beam carries a uniform load of 
100 lb. per linear foot. Find the position and amount of the maximum moment 
and also of the maximum deflection. 

157. One end of a beam is built into a wall, and the other end rests on a prop 
20 ft. from the wall at the same level. The beam bears a concentrated load of 
1 ton at a point 8 ft. from the wall. Find the position and amount of the maximum 
moment and also of the maximum deflection. 

158. A cantilever of length I is loaded uniformly. At what point of its length 
should a prop be placed, supporting the beam at the same level as the fixed end, 
in order to reduce the bending stress as much as possible, and what proportion of 
the load is then carried by the prop ? 

159. A 20^in. steel I-beam weighing 65 Ib./ft. is built into a wall at one end 
and rests on a support 20 ft. from the wall at the other end. A load of 26 tons 
rests on the beam at a point distant 16 ft. from the wall. Find the reaction of the 
supi>ort and the maximum deflection. 

160. A beam of uniform section is built into a wall at one end, projecting 16 ft. 
from the fabe of the wall, and rests on a column at 12 ft. from the wall. The 
beam carries a uniform load of 6 tons per foot run. Find the load on the column. 
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161. A beam of nnifonn section is built into walls at both ends, the distance 
between walls being 25 ft. Two concentrated loads, each of 5 tons, rest on the 
beam at points 6 ft. from each wall. Find the maximum bending moment in the 
beam, and also the position of zero bending moment. 

162. A continuous beam of two spans, each of 40 ft., carries a uniform load of 
1 ton per foot run. Find the reactions of the supports by the method of article 48, 
and also the maximum moment and maximum deflection. 

163. A continuous beam of two equal spans is uniformly loaded. Find the bend- 
ing moment over the middle support when the three supports are at the same level, 
and also when the middle support is raised or lowered an amount h. 

164. A uniform beam of 20 ft. span is fixed at both ends and carries a load of 
4 tons at the center and two loads of 8 tons each at 6 ft. from each end. Find the 
maximum moment and the position of zero moment. 

165. A beam of length 2 Ms supported at the center, one end being anchored 
down to a fixed abutment and the other end carrying a concentrated load W. 
Neglecting the weight of the beam, find the deflection of the free end. 
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COLUMNS AND STRUTS 

51. Nature of compressiye stress. When a prismatic piece of 
length equal to several times its breadth is subjected to axial com- 
pression, it is called a column, or strut, the word column being 
used to designate a compression member placed vertically and bear- 
ing a static load, all other compression members being called struts. 

If the axis of a colunm or strut is not perfectly straight, or if the 
load is not applied exactly at the centers of gravity of its ends, a 
bending moment is produced which tends to make the column deflect 
sideways, or " buckle." The same is true if the material is not per- 
fectly homogeneous, causing certain parts to yield more than others. 
Such lateral deflection increases the bending moment and conse- 
quently increases the tendency to buckle. A compression member is 
therefore in a different condition of equilibrium from one subjected 
to tension, for in the latter any deviation of the axis from a straight 
line tends to be diminished by the stress instead of increased. 

The oldest theory of columns is due to Euler, and his formula is 
still the standard for comparison. Euler's theory, however, is based 
upon the assumptions that the column is perfectly straight, the 
material perfectly homogeneous, and the load exactly centered at 
the ends — assumptions which are never exactly realized. For 
practical purposes, therefore, it has been found necessary to modify 
Euler's formula in such a way as to bring it into accord with the 
results of actual experiments, as explained in the following articles. 

52. Euler's theory of long columns. Consider a long column sub- 
jected to axial loading, and assume that the column is perfectly 
straight and homogeneous and that the load is applied exactly at 
the centers of gravity of its ends. Assume also that the ends of the 
colunm are free to turn about their centers of gravity, as would be 
the case, for example, in a colunm with round or pivoted ends. 

91 
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Now suppose that the column is bent sideways by a lateral force, 
and let P be the axial load which is just sufficient to cause the 
column to retain this lateral deflection when the lateral force is 
removed. Let OX and OF be the axes of X and Y respectively 
(Fig. 79). Then it can be shown that the elastic curve OCX is 
a sine curve. For simplicity, however, it will be assumed to be a 
parabola. Since the deflection at any point C is the lever arm 
of the load P, the moment at C is Py. The moment at any point 
is therefore P times as great as the deflection at that point, and con- 
sequently the moment diagram will also be a parabola (Fig. 80). 
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Fig. 79 
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Now let d denote the maximum deflection, which in this case is 
at the center. Then the maximum ordinate to the moment diagram 

is Pd. Therefore, from article 17, the area of one half the diagram 

2 I Pdl 

is ^ = - (Prf)- = -— -, and the distance of its centroid from one 

5 1 51 
end is x^ = - . - = — . Hence, from the general deflection formula, 

the deflection at the center will be 



(116) 



d=^ — Ax ^ 1 /Pld\5l^ 5PPd 
EI ^*» ^/\ 3 /16""48J^/" 



Canceling the common factor d and solving for P, the result is 

48 EI _ 9,6 .E J 
5""?"" ? * 



(117) 



Prs 
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If the elastic curve had been assumed to be a sine curve instead 
of a parabola, the result would have been the well-known equation 

(118) P = -p- = — p , 

which is Euler's formula for long columns in its standard form. 

Under the load P given by this formula the column is in neutral 
equilibrium ; that is to say, the load P is just sufficient to cause it 
to retain any lateral deflection which may be given to it. For this 
reason P is called the critical load. If the load is less than this 
critical value, the column is in stable equilibrium, and any lateral 
deflection will disappear when its cause is removed. If the load 
exceeds this critical value, the column is in unstable 
equilibrium, and the slightest lateral deflection will 
rapidly increase until rupture occurs. 

53. Effect of end support. The above deduction of 
Euler's formula is based on the assumption that the 
ends of the column are free to turn, and therefore 
formula (118) applies only to long columns with round 
or pivoted ends. 

If the ends of a column are rigidly flxed against 
turning, the elastic curve has two points of inflection, 
say B and D (Fig. 81). From symmetry, the tangent 
to the elastic curve at the center C must be parallel to 
the original position of the axis of the column AE^ and 
therefore the portion AB oi the elastic curve must be symmetrical 
with BCy and CD with DE, Consequently, the points of inflection, 
B and i>, occur at one fourth the length of the column from either 
end. The critical load for a column with fixed ends is therefore 
the same as for a column with free ends of half the length ; whence, 
for fixed ends^ Euler's formula becomes 

(,«) r = i^. 

Columns with flat ends, fixed against lateral movement, are 
usually regarded as coming under formula (119), the terms fixed 
ends and flat ends being used interchangeably. 
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If one end of the column is fixed and the other end is free to 
turn, the elastic curve is approximately represented by the line 
BCDE in Fig. 81. Therefore the critical load in this case is ap- 
proximately the same as for a column with both ends free, of length 
BCD^ that is, of length equal to | BE or | Z ; whence, for a column 
with one end fixed and the other free, Euler's formula becomes 



(120) 



J»=s 






approximately. 



If the lower end is fixed in direction but the upper end is 
free (that is, if there is no horizontal reaction to prevent 
bending out sideways), it may be regarded as half of a 
with round or pin 
ends and of length 
2 1, Consequently, 
in this case Euler's 
formula becomes 



entirely 
it from 
column 



BoniMl ends; 
FOflltlon flxod 
bat not direc- 
tion. —■ 
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edends. 

■ ■■'■■■ ^ 



(121) P = 



(2 0« 
1 it^EI 

4 



= T*— TT 



The general expres- 
sion for Euler's formula 
is then 

(m) J> = ft^. 
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where the constant h is determined by the way in which the ends 
of the column are supported. The values of h corresponding to 
various end conditions are given in Fig. 82. 

54. Modification of Euler's formula. It has been found by ex- 
periment that Euler's formula applies correctly only to very long 
columns, and that for short columns or those of medium length it 
gives a value of P considerably too large. 

Very short columns or blocks fail solely by crushing, the tend- 
ency to buckle in such cases being practically zero. Therefore, if 
f denotes the crushing strength of the material and A the area 
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of a cross section, the breaking load for a very short column is 

For columns of ordinary length, therefore, the load P must lie 
somewhere between pA and the value given by Euler's formula. 
Consequently, to obtain a general formula which shall apply to 
columns of any length, it is only necessary to express a continuous 

relation between pA and — —• Such a relation is furnished by the 
equation 

(123) B = ^^ 



l-\-pA 



\yEl) 



For when Z = 0, P =pA^ and when I becomes very large, P approaches 
the value — z^— • Moreover, for intermediate values of I this formula 

gives values of P considerably less than those given by Euler's 
formula, thus agreeing more closely with experiment. 

55. Rankine's formula. Although the above modification of 
Euler's formula is an improvement on the latter, it does not yet 
agree closely enough with experiment to be entirely satisfactory. 
The reason for the discrepancy between the results given by this 
formula and those obtained from actual tests is that the assumptions 
upon which the formula is based, namely, that the column is perfectly 
straight, the material perfectly homogeneous, and the load applied 
exactly at the centers of gravity of the ends, are never actually 
realized in practice. 

To obtain a more accurate formula, two empirical constants will 
be introduced into equation (123). Thus, for fixed ends, let 

(124) P = 77x2- 



1+/ 



© 



where / and g are arbitrary constants to be determined by experi- 
ment, and t is the least radius of gyration of a cross section of the 
column. This formula has been obtained in different ways by 

* As Euler's formula is based Qi>on the assumption that the column is of sufficient 
length to buckle sideways, it is evident a priori that it cannot be applied to very short 
columns, in which this tendency is practically zero. Thus, in formula (11 8) , as ^ approaches 
zero P approaches infinity, which of course is inadmissible. 
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Gordon, Rankine, Navier, and Schwarz.* Among German writers 
it is known as Schwarz's formula, but in English and American 
textbooks it is called Rankine's formula. 

For Z = 0, P = gA^ and, since short blocks fail by crushing, g is 
therefore the ultimate compressive strength of the material. 

For different methods of end support Rankine's formula takes 

the following forms: 

P^ 9 

A 



(125) 



(126) 



P 

A 



9 



Flat ends 

(fixed in direction) 



(127) 



(128) 



3=77% 

P Q 

A 



1+1.78/ 



© 



Roand ends 

(direction not fixed) 



HingBd ends 

QM)0ition fixed, bat not 
direction) 

One end flat and the 
other iDund 



56. Values of the empirical constants in Rankine's formula. The 

values of the empirical constants, / and g^ in Rankine's formula 
have been experimentally determined by Hodgkinson and Christie, 

with the following results : 

1 

For hard steel, g = 69,000 lb./in.'. 



For mild steel, 



f 



g = 48,000 lb./in.*, /= 



For wrought iron, g = 36,000 lb./in.', /= 



For cast iron, 



For timber. 



^ = 80,000 lb./in.», /= 
g= 7,200 lb./in.*, /= 



20000 

1 
30000 

1 
36000 

1 
6400" 

1 
3000* 



* Rankine's formola can be derived independently of Euler's formula either by 
assuming that the elastic curve assumed by the center line of the column is a sinoaoid 
or by assuming that the maximum lateral deflection D at the center of the column is 

given by the expression i) = mt-> '^here / is the length of the column, h its least width, 
and M an empirical constant. ^ 
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These constants were determined by experiments upon columns for 
which 20<-<200, and therefore can only be relied upon to 

furnish accurate results when the dimensions of the column lie 
within these limits. 

As a factor of safety to be used in applying the formula, Rankine 
recommended 10 for timber, 4 for iron under dead load, and 5 for 
iron under moving load. . 

57. Johnson's parabolic formula. From the manner in which 
equation (123) was obtained and afterwards modified by the intro- 
duction of the empirical constants/ and ^, it is clear that Rankine's 
formula satisfies the requirements for very long or very short col- 
umns, while for those of intermediate length it gives the average 
values of experimental results. A simple fosmula which fulfills 
these same requirements has been given by Professor J. B. Johnson, 
and is called Johnson's parabolic formula. 

If equation (124) is written 






©•' 



and then y is written for ji?, and xioT -y Rankine's formula becomes 

^ 1+/^ 

For this cubic equation Johnson substituted the parabola 
(129) y^h-es?, 

in which x and y have the same meaning as above, and 8 and € are 
empirical constants. The constants S and € are then so chosen that 
the vertex of this parabola is at the elastic limit of the material 
on the axis of loads (or F-axis), and the parabola is also tangent 
to Euler's curve. In this way the formula is made to satisfy the 
theoretical requirements for very long or very short columns, and 
for those of intermediate length it is found to agree closely with 
experiment. 
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For different materials and methods of end support Johnson's 
parabolic formulas, obtained as above, are as follows : 



KiKD OP COLUMX 


Formula. 


Limit fob Ubk 


Mild steel 

Hinged ends 




1 = 42,000 -.97 0' 


I5160 


Flat ends 




1 = 42,000-. 02 (i)' 


I5190 


Wrought iron 




1 = 84,000 -.67(1)* 


1 


Hinged ends 




IPITO 


Flat ends 




1 = 84.000- .4Sg 


I52IO 


Cast iron 

Round endjB 




P 26 /l\* 
_ = 60.000--(-) 


I5 70 


Flat endjB 




£=«,,«x,- 1(0' 


1^120 


Timber (flat ends) 




1= 2,««- .0(1)- 


J 


White pine 




-? 00 


Short-leaf yellow pine 


^-8,800 .7(i) 


-5 60 


Long-leaf yellow 


pine 


2= ^000- .8(1)' 


-? 00 


White oak 




1= 8,600- .8(1)' 


-5 60 



The limit for use in each case is the value of a: ( = - ) at the point 

where Johnson's parabola becomes tangent to Euler's curve. For 

greater valuesi of - Euler's formula should therefore be used. 

A graphical representation of the relation between Euler's for- 
mula, Rankine's formula, J. B. Johnson's parabolic formula, and 
T. H. Johnson's straight-line formula (considered in the next 
article) is given in Fig. 83 for the case of a wrought-iron column 
with hinged ends.t 



* In the formulas for timber f is the least lateral dimension of the column. 
t For a more extensive comparison of these formulas see Johnson's Framed StructureB, 
8th ed., 1905, pp. 159-171; also Trans, Amer, Soc, Civ. Eng,, Vol. XV, pp. 618-^^. 
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58. Johnson's straight-line formula. By means of an exhaustive 
study of experimental data on columns Mr. Thomas H. Johnson 
has shown that for columns of moderate length a straight line 
can be made to fit the plotted results of column tests as exactly 
as a curve. He has therefore proposed the formula 



(130) 



P I 

— ^i; — 0--, 
A t 
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Fig. 83. Wrought-Iron Column (Pin Ends) 

1, Euler'8 formala ; 2, T. H. Johnson's straight-line formula ; 3, J. B. Johnson's parabolic 

formula ; 4, Rankine's formula 

or, in the notation of the preceding article, 

(131) y=:v — aa%, 

in which v and a are empirical constants, this being the equation 
of a straight line tangent to Euler's curve. This formula has the 
merit of great simplicity, the only objection to it being that for 
short columns it gives a value of P in excess of the actual break- 
ing load. The relation of this formula to those which precede is 
shown in Fig. 83. 
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The constants v and o- in formula (130) are connected by the relation 



(132) 



=i^ 



4y 



where for fixed ends n = 1, for free ends n = 4, and for one end 
fixed and the other free w = 1.78. 

The following table gives the special forms assumed by Johnson's 
straight-line formula for various materials and methods of end 
support : * 



KiKD OF Column 


FORlll'LA 


Limit fob Use 


Hard steel 






Flat ends 


- - 80,000 - 837 - 


- ^ 168.0 


^ Hinged ends 


^ = 80,000 - 414 ^ 


- ^ 129.0 


Ronnd ends 


- = 80,000 - 534 - 


-5 99.9 


Mild steel 






Flat ends 


- = 62,600-179- 
A t 


- 5 196.1 


Hinged ends 


- - 62,600 - 220 - 


- 5 169.8 


Round ends 


^ = 62,600 - 284 ' 


-5 128.3 


Wrought iron 
Flat ends 


- = 42,000 - 128 - 


- ^ 218.1 


Hinged ends 


- = 42,000 - 167 - 
A t 


- 5 178.1 


Round ends 


- = 42,000-203- 
A t 


- ^ 188.0 


Cast iron 






Flat ends 


- = 80,000 - 438 - 

jA. t 


- 5 121.6 


Hinged ends 


- = 80,000 - 637 - 
A t 


-5 99.3 


Round ends 
Oak 


^ = 80,000 - 693 ^ 
A t 


-5 77.0 


Flat ends 


-= 6,400- 28- 
A t 


i <>28.1 



• Trans, Amer. Soc. Civ. Eng., 1886, p. 530. 
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The limit for use in each case is the value of 2: f = - J for the point 

at which Johnson's straight line becomes tangent to Euler's curve. 
59. Cooper's modification of Johnson's straight-line formula. In 
his standard bridge specifications Theodore Cooper has adopted 
Johnson's straight-line formulas, modifying them by the introduc- 
tion of a factor of safety. Thus, for medium steel, Cooper specifies 
that the following formulas shall be used in calculating the %afe 
load. For chords 



(133) 



For posts 



(184) 



P I 

— = 8,000 — 80 - for live-load stresses, 
At 

P I 

— = 16,000 — 60 - for dead-load stresses. 
A t 



(F I 

— = 7,000 — 40 - for live-load stresses, 

At 

P I 

— = 14,000 — 80 - for dead-load stresses. 
At 

P I 

— = 10,000 — 60 - for wind stresses. 
A t 



For lateral struts 

P I 

(135) -J = 9,000 — 60 - for initial stresses. 

By initial stress in the last formula is meant the stress due to 
the adjustment of the bridge members during construction. 

60. Eccentrically loaded columns. In a column that carries an 
eccentric load (foi: example, a column carrying a load on a bracket 
or the post of a crane) there is a definite amount of bending stress 
due to the eccentricity of the load in addition to the column stress. 
As the nature of column stress is such that it is impossible to de- 
termine its amount, the simplest method of handling a problem of 
this kind is to determine its relative security against failure as a 
column and failure by bending. That is to say, first determine its 
factor of safety against failure as a column under the given column 
load. Then consider it as a beam and find the equivalent bending 



• • < 
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t 



moment which would give the same factor of safety. Finally, com- 
bine this equivalent bending moment with that due to the eccentric 
load, and calculate the unit stress from the ordi- 
nary beam formulas. 

To illustrate the method, suppose that a col- 
umn 18 ft. long is composed of two 12-in. I-beams 
each weighing 40 lb./f t., and carries a colunm load 
of 20 tons at its upper end and also an eccentric 
load of 10 tons with eccentricity 2 ft., as shown 
in Fig. 84. Assuming that the colunm has flat 
ends, and using Johnson's straight-line formula, 

P= ^^52,500- 179 -j, the factor of safety 
against column failure is 



\P&Pt 



^1+^. 



Fig. 84 



(62, 



600-179 



^) 



_ 2(11.76) (52,500 - 179 (47.3)) ..^ 

60,000 



60,000 

Now consider the column as a beam and And the equivalent central 

load K corresponding to the factor of safety just found, namely, 

17.3. The maximum moment in a simple beam bearing a concen- 

Kl 
trated load K at the center is Jlf=-7-. Hence, from the beam 

4 

formula M=^ we have — = ^; whence K=—^» Assuming 
the ultimate strength of the material to be 60,000 lb./in.^, we have 



60,000 „ ,. a 
P = ^^ o lb./m.'. 



7=2(245.9) in.*, 
e = 6 in., 



17.3 
I = 216 m., 

and, inserting these values, the equivalent load K is found to be 

4 X 60,000 X 491.8 



K = 



17.3 X 216 X 6 



= 5220 lb. 



Now the eccentric load ij, acting parallel to the axis of the colunm, 
produces the same bending effect as a horizontal reaction JJ at either 
end, where HI = ijrf. The bending moment at the center, due to a 

reaction -H" perpendicular to the axis of the beam, is, however, — -. 
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Hence the total equivalent moment at the center now becomes 
,^ Kl HI Kl FA 6220 x ^16 . 20,000 x 24 

^=T'^T = T'^^2 4 -^ 2 

= 521,880 in.-lb. 
Consequently, the maximum unit stress in the member becomes 

M 621,880 ^o^_ „ ,. , 
^ = ^ = -8lk- = '''^^^-/"" 

which corresponds to a factor of safety of about ?. 

If this factor of safety is larger than desired, assume a smaller 
I-beam and repeat the calculations. 

A method substantially equivalent to the above is to assume that 
the stress in a column is represented by the empirical factor in the 
column formula used. Thus, for a short block the actual compressive 
Stress p is given by the relation F=pA, whereas in the column 

formula used above, namely, P = ^ ( 52,500 — 179 - J ? the stress p i 

replaced by the empirical factor 62,500 — 179- • Consequently, the 

fraction j 

62,500-179- 

t 



is 



u 



where u^ denotes the ultimate compressive strength of the material, 
represents the reduction in strength of the member due to its slim- 
ness and method of loading ; or, what amounts to the same thing, 
the equivalent unit stress in the column is 



(136) 1^. = t' 



"^'52,500-179- 



Applying this method to the numerical problem given above, we 
^^v® A = 23.52, 

- = 47.3, 
t 

, u, 60,000 . g^ 

52,500 -mi 52,600-179x47.3 

t 
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Hence the equivalent stress in the colunm is 

30x2000 . ^^ o><TAiu /. s 

Also, the bending stress, produced by the eccentricity of the load, is 

Consequently, by this method, the total stress in the colunm is 
found to be ^ 3470 ^ 2928 = 6398 lb./m.* 

If a formula of the Rankine-Gordon type is used, namely, 

P ^ 9 



A 



-^(7)' 



the equivalent stress p^ in the column, due to the given load P, is 



P 



K 



9 

where u^ denotes the ultimate compressive strength of the material, 
as above. 

APPLICATIONS 

166. A solid, round, cast-iron column with flat ends is 15 ft. long and 6 in. in 
diameter. What load may be expected to cause rupture ? 

167. A square wooden post 12 ft. long is required to support a load of 15 tons. 
With a factor of safety of 10, what must be the size of the post ? 

168. Two 8-in. steel I-beams, weighing 25.25 Ib./ft., are joined by latticework 
to form a column 25 ft. long. How far apart must the beams be placed, center to 
center, in order that the column shall be of equal strength to resist buckling in 
either axial plane ? 

169. Four medium steel angles, 5 x 3 x J in., have their 3-in. legs riveted to a 
J-in. plate so as to form an I-shaped built column. How wide must the plate be in 
order that the column shall be of equal strength to resist buckling in either axial 
plane ? 

170. A hollow wrought^iron column with flat ends is 20 ft. long, 7 in. internal 
diameter, and 10 in. external diameter. Calculate its ultimate strength by Rankine^s 
and Johnson^s formulas and compare the results. 

171. Compute the ultimate strength of the built column in problem 168 by 
Rankine^s and by Johnson^s formulas and compare the results. 

172. Compute the ultimate strength of the column in problem 160 by Rankine^s 
and by Johnson's straight-line formulas and compare the results. 
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Fig. 86 



173. A column 18 ft. long is f onned by joining the legs of two 10-in. steel chan- 
nels, weighing 30 Ib./f t., by two plates each 10 in. wide and ^ in. thick, as shown 
in Fig. 86. Find the safe load for this column by Johnson's straight-line formula, 

using a factor of safety of 4. 

174. A WTOught-iron pipe 10 ft. long, and of inter- 
nal and external diameter 3 in. and 4 in. respectively, 
bears a load of 7 tons. What is the factor of safety ? 
176. What must be the size of a square steel strut 
8 ft. long, to transmit a load of 6 tons with safety ? 

176. Design a column 16 ft. long to be formed of 
two channels joined by two plates and to support a 
load of 20 tons with safety. 

177. Using Cooper's formula for live load, design 
the inclined end post of a bridge which is 26 ft. long 
and bears a load of 30 tons, the end post to be com- 
posed of four angles, a top plate, and two side plates. 

178. A strut 16 ft. long, fixed rigidly at both ends, 
is needed to support a load of 80,000 lb. It is to be composed of two pairs of angles 
united with a single line of ^-in. lattice bars along the central plane. Determine 
the size of the angles for a factor of safety of 6. (Note that the angles must be 
spread ^in. to admit the latticing.) 

179. For short posts or struts, such as are ordinarily used in building construc- 
tion, it IB customary to figure the safe load as 12,000 Ib./in.' of cross-section area 

for lengths up to 00 times the radius of gyration ; that is, for-^ 00. To what factor 

of safety does this correspond, by Johnson's straight-line formula ? 

180. The posts used to support a girder in a building are 8 in. x 8 in. timbers 
8 ft. long. Find the diameter of a solid cast-iron column of equal strength. 

If a wrought-iron pipe 4 in. in external diameter is used, what must be its thick- 
ness to be equally safe ? 

181 . At what ratio of diameter to length would 
a round mild-steel strut have the same tendency 
to crush as to buckle ? 

182. A load of 100 tons is carried jointly by 
three cast-iron columns 20 ft. long. What saving 
in material will be effected by using a single 
column instead of three, the factor of safety to 
be 16 in both cases ? 

183. Determine the proper size of a hard- 
steel piston rod 48 in. long for a piston 18 in. 
in diameter and a steam pressure of 80 Ib./in.^ 
Consult table for proper factor of safety. 

184. The side rod of a locomotive is 9 ft. long between centers, 4 in. deep, and 
2 in. wide. The estimated thrust in the rod is 12 tons, and the transverse inertia 
and gravity load 20 lb. per inch of length. Determine the factor of safety. 

186. The vertical post of a crane (Fig. 86) is to be made of a single I-beam. The 
post is pivoted at both ends so as to revolve about its axis. Find the size of I-beam 
required for factor of safety of 4 and for dimensions and loading, as shown. 
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SECTION IX 

TORSION 

61. Maximum stress in circular shafts. When a uniform circular 
shaft, such as is shown in Fig. 87, is twisted by the application of 
moments of opposite signs to its ends, every straight line AB paral- 
lel to its axis is deformed into part of a heUx, or screw thread, AC, 
The strain in this case is one of pure shear and is called torsion. 

■-Aa? 'I 

X 




Fig. 87 

The angle j> is called the angle of shear and is proportional to the 
radius BD of the shaft. The angle is called the angle of twist 
and is proportional to the length AB of the shaft. 

Consider a section of length ^ cut from a circular shaft by 
planes perpendicular to its axis (Fig. 87). Let A0 denote the angle 
of twist for this section. Then, since the angle of twist is propor- 
tional to the length of the shaft, ^0:0 = ^il\ whence 

V 

Also, if ^ and A^ are expressed in circular measure, 

J9C=^.^J9 = ^Ax, and BC=^ ^0 * BD^r^O. 

Therefore <5 = —— = r --. From Hooke's law, ^= G. Hence 

Ax I <l> 

(187) q=G<t> = ^. 

Therefore q is proportional to r; that is to say, the unit shear is 

proportional to its distance from the center, being zero at the 

center and attaining its maximum value at the circumference. 
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If <l denotes the intensity of the shear at the circumference, and 
a denotes the radius of the shaft, then the shear j at a distance r 
from the center is given by the formula 

c/r 

Now if q denotes the intensity of the shear on any element of 
area A^, the total force acting on this element is qAA^ and its mo- 
ment with respect to the center is qAAr, Therefore the total internal 
moment of resistance is V^A-4r, where the summation extends over 
the entire cross section ; and since this must be equal to the exter- 
nal twisting moment Jtf^, we have 

Inserting for q its value in terms of the radius, j = 2— , this becomes 

a ^ 

or, since by definition Vr^A-4 = j^, the polar moment of inertia of 
the cross section, , _ 

a 

7ri>* • D 

For a solid circular shaft of diameter D^ 1^ = -— and « = -^ ; 

consequently, 

(138) g =_ = -_^. 

For a hollow circular shaft of external diameter D and internal 
diameter d^ 1^ = —. (i>* — d*) and a = — ; hence 

(189) q' = ^ 



ir(2>* - <!*) 
62. Angle of twist in circular shafts. From equation (IS?)^ 

Gr Ga 
Therefore, for a solid circular shaft, from equation (138), 

(140) = ^^, 
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and for a hollow circular shaft, from equation (139)9 

If Mf is known and can be measured, equations (140) and (141) 
can be used for determining G. If 6 is known and measured, these 
equations can be used for finding M^ ; in this way the horse power 
can be determined from the angle of twist 

63. Power transmitted by circular shafts. Let H denote the 
number of horse power being transmitted by a circular shaft, n its 
speed in revolutions per minute (R.P.M.), and M^ the torque, or 
twisting moment, acting on it, expressed in inch-pounds. Then, since 
the angular displacement of M^ in one minute is 2 7m, the work 
done by the torque in one minute is 2 wnM^ Also, since one horse 
power = 38,000 ft.-lb./min. = 396,000 in.-lb./min., the total work 
done by the shaft in one minute is 396,000 H. Therefore 

2 9m^, = 396,000^; 

whence 

, ^ ,^ 396,000 JI ^«^«^ff, ,^ 

(142) M. = 1 = G3,OaO — in.-lb. 

^ ^ • 2im n 

Therefore,' if it is required to find the diameter D of a solid circular 

shaft which shall transmit a given horse power JT with safety, then, 

from equation (138), 

, _ 16 Jf, _ 321,000 ff 

whence 

(143) D = esji ^g^. 

As safe values for the maximum unit shear ^, Ewing recom- 
mends 9000 lb./in.* for wrought iron, 13,500 lb./in.* for steel, and 
4500 lb./in.^ for cast iron. Inserting these values of g' in formula 
(143)9 it becomes 

(1*4) 

where for steel /li = 2.88, for wrought iron fi = 8.29, and for cast 
iron /i = 4.15. 
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Expressed* in kilowatts instead of horse power, this formula 
becomes 



(145) n 



.l-K»F. 



where for steel p = 3,176, for wrought iron p = 3.627, and for cast 
iron p = 4.676. 

64. Combined bending and torsion. In many cases shafts are 
subjected to combined bending and torsion, as, for instance, when 
a shaft transmits power by means of one or more cranks or pulleys. 
In this case the bending moment Jf^ at any point of the shaft pro- 
duces a normal stress je? in accordance with equation (33), article 34, 

that is, 

Mf,e _ 32 M^ 

I ^ irL^' 



(146) p^-k^^^l^L^ 



and the torque M^ produces a shearing stress q given by (138)9 
article 61, namely, 

(147) ? = -t = ^' 

In more advanced works on the strength of materials, however, it 
is shown that the maximum and minimum normal and shearing 
stresses, resulting from any such combination as the above, are 
given by the relations * 

(148) p^ = ^ ± V47T7, 

min *i 



(149) ?„»x = ±>/47+7. 



min 



Therefore, inserting in these expressions the values of p and q as 
given above, the maximum and minimum normal and shearing 
stresses in terms of the bending and twisting moments are found 
to be 

(150) !>„„« = -i^ {m^ =fc y/Ml + Ml) (called Rankine's formula), 

(151) Q'nutt = =t i Vitf 6 + M^ (caUed Guest's formula). 

min '^^ 

« Slocom and Hancock, Strength of MateriaUy Reyised Edition, pp. 24-25. 
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Note that Rankine*s formula gives the principal normal etresses, that 
is, tension or compression, whereas Guest's formula gives shear. Since 
the ultimate strength in tension or compression is usually different 
from that in shear,* in designing circular shafts carrying combined 
stress both formulas should be tried with the same working stress (or 
factor of safety), and the one used which gives the larger dimensions. 

65. Resilience of drcular shafts. In article 7 the resilience of a 
body was defined as the internal work of deformation. For a solid 
circular shaft this internal work is 

where M^ is the external twisting moment and is the angle of twist. 

From equation (137), ^ = -?- = -^ » 

Gr Ga 

and from equation (138), Jf, = ^^ • 

Therefore the total resilience of the shaft is 

and consequently the mean resilience per unit of volume is 
(153) ^, = — = -i^. 

66. Non-circular shafts. The above investigation of the distribu- 
tion and intensity of torsional stress applies only to shafts of circular 
section. For other forms of cross section the results are entirely 
different, each form having its own peculiar distribution of stress. 

For any form of cross section whatever, the stress at the boundary 
must be tangential, for if the stress is not tangential, it can be 
resolved into two components, one tangential and the other normal 
to the boundary ; but a normal component would necessitate forces 
parallel to the axis of the shaft, which are excluded by hypothesis. 

Since the stress at the boundary must be tangential, the circular 
section is the only one for which the stress is perpendicular to a 
radius vector. Therefore the circular section is the only one to 

• TbB shearing strength of dnctUe materials, both at the elastic limit and at the ulti- 
mate stress, is about four fifths of their tensile strength at these points. 
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which the above development applies, and consequently is the only 
form of cross section for which Bernoulli's assumption holds true. 
That is to say, the circular section is the onlt/ form of cross section 
which remains plane under a torsional strain. 

The subject of the distribution of stress in non-circular shafts has 
been investigated by St. Venant, and the results of his investigations 
are summarized below (articles 67-70). 

67. Elliptical shaft* For a shaft the cross section of which is an 
ellipse of semi-axes a and by the maximum stress occurs at the ends 
of the minor axis instead of at the ends of the major axis, bs might 
be expected. The unit stress at the ends of the minor axis is given 
by the formula 

and the angle of twist per unit of length is 

(155) 0, = ^^^W^- 

The total angle of twist for an elliptical shaft of length I is therefore 

68. Rectangular and square shafts. For a shaft of rectangular 
cross section the maximum stress occurs at the centers of the longer 
sides, its value at these points being 

(157) q^ ^^=^(.68 + .45 J), 

hb Vft* + ft* \ */ 

in which h is the longer and h the shorter side of the rectangle. The 
angle of twist per unit of length is, in this case, 

(158) *, = 3.57^£^l±i2. 

For a square shaft of side h these formulas become 

(159) W-4.«^* 
and 

(160) tf, = 7.14^,. 
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The value of q for a square shaft found from this equation is 

Mr 

about 15 per cent greater than if the formula q = — were used, and 

"^ 

the torsional rigidity is about .88 of the torsional rigidity of a 

circular shaft of equal sectional area. 

69* Triangular shafts. For a shaft whose cross section is an 
equilateral triangle of side Cj 

(161) g„«x = 2o£!: 



and the angle of twist per unit of length is 
(162) »,= ^* 



.SGIp 



The torsional rigidity of a triangular shaft is therefore .73 of the 
torsional rigidity of a circular shaft of equal sectional area. 

70. Angle of twist for shafts in general. The formula for the 
angle of twist per unit of length for circular and elliptical shafts 
can be written 

(163) *, = __f.^. 

in which I^ is the polar moment of inertia of a cross section about 
its center, and A is the area of the cross section. This formula is 
rigorously true for circular and elliptical shafts, and St.yenant has 
shown that it is approximately true whatever the form of cross 
section. 

APPLICATIOHS 

186. A steel wire 20 in. long and .182 in. in diameter is twisted by a moment 
of 2t) in.-lb. The angle of twist is then measured and found to he 6 = 18° 81^ What 
is the value of O determined from this experiment ? 

Solution, From equation (140), article 62, 

82^ 

where, in the present case, using pound and inch units, Ifi = 20, 2 = 20, D = 182, 
and = 18^81' = .8282 radians. Substituting these numerical values, the result is 

C? = 11,490,000 lb./in.« 

187. A steel shaft 6 in. in diameter is driven by a crank of 12-in. throw, the 
maximum thrust on the crank being 10 tons. If the outer edge of the shaft-bearing 
is 11 in. from the center of the crank pin, what is the stress in the shaft at this point ? 
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SohOwn. Referring to Fig. 88, the 
dimeDfflons in ttie present case are 

clj = 12 in., d, = 11 in. 

Conseqaently, 

lfi = 10 . 2000 . 12 = 240,000 in.-lb. 
If* = 10 . 2000 . 11 = 220,000 in.-lb. 

Therefore, from equation (160), article 64, 

PtoMx = -^(220,000 + V220,000* + 240,000") 

= 22,200 Ib.^n.*, 
and similarly, from equation (151), 




Fig. 88 



qumx = -^( V220,000* + 240,000*) = 18,275 lb./in.« 

188. If P and Q denote the unit stresses at the elastic limits of a material in 

p 

tension and shear respectively, show that when — < 1 the material will fail in ten- 
sion, whereas when — > 1 it will fail in shear, when subjected to combined bending 

and torsion, irrespective of the relative values of the bending and twisting moments. 
SobUion. Combining Rankine^s and Guest's formulas, we have 



P'-?' = 



16 Ml, 



Consequently, if the bending moment is zero, p^ = g', or — = 1, whereas if it is not 

zero, ^><f* Similarly, if the twisting moment is zero, — = 2. 

Now let Ft and JPV denote the factors of safety in tension and shear respectiyely. 
Then p 

(f "P F 

Since j/ ^ 9^, the fraction — ^ 1. Consequently, if -- < 1 also, then -=r < ^ > ^^^ 

is, F( < F«, and the material is weaker in tension than in shear. The second part 
of the theorem is proved in a similar manner. 

For a complete discussion of this question see article by A. L. Jenkins, En- 
gineering (London, November 12, 1900), pp. 637-689. 

189. Three pulleys of radii 8, 4, and 6 in. respectively are keyed on a shaft as 
shown in Fig. 89. Pulley No. 1 is the driving pulley and transmits 30 H. P. to the 
shaft, of which amount 10 H.P. is taken off from pulley No. 2 and the remaining 
20 H.P. from pulley No. 8. The speed is 50 R.P.M., the belts are all parallel, and 
the tension in the slack side of each belt is assumed to be one half the tension in the 
tight side. Find the required size of the shaft for a working stress of 12,000 lb./in.> 
in tension and 9000 Ib./in.* in shear. 
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Solution, The first step is to find the tensioDS in the belts. Since power is the 
rate of doing work, and 1 H.P. = 550 ft.-lb./sec, the formula for power may be 
written 



(164) 



Fv 
Horse power = ■==;;» 



u- — ^^l— .^ 



d 




Fig. 89 

where F denotes the effective force, or difference in tension in the two sides of the 
belt, expressed in pounds, and v is the belt speed in ft./sec. Hence, for the pulley 
of 8 in. radius transmitting 80 H.P., we have 

F2V' |'50^ 



80 = 



60. 550 



whence F = 4730 lb. Since by assumption the tension on the tight side of the belt 
is twice that on the slack side, their values are 

Tension on tight side = 9400 lb. 
Tension on slack side = 4780 lb. 

The belt tensions for the other 
pulleys are calculated in a simi- 
lar manner, the results being 
indicated on Fig. 89. 

Considering the shaft as a 
beam, the load at each pulley 
is equal to the sum of the belt 
tensions for that pulley, as 
shown in Fig. 90. The reac- 
tions of the bearings and the 
bending-moment diagram are 
next obtained, the results being 
given in Fig. 90. 

The maximum bending and twisting moments thus occur at pulley No. 1, 

numerical values being 

Mb = 364,280 in.-lb., 

Mt = 87,840 in.-lb. 




Moment diagram 
Fio. 90 
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Therefore, substituting in equation (160), we have 



12,000 = -^ (864,280 + ^364,230* + 87,840*) ; 

whence 

D = 6.726 in. 

and similarly, from equation (161), 



16 



9000 = -^ \/S64,280* + 87,840* ; 

whence 

D = 5.842 in. 

The proi>er diameter for the shaft is then the larger of these two values, say 6} in. 

190. If the angle of twist for the wire in problem 186 is ^ = 40°, how great is 
the torsional moment acting on the wire ? 

191. Compare the angle of twist given by St. VenanVs general formula with 
the values given by the special formulas in articles 67, 68, and 60. 

192. A steel shaft is required to transmit 300 H.P. at a speed of 200 revolutions 
I>er minute, the maximum moment being 40 per cent greater than the average. 
Find the diameter of the shaft. 

193. Under the same conditions as in problem 192, find the inside diameter of a 
hollow circular shaft whose outside diameter is 6 in. Also compare the amount of 
metal in the solid and hollow shafts. 

194. The semi-axes of the cross section of an elliptical shaft are 8 in. and 6 in. 
respectively. What is the diameter of a circular shaft of equal strength ? 

196. An oak beam 6 in. square projects 4 ft. from a wall and is acted upon at 
the free end by a twisting moment of 26,000 ft. -lb. How great is the angle of twist ? 

196. A steel shaft 10 ft. long between centers of bearings and 4 in. in diameter 
carries a pulley 14 in. in diameter at its center. If the driving tension in the belt 
is 260 lb., and the following side runs slack, what is the maximum stress in the 
shaft, and how many H.P. is it transmitting when running at 80 R.P.M. ? 

197. Find the required diameter of a solid wrought-iron circular shaft which is 
required to transmit 160 H.P. at a speed of 60 R.P.M. 

198. Find the angle of twist in problem 192. 

199. Find the angle of twist in problem 103 and compare it with the angle of 
twist for the solid shaft in problem 198. 

200. How many H.P. can a hollow circular steel shaft of 16 in. external diam- 
eter and 11 in. internal diameter transmit at a speed of 60 R.P.M. if the maximum 
allowable unit stress is not to exceed 12,000 Ib./in.^ ? 

201. Find the diameter of a structural-steel engine shaft to transmit 900 H.P. 
at 76 R.P.M. with a factor of safety of 10. 

202. Find the factor of safety for a wrought-iron shaft 6 in. in diameter which 
is transmitting 60 H.P. at 125 R.P.M. 

203. A structural-steel shaft is 60 ft. long and is required to transmit 500 H.P. 
at 90 R.P.M. with a factor of safety of 8, and to be of sufficient stiffness so that 
the angle of torsion shall not exceed .6° per foot of length. Find its diameter. 

204. Under the same conditions as in problem 203, find the size of a hollow 
shaft if the external diameter is twice the internal. 
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206. A hollow wTougbt-iron shaft 9 in. in external diameter and 2 in. thick is 
required to transmit 600 H.P. with a factor of safety of 10. At what speed shocdd 

it be ran? 

206. A horizontal steel shaft 4 in. in 
diameter and 10 ft. long between centers 
of bearings carries a 300-lb. pulley 14 in. 
in diameter at its center. The belt on the 
pulley has a tension of 60 lb. on the slack 
side and 176 lb. on the driving side. Find 
the maximum stress in the shaft, assum- 
ing that the belt exerts a horizontal pull 
on the shaft. 

207. An overhung steel crank, like 
that shown in Fig. 88, carries a maTimum thrust on the crank pin of 2 tons. 
Length of crank, 9 in. ; distance from center of pin to center of bearing, 6 in. 
Determine the size of crank and shaft for a factor of safety of 6. 

208. A propeller shaft 
9 in. in diameter transmits 
1000 H.P. at 00 R.P.M. If 
the thrust on the screw is 
12 tons, determine the maxi- 
mum stress in the shaft. 

209. A round steel bar 
2 in. in diameter, supported 
at points 4 ft. apart, deflects 
.029 in. under a central load 
of 3001b. and twists 1.82° 
in a length of 2^ ft. under 
a twisting moment of 1600 
f t.-lb. Find E and O for the 
material. 

210. A steel shaft sub- 
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jected to combined bending and torsion has an elastic limit in tension of 04,000 

Ib./in.^ and an elastic limit in shear of 29,170 Ib./in.* Show that Ouest^s formula, 

rather than Rankine% applies to 
^ this material. 

211. A shaft subjected to com- 
bined bending and twisting is made 
of steel for which the elastic limit 
in tension is 28,800 lb./in.< and the 
elastic limit in shear is 16,000 Ib./in.* 
Show that if the bending moment is 
one half the twisting moment, the 
shaft will be weakest in shear, 
whereas if the bending moment is 

twice the twisting moment, it will be weakest in tension. 

212. A cast-iron flanged shaft coupling is connected by eight 1|^ in. bolts, the 

axis of each bolt being 6 in. from the axis of the shaft. The diameter of the 
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shaft is 6 in. Find the shear on each bolt ^hen the maximum shearing stress in 
the shaft is 9000 Ib./in.^ 

213. A crank shaft revolves in bearings at A and £, as indicated in Fig. 91. 
The cranks are in the same plane, and the crank-pin pressures P and Q are assumed 
to act at right angles to the cranks. If P = 2600 lb., find Q and the reactions of 
the bearings at A and B, Find also the maximum stress in the crank pin C and 
draw the bending moment and shear diagrams. 

214. A crank shaft revolves in bearings at B and F (Fig. 92) and carries 
two cranks C and E in the same plane. The shaft transmits a pure torque at 
the left end, and the crank-pin pressures are assumed to act perpendicular to the 
plane of the cranks. Find the stresses in the cranks C and E, and in the shaft at 
B and D, and draw the bending moment and shear diagrams. 

216. A crank shaft revolves in bearings at B and D (Fig. 98), the planes of 
the two cranks being 90° apart. Taking the dimensions given in the figure, 
assume P = 8000 lb. and find Q, the reactions of the bearings, and the stress in the 
crank pin C, 



SECTION X 

SPHERES AND CYLINDERS UNDER UNIFORM PRESSURE 

71. Hoop stress. When a hollow sphere or cylinder is subjected 
to uniform pressure, as in the case of steam boilers, standpipes, gas, 
water, and steam pipes, fire tubes, etc, the effect of the radial pres- 
sure is to produce stress in a circumferential direction, called hoop 
stress. In the case of a cylinder closed at the ends, the pressure on 
the ends produces longitudinal stress in the side walls in addition 
to the hoop stress. 

If the thickness of a cylinder or sphere is small compared with 
its diameter, it is called a shell. In analyzing the stress in a thin 
shell subjected to uniform pressure, such as that due to water, 
steam, or gas, it may be assumed that the hoop stress is distributed 
uniformly over any cross section of the shell. This assumption ¥dll 

be made in what follows. 

72. Hoop tension in hollow sphere. Consider 
a spherical shell subjected to uniform internal 
pressure, and suppose that the shell is cut into 
hemispheres by a diametral plane (Fig. 94). 
Then, if w denotes the pressure per unit of 
area within the shell, the resultant force act- 

Fig. 04 j^g q^ either hemisphere is P = —r — » where 

d is the radius of the sphere. If p denotes the unit tensile stress on 

the circular cross section of the shell, the total stress on this cross 

section is irdhp^ approximately, where h is the thickness of the shelL 

Consequently, ^ 

— — = TrrfAp ; 

whence 

which gives the hoop tension in terms of the radial pressure, 
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73. Hoop tension in hollow drcular cylinder. In the case of a 
cylindrical shell, its ends hold the cylindrical part together in such 
a way as to relieve the hoop tension at either extremity. Suppose, 
then, that the portion of the cylinder considered is so far removed 

from either end that the influence of the 
end constraint can be assumed to be zero. 
Suppose the cylinder cut in two by a 
plane through its axis, and consider a sec- 
tion cut out of either half cylinder by two 
planes perpendicular to the axis, at a dis- 
tance apart equal to c (Fig. 95). Then the 
resultant internal pressure P on the strip 
under consideration is P = cdw^ and the 
resultant hoop tension is 2 cAp, where the letters have the same mean- 
ing as in the preceding article. Consequently, cdw = 2 chp ; whence 

(166) 




A.—d .J 



Fig. 05 



i> = 



2A 



This result is applicable to shells under both inner and outer 
pressure, if jt> is taken to be the excess of the internal over the 
external pressure. 

74. Longitudinal stress in hollow 
drcular cylinder. If the ends of a 
cylinder are fastened to the cylin- 
drical part, the internal pressure 
against the ends produces longitudi- 
nal stresses in the side walls. In 
this case the cylindrical part is 
subjected both to hoop tension and to longitudinal tension. 

To find the amount of the longitudinal tension, consider a cross 
section of the cylinder near its center, where the influence of the 
end restraihts can be assumed to be zero (Fig. 96). Then the re- 



1^ 
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sultant pressure on either end is P = 



ircPw 



and the resultant longi- 
ird^w 



tudinal stress on the cross section is irdhp. Therefore ■■• = irdhp; 

whence 

. wd 

(167) P = 



4:h 
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This is the same formula as for the sphere, which was to be 
expected, since the cross section is the same in both cases. 

75. Thick cylinders. Lamp's formulas. Consider a thick circular 
cylinder of external radius a and internal radius i, subjected to either 

internal or external 
^f"^ Pr uniform pressure,or 
^k^ r-^^5!>v . to both simultane- 
ously, and suppose 
that a section is cut 
out of the cylinder by 
two planes perpen- 
dicular to the axis 
at a unit distance 
apart (Fig. 97). 
Now consider a 
thin ring of the material anywhere in the given section, of external 
radius r^ and internal radius r,- Then, under the strain, r. will become 

r. + Ar. = r.(l + ^) = r.(l + <). 

where «, denotes the unit deformation of the fiber, which never 
exceeds -^jy^j^ for safe working stresses. Similarly, r,. will become 
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^, + Ar, = r,(l + ^) = r,(l-hO. 



where the unit deformation s^ is also veiy small. Since any safe 
strain produces no appreciable change in the sectional area of the 
thin ring here considered, by equating its sectional areas before and 
after strain we have 

T (r» - r») = -TT [r» (1 + «.)* - n» (1 + «,)^. 

Canceling out the common factor ir and reducing, tins becomes 

or, since the unit deformations s^ and ^^ are very small, their squares 
may be neglected in comparison with their first powers, and con- 
sequently this expression further reduces to 



!i = i' 



.8 



«. 
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Since by Hooke's law the unit stress is proportional to the unit 
deformation within the elastic limit, if p^ denotes the unit stress on 
the outside fiber of the thin ring, and p^ on the inside fiber, then 

or Pir?=Per!' 

Hence, if p,^ denotes the hoop stress on any element of the thin ring 
and r the radius of this element, then 

(168) Ph^ = constant, say C 

It should be noted that this relation applies only to a thin ring and 
not to the thick cylinder as a whole. It may be used, however, to 
find the change in the hoop stress corresponding to a small change 
in the radius, that is to say, the difference in the hoop stress on two 
adjacent fibers, as explained in what follows. 

Now again consider a thin ring of the material and let its inter- 
nal radius be r and its thickness Ar. Also, let pi^ denote the hoop 
stress in this thin ring, p^ the radial stress acting on its inner sur- 
face, Biidp^ + Ap^ the radial stress acting on its outer surface. Then 
the difference in pressure on the inside and outside of the ring 
must be equal to the total force holding the ring together ; that is, 

(p^ + Ap^) 2(r -f- Ar) — 2 yy^ = 2p^^r; 

but, since Ap^ Ar is infinitesimal in comparison with the other terms, 
this reduces to 

(169) ^h=Pr + ^'^* 

If the ends of the cylinder are free from restraint, or if the cyl- 
inder is subjected to a uniform longitudinal stress, the longitudinal 
deformation must be constant throughout the cylinder. But the 
lateral action of p^ and pj^ produce longitudinal deformation in 

accordance with Poisson's law (article 8). Thus, if — denotes 

Poisson's ratio, the longitudinal deformation due to the action of 

»- and p. is -^ + -^, or — (p^ + P*)- Therefore, in order that 
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this expression may be constant, p^ -\-Ph naust be constant. Denoting 
this constant by A, we have 

(170) Pr+Ph^ *• 

Now eliminating p^ between equations (168) and (170), we have 

As the radius r increases, the stress p^ increases or decreases ac- 
cording to whether the constant C is positive or negative ; that is, 
whether the internal pressure is greater or less than the extemaL 
Since the sign of C has no effect on the result, we may say that for 
a point at a distance r + Ar from the axis the radial stress is of 
amount p^ — Ap^, such that 

{h-(ip^-^^p;)^(r^Lry^C. 

Simplifying this expression, it becomes 

(*-j9,)/^-|-2rAr(i-;?,)-r*Ap,= C; 

and subtracting from it the original relation, namely, 

we have 2 rAr (k — p^ — r*Ap^ = 0, 

whence -^ = — ^ .. ^'^ = —^ ; 

Ar r^ r 

C 
and, since pf^=:—j this becomes 

(171) ^^2C 



Substituting equation (171) in equation (169) and making use 
of equation (170), we have 

, 2C , 2C 

whence 

(172) ^* = S + P- 

and therefore, from (170), 



(173) Pr = J-^ 
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If, therefore, the cylinder Is subjected to a uniform internal pres- 
sure of amount w^ per unit of area, and also to a uniform external 
pressure of amount w^ per unit of area, then p^ = w^ when r^ou, 
and p^ = w^ when r = 6. Substituting these simultaneous values 

in equation (173), 

h C k C 

whence C^^^^^-^. l-'^^P^^ 

k 
Hence, substituting these values of C and — in equations (172) 

and (173), they become 



(174) 



*''• - «» _ ft» (a»-6«)r« ' 

which give the radial and hoop stresses in a thick cylinder subjected 
to internal and external pressure. Equations (174) are known as 
Lamp's formulas. 

76. Maximum stress in thick cylinder under uniform internal 
pressure. Consider a thick circular cylinder which is subjected only 
to internal pressure. Then w^ = 0, and equations (174) become 

Since pi^ is negative, the hoop stress in this case is tension. 

Since p^ and p^^ both increase as r decreases, the maximum stress 
occurs on the inner surface of the cylinder, where r = 6 and p^ = w^. 
Hence 

Clearing the latter of fractions, we have rr = ^ ; whence the 

thickness of the tube, h=a^b^ is given by 



(177) h^Jy^H^-l). 
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77. Bursting pressure for thick cylinder. Let u^ denote the ulti- 
mate tensile strength of the material of which the cylinder is com- 
posed. Then, from equation (176), the maximum allowable internal 
pressure w^ is obtained from the equation 

wheace 

("8) "'i = „* + fti ♦ 

Equation (178) gives the maximum internal pressure tr,. which the 
cylinder can stand without bursting. 

78. Maximum stress in thick cylinder under uniform external 
pressure. Consider a thick circular cylinder subjected only to 
external pressure. In this case i^^ = and equations (174) become 

w,d' /.. . b*\ 

Since Pf^ is positive, the hoop stress in this case is compression. 
For a point on the inner surface of the cylinder r = 6, jt?^ = 0, and 

79. Comparison of formulas for the strength of tubes under uni- 
form internal pressure. 

I. Thin Cylinder ( — ^.Oasj. From article 73 the formula for 
the hoop (or circumferential) stress in a thin circular cylinder is 

(180) p, = ^. 

and from article 74, when the ends of the cylinder are closed, the 
longitudinal stress is 

(181) p, = — . 
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The actual stress in a thin cylinder, due to the combination of these 
two stresses and based on a value of Poisson^s ratio = .3, is then 
found to be* 

(182) 1>=.4:25— • 

II. Thick Cylinder. Lamfs Formula, In article 76 the maxi- 
mum stress in a thick cylinder under uniform internal pressure is 
given by equation (176) in terms of the radii a and b. If the internal 
and external diameters of the tube are denoted by d and D respec- 
tively, then d= 26, D= 2a, and the formula becomes 

(183) p = —L-^—L—1. 

III. Barlow*s Formula. This formula, which is widely used 
because of its simplicity, assumes that the area of cross section of 
the tube remains constant under the strain, and that the length 
of the tube also remains unaltered. As neither of these assump- 
tions is correct, the formula can give only approximate results. 
In the notation previously used Barlow's formula is 

(184) p = • 

It is therefore of the same form as the formula for the hoop stress 
in a thin cylinder, except that it is expressed in terms of the out- 
side diameter D inside of the inside diameter. 

From the results of their experience in the manufacture and 
testing of tubes, the National Tube Company asserts that for any 

ratio of — < .8 Barlow's formula " is best suited for all ordinary 

calculations pertaining to the bursting strength of commercial tubes, 
pipes, and cylinders." 

For certain classes of seamless tubes and cylinders, however, and 
for critical examination of welded pipe, where the least thickneas 
of wall, yield point of the material, etc. are known with accuracy, 
and close results are desired, they recommend that the following for- 
mulas, due to Clavarino and Bimie, be used rather than Barlow's. 

* Slocum and Hancock, Strength of Materiahy Revised Edition, p. 166. 
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IV. Clavarino^d formulcu In this formula each particle of the 
tube is assumed to be subjected to radial stress, hoop stress, and 
longitudinal stress, due to a uniform internal pressure acting jointly 
on the tube wall and its closed ends. The formula also involves 
Poisson's ratio of lateral contraction, and is theoretically correct, 
provided the maximum stress does not exceed the elastic limit of 
the material. Assuming a value of Poisson's ratio = .3 and using 
the same notation as above, Clavarino's formula is 

(185) p = -'(XY\^^f), 

whence 



(186) d = i>Jl£Ezi£^. 

V. Bimie^s formula. This formula is based upon the same 
assumptions as Clavarino's, except that the longitudinal stress is 
assumed to be zero. Using the same notation as before and assum- 
ing Poisson's ratio for steel to be .3, Bimie's formula is 

(187) P = ^a«/>; + ^/); 

whence 



(188) d = D^ 



10/> — 13 w 



lOp + 7w 

80. Thick cylinders built up of concentric tubes. From equations 
(174) it is evident that in a thick cylinder subjected to internal 
pressure the stress is greatest on the inside of the cylinder and 
decreases toward the outside. In order to equalize the stress 
throughout the cylinder and thus obtain a more economical use 
of material, the device used consists in forming the cylinder of 
several concentric tubes and producing an initial compressive stress 
on the inner ones. For instance, in constructing the barrel of a 
cannon or the cylinder of a hydraulic press the cylinder is built 
up of two or more tubes. The outer tubes in this case are made of 
somewhat smaller diameter than the inner tubes, and each is 
heated until it has expanded sufficiently to be slipped over the one 
next smaller. In cooling, the metal of the outer tube contracts, 
thus producing a compressive stress in the inner tube and a tensile 
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stress in .the outer tube. If, then, this composite tube is subjected 
to internal pressure, the first effect of the hoop tension thus pro- 
duced is to relieve the initial compressive stress in the inner tube 
and increase that in the outer tube. Thus the resultant stress m 
the inner tube is equal to the difference between the initial stress 
and that due to the internal pressure, whereas the resultant stress 
in the outer tube is equal to the sum of these two. In this way the 
strain is distributed more equally throughout the cylinder. It is 
evident that the greater the number of tubes used in building 
up the cylinder, the more nearly can the strain be equalized. 

The preceding discussion of the stress in thick tubes can also be 
applied to the calculation of the stress in a rotating disk. For ex- 
ample, a grindstone is strained in precisely the same way as a thick 
tube under internal pressure, the load in this case being due to 
centrifugal force instead of to the pressure of a fluid or gas. 

81. Practical formulas for the collapse of tubes under external 
pressure. A rigorous analysis of the stress in thin tubes, due to 

external pressure, using Poisson's ratio — of transverse to longi- 

m 

tudinal deformation, gives the formula • 



8 



W = 




or, in terms of the diameter Z) = 2rt, 

8 



2E (hV 

8 

m 



This formula, however, is based on the assumptions that the tube 
is perfectly symmetrical, of uniform thickness, and of homogeneous 
material — conditions which are never fully realized in commercial 
tubes. From recent experiments on the collapse of tubes, t how- 
ever, it is now possible to determine the practical limitations of 
this fonpula and to so modify it, by a method similar to that by 

• Love, Mathematical Theory of Elasticity^ Vol. II, pp. 308-316. 
t Carman, " Resist, of Tubes to Collapse," Univ., III. Bull, Vol. Ill, No. 17; Stewart, 
"CoUap. Press. Lap- Welded Steel Tubes," Trans. A.S.M.E., 1906, pp. 730-820. 
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which the Gordon-Rankine column formula was deduced from 
Euler's formula (articles 54, 55), as to obtain a rational formula 
which shall, nevertheless, conform closely to experimental results. 
By determining the ellipticity, or deviation from roundness, and 
the variation in thickness of the various types of tubes covered by 
the tests mentioned above, it is found that by introducing empirical 
constants the rational formulas can be made to fit experimental re- 
sults as closely as any empirical formulas, with the advantage of 
being unlimited in their range of application.* The formula so 
obtained is 

.,„^. 2EC /h\* r for thin tubes 

(189) u,= i-J, 






- ^ .023 
2> 



where h = average thickness of tube in inches, 

D = maximum outside diameter in inches, 

— = Poisson's ratio = .3 for steel, 
m 

C=.69 for lap-welded steel boiler flues, 

= .76 for cold-drawn seamless steel flues, 

= .78 for drawn seamless brass tubes. 

By a similar procedure for thick tubes ( — >.023j a practical 

rational formula has been obtained from Lamp's formula (article 75) 
for this case also, namely, 

2K*«„/ ^H\ f for thick tubes 

(190) „, = __£^i-ir-). I A^^23 

where u^ = ultimate compressive strength of the material, 

if =.89 for lap-welded steel boiler flues. 

Only one value of if is given, as the experiments cited were all 
made on one type of tube. 

The correction constants C and K include corrections both for 
ellipticity, or flattening of the tube, and for variation in ^ckness. 

* Slocum, " The Collapse of Tubes under External Eressure," Engineering. London, 
January 8, 1909. Also abstract of same article in Kent, 8th ed., 1910, pp. 320-322. 



SPHERES AND CYLINDERS 



129 



Thus, if the correction for ellipticity is denoted by C^ and the 
correction for variation in thickness by C^, we have 

_ minimum outside diameter 
^ maximum outside diameter 

__ minimum thickness 
^ average thickness 

and the correction constants C and K are therefore defined as 

By an experimental determination of C^ and C^ the formulas can 
therefore be applied to any given type of tube. 

82. Shrinkage and forced fits. In machine construction shrink- 
age and forced, or pressed, fits are frequently employed for connect- 
ing certain parts, such as crank disk and shaft, wheel and axle, etc. 
To make such a connection the shaft is finished slightly larger than 
the hole in the disk or ring in which it belongs. The shaft is then 
either tapered slightly at the end and pressed into the ring cold, or 
the ring is enlarged. by heating until it will slip over the shaft, in 
which case the shrinkage due 
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to cooling causes it to grip the 
shaft. 

To analjTze the stresses aris- 
ing from shrinkage and forced 
fits, let Dj denote the diameter 
of the hole in the ring or disk, 
and Dg the diameter of the 

shaft (Fig. 98). When shrunk or forced together, D^ must increase 
slightly and D^ decrease slightly; that is, D^ and D^ must of necessity 
take the same value D. Consequently, the circumference of the hole 
changes from tt D^ to tt D, and hence the unit deformation 9^ of a 
fiber on the inner surface of the hole is 



Fio. 98 



«i = 
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Similarly, the unit deformation s^ of a fiber on the surface of the 
shaft is 

3 2 

From Hooke's law, ^ = Ey we have, therefore, for the unit stress 

8 

p^ on the inside of the disk 

and for the unit stress p^ on the surface of the shaft 

Adding these two equations to eliminate the unknown quantity D, 
the result is 



E» ' B» i 1 ^ 



A ^. 



where K denotes the allowance, or difference in diameter of shaft 
and hole. For a thick disk or heavy ring this allowance K may be 
determined from the nominal diameter D of the shaft by means of 
the following empirical formulas : 



♦ 



112) -ul 

For shrinkage fits, K= ^^^^^^ ^ - 
^ ' 1000 



For pressed fits. 



1000 



XD + l 
For driven fits, K= * *» 

For thin rings, however, the allowance given by these formulas 
will be found to produce stresses in the ring entirely too large for 
safety. In deciding on the allowance for any given class of work 
the working stresses in shaft and ring may first be assigned and 
the allowance then determined from the formulas given below, so 
that the actual stresses shall not exceed these values. 

* S. H. Moore, Trans. Am. Soc. Mech. Eng.^oi. XXIV. 
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From Lamp's formulas the stresses p^ and p^ may be obtained in 
terms of the unit pressure between the surfaces in contact. Thus, 
from formula (183), the stress on the inside of the hole is 

where D^ denotes the outside diameter of the ring, while, by substi- 
tuting r= a and J = in the equations of article 78, the stresses 
on 'the outer surface of the shaft are found to be 

and consequently 

p^ = w. 

Eliminating w between these expressions for p^ and p^^ we have 



(-> 'M^^ 



Now, to simplify the solution, let the coefficient of p^ be denoted by 
H\ that is, let 

A'+A' 

in which case 

Eliminating p^ between this relation and the above expression for 
the allowance K, we have finally 



(193) 



K 



IID^ ^ 1>, 



El E^ 
\Pi = Hp^. 

In applying these formulas the constant H is first computed from 
the given dimensions of the parts. If the allowance K is given, 
the unit stresses p^ and p^ in ring and shaft are then found from the 
above. If JT is to be determined, a safe value for the stress in the 
ring p^ is assigned, and p^ is calculated from the second equation. 
This value is then substituted in the first equation, and K is 
calculated. 
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APPLICATIONS 

216. The outside diameter of a pipe is 4 in., and thickness of wall J in. Find 
the safe internal fluid pressure by Clayarino^s formula for a working stress in the 
steel of 10,000 Ib./in.* 

SobUion. The thickness ratio in this case is — = ^ = 0.126 in. Also, D = 4 in., 

D 4 

(Z = 8 in., p = 10,000 Ib./ln.', and consequently 

= ■tOO^-^) 10,000 = 2809 lb./in.« 
13 X 16 + 4 X 9 ' ^ 

217. A cast-iron gear, 8 in. external diameter,. 8 in. wide, and 1{ in. internal 
diameter, is to be forced on a steel shaft. Find the stresses developed, the pressure 
required to force the gear on the shaft, and the tangential thrust required to shear 
the fit, that is, to produce relative motion between gear and shaft. 

Solution. From the formula K = * the allowance is found to be .004 in., 

1000 • 

making the diameter of the shaft D, = 1.754 in. Also, since D^ = 1.76 in. and 

D, = 8 in., we have H= 1.1005. Hence, assuming E^ = 15,000,000 Ib./in.* and 

2Pj = 80,000,000 Ib./in.^ we have 

Pi = 28,660 lb./in.», p, = 21,400 lb./in.« 

To find the pressure required to force the gear on the shaft it is first necessary 

to calculate the pressure between the surfaces in contact. From the relation 

p« = 10 this amounts to 

^* 10 = 21,400 lb./in.« 

The coefficient of friction depends on the nature of the surfaces in contact. As- 
suming it to be ^ = .15 as an average value, and with a nominal area of contact 
ofTXlfx3 = 10.497 in.^, the total pressure P required is 

P = 16.497 X 21,400 x .15 = 52,955 lb. = 26.5 tons. 

To find the torsional resistance of the fit, we have, as above. 

Bearing area = 16.497 in.*. Unit pressure = 21,400 lb./in.«, 

|i = .15, radius of shaft = .875 in. 

Hence the torsional resistance is 

Mt = 16.497 X 21,400 x .15 x .875 = 46,386 in.-lb. 

Consequently the tangential thrust on the teeth of the gear necessary to shear the 

^^ *® lA JiA = 11,584 lb. = 5.8 tons. 

218. The outside diameter of a steel pipe is 5^ in., thickness of wall J in., and 
internal fluid pressure 15001b./in.' Find by Clavarino's formula the maximum 
fiber stress in the wall of the pipe. 

219. The outside diameter of a steel pipe is 8 in., the internal fluid pressure is 
2000 lb./in.3, and the allowable stress in the steel is 15,000 Ib./in.* Find the required 
thickness of pipe wall. 

220. Solve problem 216 by the other four formulas listed in article 79 and com- 
pare the results. 
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221. Find the thicknem necemasy to give to a. sUel locoaio^ve cylinder of 22 in, 
Intenial diameter if it is required to withatand a. maxiniutn steam pressure of 
160lb./iD.* wltli a factor of safety of 10, ualng botli Lamp's and Clavarino'E formuiaa. 

222, In a four-cycle gas engine the cylinder is of ateel 
nith an internal diameter of Sin., and the initial internal 
preBSure is 200 Ib./io.' absolute. With a factor of safety 
of 16, how thick should the walls of the cylinder be made, 
according to Lamp's formula? 

XiS. The steel cylinder of a hydraulic press baa an 
internal diameter ot 6 In. and an external diameter of 7 in. 
With a factor of safety of 3, how great an internal pressure 
can the cylinder withstand, according to Lamp's formula? 

224. In a fire-tube boiler the tabes are of drawn steel, 
2 in. internal diameter and J in. thick. What is the factor 
of safety for a working gauge pressure of 200 Ib./in.*? 

22C. How great is the stress in a copper sphere 2 ft. in 
diameter and .26 in. thick under an internal pressure of 
176lb./in.»? 

226. A ca^t-iron water pipe la 34 in. in diameter and 
2 in. thick. What Is the greatest internal pressure which it 
can withstand, according to the formula for thin cylinders ? 

227. A wroughi-iroo cylinder Is 8 in. in external diame- 
ter and 1} in. thick. How great an external pressure can 
it withstand ? 

228. An elevated water tank is cylindrical in form, with 
a hemispherical bottom (Fig. 00). The diameter of the tank Is 20 ft. and itA height 
62 ft. (exclusive of the bottom). If the tank Is to be built of wrought iron and the 
factor of safety is taken to be 6, what should be the thickness of the bottom plates 
and also of those in the body of the tank near ite bottom ? 

NOTi. Formulas (16S) and <ie6) give the required tbick- 
neia ot the plates, provided the tank is without joints. The 
bearing power of the rivets at the loinla, however, la, In general, 
the coDsideratlon which determines the thickness ot the plates 
(article 90). 

229. A marine boiler shell is 16 ft. long, 8 ft. in diam- 
eter, and I In. thick. What is the atreas in the ahell for a 
working gauge pressure of lOOlb./in.^? 

330. The air chamber of a pump is made of cast iron 
of the form shown in Fig. 100. If the diameter of the air 
chamber Is 10 in. and its height 21 in., how thick must the 
walls of the air chamber be made in order to atand a pres- 
Bore of 500 lb./in.>, with a factor of safety of 1 7 

231. The end plates of a boiler shell are curved out to 
a radius of 6 ft. If the plates are g in. thick, find the tensile 

stress due to a steam pressure of 1761b./in,' p,o, loo 

232. If the thickness of the end platea In problem 281 
is changed to J in., the ateam preaaure being the e 
they be curved in order that the tensile atreas In them shall n 



Fig. 99 
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233. The cylinder of an hydraulic press is 12 in. inside diam. How thick must 
it be in order to stand a pressure of 1500 Ib./in.* if it is made of cast steel and 
the factor of safety is 10 ? 

234. A high-pressure cast-iron water main is 4 in. inside diameter and carries 
a pressure of 800 ib./in.^ Find its thickness for a factor of safety of 15. 

236. The water chamber of a fire engine has a spherical top 18 in. in diameter 
and carries a pressure of 250 Ib./in.^ It is made of No. 7 B. and S. gauge copper, 
which is reduced in manufacture to a thickness of about .1 in. Determine the fac- 
tor of safety. 

236. A cast-iron ring 3 in. thick and 8 in. wide is forced onto a steel shaft 10 in. 
in diameter. Find the stresses in ring and shaft, the pressure required to force the 
ring onto the shaft, and the torsional resistance of the fit. 

Note. Since the ring in this case is relatively thin, assmne an allowance of about half 
the amount given by Moore's formula. Then, having given D, = 10 in., D^ = 16 in., and 
having computed the allowance K, we have also /)i = Z>2 — IT, and, inserting these values 
in the formulas of article 82, the required quantities may be found, as explained in 
problem 217. 

237. The following data are taken from Stewart^s experiments on the collapse 
of thin tubes under external pressure, the tubes used for experiment being lap- 
welded steel boiler flues. Compute the collapsing pressure from the rational 
formula for thin tubes, given in article 81, for both the average thickness and least 
thickness, and note that these two results lie on opposite sides of the value obtained 
directly by experiment. 



Outside Diaheter ik Inches 


Thickness h nr Inches 


Actual 
Collaps- 
ing 
Pressure 
lb./in.» 




At place of collapse 


Average 


At place of collapse 


Average 


Qreatest^Z) 


Leasts rf 


Greatest 


Least 


8.604 
8.664 
8.665 
8.653 
8.688 
8.664 
8.645 
8.674 
8.638 
10.065 


8.610 
8.670 
8.670 
8.666 
8.716 
8.696 
8.666 
8.675 
8.645 
10.180 


8.580 
8.625 
8.660 
8.590 
8.605 
8.636 
8.635 
8.675 
8.615 
9.960 


0.219 
0.226 
0.212 
0.208 
0.274 
0.258 
0.263 
0.273 
0.289 
0.167 


0.230 
0.227 
0.240 
0.220 
0.280 
0.261 
0.268 
0.282 
0.298 
0.182 


0.210 
0.204 
0.211 
0.203 
0.266 
0.248 
0.269 
0.270 
0.280 
0.160 


870 

840 

880 

970 

1430 

1320 

1690 

2030 

2200 

210 



238. The following data are taken from Stewart's experiments on the collapse 
of thick tubes under external pressure. The ultimate compressive strength of the 
material was not given by the experimenter, but from the other elastic properties 
given it is here assumed to be Uc = 38,500 Ib./in.^ Compute the collapsing pres- 
sure from the rational formula for thick tubes, given in article 81, for both average 
and least thickness, and compare these results with the actual collapsing preasure 
obtained by experiment. 
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Outside Diameter in Inches 


Thickness A in Inches 


Actual 
Collaps- 
ing 
Pressure 
Ib./In.i 




At place of collapse 


Ayerage 


At place of collapse 


ATerage 


Greatest «/> 


Least = ri 


Greatest 


Least 


4.010 


4.020 


3.980 


0.173 


0.203 


0.140 


2050 


4.014 


4.060 


3.990 


0.178 


0.277 


0.158 


2225 


4.012 


4.050 


3.960 


0.173 


0.200 


0.170 


2425 


4.018 


4.060 


4.010 


0.184 


0.192 


0.166 


2540 


2.907 


3.010 


2.980 


0.147 


0.151 


0.138 


3350 


2.087 


3.010 


2.970 


0.139 


0.139 


0.125 


2575 


2.900 


3.010 


2.970 


0.190 


0.218 


0.166 


4200 


2.996 


3.020 


2.980 


0.191 


0.216 


0.176 


4200 


2.997 


3.020 


2.960 


0.190 


0.215 


0.161 


4175 


3.000 


3.020 


2.960 


0.182 


0.192 


0.165 


3700 



239. What is the maximum external pressure which a cast-iron pipe 18 in. in 
diameter and ^ in. thick can stand without crushing ? 

240. Solve problem 226 by Bimie's and Barlow^s formulas. 



SECTION XI 

FLAT PLATSS 

83. Theory of flat plates. The analysis of stress in fiat plates is 
at present the most unsatisf actoiy part of the strength of materials. 
Although flat plates are of frequent occurrence in engineering con- 
structions (as, for example, in manhole covers, cylinder ends, floor 
panels, etc.), no general theory of such plates has as yet been given. 
Each form of plate is treated by a special method, which in most 
cases is based upon an arbitrary assumption either as to the danger- 
ous section or as to the reactions of the supports, and therefore 
leads to questionable results. 

Although the present theory of flat plates is plainly inadequate, 
it is nevertheless of value in pointing out the conditions to which 
such plates are subject, and in furnishing a rational basis for the 
estimation of their strength. The formulas derived in the following 
paragraphs, if used in this way, with a clear understanding of their 
approximate nature, will be found to be invaluable in designing, 
or in determining the strength of flat plates. 

The following has come to be the standard method of treatment 
and is chiefly due to Bach.* 

84. Maximum stress in homogeneous drctilar plate under uni- 
form load. Consider a flat, circular plate of homogeneous ma- 
terial, which bears a uniform load of amount w per unit of area, 
and suppose that the edge of the plate rests freely on a circular 
rim slightly smaller than the plate, every point of the rim being 
maintained at the same level. The strain in this case is greater 
than it would be if the plate was fixed at the edges, and conse- 
quently the formula deduced will give the maximum stress in 
all cases. 

* For an approximate method of solation see article by S. E. Slocam entitled " The 
Strength of Flat Plates, with an Application to Concrete-Steel Floor Panels," Engineer- 
ing News, July 7, 1904. 

186 
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Now suppose a diametral section of the plate taken, and regard 
either half of the plate as a cantilever (Fig. 101). Then if r is the 

radius of the plate, the total load on this semicircle is -^w, and 
its resultant is applied at the center of gravity of the semicircle, 



which is at a distance of 



4r 



from AB. The moment of this result- 
ant about the support AB is therefore -^r-w^ • - — » or — :r— • Simi- 



2 Stt 8 

larly, the resultant of the supporting forces at the edge of the 

plate is of amount -^ • w and is applied at the center of gravity of 

2r 
the semi-circumference, which is at a distance of — from AB. The 

moment of this resultant about AB is therefore 



in^w 2r 



, or r*w. Hence the total external 



2 TT 

moment M at the support is 

3 8 

Now assume that the stress at any point of 
the plate is independent of the distance of 
this point from the center. Under this arbi- 
trary assumption the stress in the plate is given by the fundamental 
formula in the theory of beams, namely. 

Me 




Fig. 101 



If the thickness of the plate is denoted by A, then, since the breadth 
of the section is ft = 2 r. 



Consequently, 



whence 
(194) 



hh' rh' , h 

2 



12 6 


auu e 




r*w h 


Me 
P= J- 


3 2 

" rh* ' 




6 



» = f r I — I • 
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Foppl has shown that the arbitrary assumption made in deriving 
this formula can be avoided, and the same result obtained, by a more 
rigorous analysis than the preceding, and Bach has verified the 
formula experimentally. Formula (194) is therefore well established 
both theoretically and practically. 

85. Maximum stress in homogeneotxs drcalar plate under con- 
centrated load. Consider a flat, circular plate of homogeneous mate- 
rial, and suppose that it bears a single concentrated load F which is 
distributed over a small circle of radius r^ concentric with the plate. 
Taking a section through the center of the plate and regarding either 
half as a cantilever, as in the preceding article, the total rim pres- 
sure is — » and it is applied at a distance of — from the center. The 

2 IT 

P 
total load on the semicircle of radius r^\&-^t and it is applied at a dis- 

4r 
tance of -^ from the section. Therefore the total external moment M 

OTT 

at the section is ^_ Pr _ 2Pr^ 

IT 3 TT 



IT \ 3r/ 



Assuming that the stress is uniformly distributed throughout the 
plate, the stress due to the external moment M is given by the 
formula j^^ 

If the thickness of the plate is denoted by h, then 

^ rh* , h 

1= — and 6 = — 
6 2 

Therefore p^ / 2 r 



_Me_ 



ttV 3r/2 



/ rft» 

whence 

If r^ = 0, that is to say, if the load is assumed to be concentrated 
at a single point at the center of the plate, formula (195) becomes 

(196) p=||. 
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If the load is uniformly distributed over the entire plate, then 
r^=:r and F = irr^Wj where w is the load per unit of area. In this 
case formula (195) becomes 



p=. 



Zm^w ( 



(-i)="(0' 



which agrees with the result of the preceding article. 

86. Dangerous section of elliptical plate. Consider a homogeneous 
elliptical plate of semi-axes a And h and thickness \ and suppose 
that an axial cross is cut out of the plate, composed of two strips 
AB and CA each of unit width, in- ^ 

tersecting in the center of the plate, 
as shown in Fig. 102. 

Now suppose that a single concen- ^ 

trated load acts at the intersection 

of the cross and is distributed to the 

support in such a way that the two 

beams AB and CD each deflect the 

same amount at the center. Since 

AB is of length 2 a, from article 40, equation (54), the deflection 

PC 2 a)' 
at the center of AB is Z)^ = -7^-^77— From symmetry, the 




4AEI 



reac- 



tions at A and B are equal. Therefore, if each of these reactions is 
denoted by R^^ 2R^ = P and, consequently. 






Sipailarly, if R denotes the equal reactions at C and 2>, the deflec- 



tion D. of CD at its center is 

2 






If the plate remains intact, the two strips AB and CD must deflect 
the same amount at the center. Therefore D^ = D^, and hence 



(197) 



R^_h 



B. 



a 
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For the beam AB of length 2 a the maximum external moment is 

R^cu Also, since AB\& assumed to be of unit width, -^ = ^ and « = ^• 
Hence the maximum stress p^ in AB is 

Me 



, Me aT> ^ 
v = — = o ^ — . 



Similarly, the maximum stress p" in CX> is 

Consequently, 

p' __ R^a 

7'~W 

R b* 
or, since from equation (197) — ^ = — , 

R^ d 

By hypothesis a>b. Therefore/?" >p' \ that is to say, the maxi- 
mum stress occurs in the strip CD (that is, in the direction of the 
shorter axis of the ellipse). In an elliptical plate, therefore, rupture 
may be expected to occur along a line parallel to the major axis — 
a result which has been confirmed by experiment. 

87. Maximum stress in homogeneous elliptical plate under unifonn 
load. The method of finding the maximum stress in an elliptical 
plate is to consider the two limiting forms of an ellipse, namely, 
a circle and a strip of infinite length, and express a continuous 
relation between the stresses for these two limiting forms. The 
method is therefore similar to that used in Article 54 in obtaining 
the modified form of Euler's column formula. 

Consider first an indefinitely long strip with parallel sides, 
supported at the edges and bearing a uniform load of amount 
w per unit of area. Let the width of the strip be denoted by 26 
and its thickness by h Then, if this strip is cut into cross strips 
of unit width, each of these cross strips can be regarded as an 
independent beam, the load on one of these unit cross strips 

being 2 bw and the maximum moment at the center being ^^ — ^ — 

o 
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Consequently, the maximum stress in the cross strips, and therefore 
in the original strip, is ^ j2^ ^ 

'^^. Me "T"'2 qJV 

(198) ^ = _ = _^=3-. 

12 

In the preceding article it was shown that the maximum stress in 
an elliptical plate occurs in the direction of the minor axis. There- 
fore equation (198) gives the limiting value which the stress in an 
elliptical plate approaches as the ellipse becomes more and more 
elongated. 

For a circular plate of radius b and thickness h the maximum 
stress was found to be 

(199) ^ = 1^- 

Comparing equations (198) and (199), it is evident that the maxi- 
mum stress in an elliptical plate is given, in general, by the formula 



p = k 



Y' 



where * is a constant which lies between 1 and 3. Thus, for - = 1 

b ^ 

(that is, for a circle) /:= 1 ; whereas, if - = (that is, for an infinitely 

long ellipse), k=S, The constant k may therefore be assumed to 

have the value r 

^=3-2-, 
a 

which reduces to the values 1 and 3 for the limiting cases, and in 
other cases has an intermediate value depending on the form of the 
plate. Consequently, 

(200) i> = (3- 2-)— 5- = i ^ , 

which is the required formula for the maximum stress /? in a homo- 
geneous elliptical plate of thickness h and semi-axes a and b. 

88. Maximum stress in homogeneous square plate under uniform 
load. In investigating the strength of square plates the method of 
taking a section through the center of the plate and regarding the 
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portion of the plate on one side of this section as a cantilever is 
used, but experiment is relied upon to determine the position of the 
dangerous section. From numerous experiments on flat plates Bach 
has found that homogeneous square plates under uniform load 

always break along a diagonal.* 

Consider a homogeneous square plate of 
thickness h and side 2 a, which bears a 
uniform load w per unit of area. Suppose 
that a diagonal section of this plate is 
taken, and consider either half as a canti- 
lever, as shown in Fig. 103. Then the total 
load on the plate is 4t^a^ and the reac- 
tion of the support under each edge is tro*. 
If d denotes the length of the diagonal AC^ the resultant pres- 
sure on each edge of the plate is applied at a distance j from AC^ 

and therefore the moment of these resultants about ACia2 (wc^-j 
or — — • The total load on the triangle ABC is 2 taa\ and its result- 
ant is applied at the center of gravity of the triangle, which is at a 
distance of - from AC. Therefore the moment of the load about 

AC ia (2 wa*)-, or — - — Therefore the total external moment M 

b 6 

at the section AC ia 




Fio. 108 



M= 



wa^d wc?d wa^d 



2 3 6 

Hence the maximum stress in the plate is 

wc?d A 
2 



Me 



6 



12 



from which 
(201) 



=-©• 



The maximum stress in a square plate of side 2 a is therefore the 
same as in a circular plate of diameter 2 a. 

* Bach, Elasticitat und Festigkeitglehre, 3d. ed., p. 561. 
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89. Maximum stress in homogeneous rectangular plate under 
uniform load. In tbe case of rectangular plates experiment does 
not indicate so clearly the position of the dangerous section as* it 
does for square plates. It will be assumed in what follows, how- 
ever, that the maximum stress occurs along a diagonal of the rec- 
tangle. This assumption is at least approximately correct if the length 
of the rectangle does not exceed two or three times its breadth. 

Let the sijdes of the rectangle be denoted by 2 a and 2 J, and the 
thickness of the plate by h (Fig. 104). Also let d denote the 
length of the diagonal AC^ and c 
the altitude of the triangle ABC. 
Now suppose that a dii^onal sec- 
tion AC oi the plate is taken, and 
consider the half plate ABC as a 
cantilever, as shown in Fig. 104. 
If w denotes the unit load, the 
total load on the plate is 4 abw, and 
consequently the resultant of the 
reactions of the supports along 
AB and BC is of amount 2 ahw and 

is applied at a distance - from A C, 

Therefore the moment of the sup- 
porting force about AC \& dbwc. 
Also, the total load on the triangle ABC is 2 dbw^ and it is applied 

at the center of gravity of the triangle, wliich is at a distance of ~ 

o 

from AC Consequently, the total moment of the load about ^C is 
— - — . Therefore the total external moment M at the section AC v& 




Fia. 104 



M=i abwc — 



2abwc abwc 



8 



8 



and the maximum stress in the plate is 

abtvc h 
"3"'2 



Me 
;? = — = 



12 



2fvabe 
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or, since <?rf = 4 oJ, 

(202) " = "'2^' 

which gives the required maximum stress. 

For a square plate a = b and c = a V2, and formula (202) reduces 
to formula (201) for square plates, obtained in the preceding article. 

APPLICATIONS 

241. The cylinder of a locomotiye is 20 in. internal diameter. What must be 
the thickness of the steel end plate if it is required to withstand a pressure of 
160 Ib./in.* with a factor of safety of 6 ? 

242. A circular cast-iron valve gate ^ in. thick closes an opening in. in diam- 
eter. If the pressure against the gate is due to a water head of 150 ft., what is the 
maximum stress in the gate ? 

243. Show that the maximum concentrated load which can be borne by a 
circular plate is independent of the radius of the plate. 

244. A cast-iron manhole cover 1 in. thick is elliptical in form and covers an ellip- 
tical opening 8 ft. long and 18 in. wide. How great a uniform pressure will it stand ? 

246. What must be the thickness of a wrought-iron plate covering an opening 
4 ft. square in order to carry a load of 200 Ib./f t.^ with a factor of safety of 6 ? 

246. A wrought-iron trap door is 5 ft. long, 3 ft. wide, and J in. thick. How 
great a uniform load will it bear? 

247. The steel diaphragm separating two expansion chambers of a steam turbine 
is subjected to a pressure of 150 Ib./in.* on one side and 80 Ib./in.^ on the other. 
Find the required thickness for a factor of safety of 10. 

248. The cylinder of a hydraulic press is made of cast steel, 10 in. inside diam- 
eter, with a flat end of the same thickness as the walls of the cylinder. Find the 
required thickness for a factor of safety of 20. Also find how much lai^r the 
factor of safety would be if the end was made hemispherical . Assume to = 1200 lb./in .^ 

249. The cylinder of a steam engine is 16 in. inside diameter and carries a steam 
pressure of 125 Ib./in.^ If the cylinder head is mild steel, find its thickness for a 
factor of safety of 10. 

260. A cast-iron valve gate 10 in. in diameter is under a pressure head of 200 ft. 
Find its thickness for a factor of safety of 15. 

261. A cast-iron elliptical manhole cover is 18 in. x 24 in. in size and is designed 
to carry a concentrated load of 1000 lb. If the cover is ribbed, how thick must it 
be for a factor of safety of 20, assuming that the ribs double its strength ? 

262. Thurston^s rule for the thickness of cylinder heads for steam engines is 

k= .00035 u^D, 

where h = thickness of head in inches, 

D = inside diameter of cylinder in inches, 
w = pressure in lb./in.* 

Compare this formula with Bach's, assuming the material to be wrought iron and 
using the data of problem 249. 
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253. Show that Thurston^s rule for thickness of cylinder head, given in problem 
262, makes thickness of head = 1^ times thickness of walls. 

254. Nichols's rule for the proper thickness of unbraced flat wrought-iron boiler 
heads is 



, Aw 

A = f 

10 p 



where 



h = thickness of head in inches, 

A = area of head in square Inches, 

w = pressure per square inch, 

, . _^ 60,000 ultimate strength in tension 

p = working stress = — - — = 

10 factor of safety 

Compare this empirical rule with Bach's formula, using the data of problem 240 
and assuming the material to be wrought iron. 

265. Nichols's rule for the collapsing pressure of unbraced flat wrought-iron 
boiler heads is 10 Au 

where to = collapsing pressure in Ib./ln.^, h = thickness of head in inches, 

Ut = ultimate tensile strength in Ib./in.^, A = area of head in square inches. 

Show that Nichols's two formulas are identical and that therefore they cannot be 
rational. 

256. The following data are taken from Nichols's experiments on flat wrought- 
iron circular plates. 



Diameter 


Thickness 


Actual Bursting 


IK Inches 


IN 


Inches 


Pressure lb. /in-* 


84.6 




A 


280 


84.6 




i 


200 


28.5 




3 


300 


26.5 




3 


370 



Using these data, compare Bach's and Grashof's rational formulas with Nichols's 
and Thurston's empirical formulas, as given below : 
Circular plate, supported at edge and uniformly loaded. 



Bach, 
Grashof, 






Ibr^w 



^ =.4564dJ-, 
6p \p 



Nichols, 
Thurston, 



k = :^ = .om'^. 



lOp p 

h = .00086 wD, 

where h = thickness of head in inches, D = diameter of head in inches = 2 r, 
w = pressure in Ib./in.^, p = working stress in Ib./in.^, 

A = area of head in square inches = — — • 



Note that the Nichols and Thurston formulas apply only to wrought iron. 



SECTION XII 

RIVETSD JOINTS AHD CONKECTIOHS 

90. Efficiency of riveted joint In structural work such as plate 
girders, trusses, etc., and also in steam boilers, standpipes, and 
similar constructions, the connections between the various members 
are made by riveting the parts together. Since the holes for the 
rivets weaken the members so joined, the strength of the structure 
is determined by the strength of the joint. 

Failure of a riveted joint may occur in various ways ; namely, by 
shearing across_the rivet, by crushing the rivet, by crushing the 
plate in front of the rivet, by shearing the plate (jthat is, pulling 
out the rivets), or by tearing the plate along the line of rivet holes. 
Experience has shown, however, that failure usually occurs either 
by shearing across the rivet or by tearing the plate along the line 
of rivet holes. 

The strength of any given type of riveted joint is expressed by 
what is called its efficiency, defined as 

w^x« * ^ _^ ^ ^ i * ^ strengrth of joint 

Efficiency of riveted Joint = -« ^ 



strength of unriveted member 



Thus, in Fig. 105, if d denotes the diameter of a rivet and c the 

distance between rivet holes, or pitch of the rivets, as it is called, 

the efficiency, e, of the joint against tearing of the plate along the 

line of rivet holes is 

c— d 



e = 



c 



To determine the efficiency of the joint against shearing across the 
rivets, let q denote the ultimate shearing strength of the rivet and j9 
the ultimate tensile strength of the plate. Then, for a single-riveted 
lap joint (Fig. 105), if h denotes the thickness of the plate, the 
area corresponding to one rivet is he, and the area in shear for 
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against rivet shearing is 



4chp 



For an economical design these two efficiencies should be equal. For 
practical reasons, however, it is not generally possible to make these 





© # © 

© © © © 

a © © © 

© © © 
i 



exactly equal, and in this case the smaller of the two determines 
the strength of the joints 

For a double-riveted lap joint the efficiency against tearing of 
the plate is . 
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as above, but since in this case there are two rivets for each strip 
of length Cy the efficiency against rivet shear is 

^ = i. 

2chp 

Similarly, for a single-riveted butt joint with two cover plates 
the efficiency of the joint against tearing of the plate is 

c 

and against rivet shear is 

ircPg 
e = ^. 

2chp 

For a double-riveted butt joint with two cover plates the efficiency 
against tearing of the plate is 

<?— rf 
e = , 

c 

and against rivet shear is 

chp 

The average efficiencies of various types of riveted joints as used 
in steam boilers are given in Fig. 105. 

91. Boiler shells. In designing steam-boiler shells it is customaiy 
in this country to determine first the thickness of shell plates, by 
the following rule : 

To find the thickness of shell plates, multiply the maximum steam 
pressure to be carried (safe working pressure in lb./ in.*) by half the 
diameter of the boiler in inches. This gives the hoop stress in the 
shell per unit of length. Divide this result by the safe working stress 
(working stress = ultimate strength, usually about 60,000 lb./ in.*, 
divided by the factor of safety, say 4 or 5), and divide the quotient 
by the average efficiency of the style of joint to be used, expressed 
as a decimal. The result will be the thickness of the shell plates 
expressed in decimal fractions of an inch. 

Having determined the thickness of shell plates by this method, 
the diameter of the rivets is next found from the empirical formula 
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where *= 1.5 for lap joints and A = 1.3 for butt joints with two 
cover plates. 

The pitch of the rivets is next determined by equating the strength 
of the plate along a section through the rivet holes to the strength 
of the rivets in shear and solving the resulting equation for <?. 

To illustrate the application of these rules, let it be required to 
design a boiler shell 48 in. in diameter to carry a steam pressure of 
125 lb./in.^ with a double-riveted, double-strapped butt joint. 

By the above rule for thickness of shell plates we have 

&00 oji X .82 ^^ 

6 

The diameter of rivets is then 

d = 1.3 y/IT = .73, say | in. 

To determine the pitch of the rivets, the strength of the plate for 
a section of width ^ on a line through the rivet holes is 

(^ - rf) Ap = (tf - I) ^% X 60,000, 

and the strength of the rivets in shear for a strip of this width is 

4 X ^% = IT :^ X 40,000. 
4 lb 

Equating these two results and solving for <?, we have 

(^ _- 1) ^6^ X 60,000 = TT ^»^ X 40,000, 

whence <? = 4.5 in. 

As a check on the correctness of our assumptions the efficiency of 
the joint is found to be 

c—d 4.5 — .75 



e = 



4.5 



= .83. 



92. Structural steel. For bridge and structural work the following 
empirical rules are representative of American practice : * 

The pitch (or distance from center to center) of rivets should not 
be less than 3 diameters of the rivet. In bridge work the pitch 
should not exceed 6 in. or 16 times the thickness of the thinnest 

* Given by Cambria Steel Co. 
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outside plates except in special cases hereafter noted. In the 
flanges of beams and girders, where plates more than 12 in. wide 
are used, an extra line of rivets with a pitch not greater than 9 in. 
should be driven along each edge to draw the plates together. 

At the ends of compression members the pitch should not ex- 
ceed 4 diameters of the rivet for a length equal to twice the width 
or diameter of the member. 

In the flanges of girders and chords carrying floors the pitch 
should not exceed 4 in. 

For plates in compression the pitch in the direction of the line of 
stress should not exceed 16 times the thickness of the plate, and 
the pitch in a direction at right angles to the line of stress should 
not exceed 82 times the thickness, except for cover plates of top 
chords and end posts, in which the pitch should not exceed 40 times 
their thickness. 

The distance between the edge of any piece and the center of the 
rivet hole" should not be less than 1^ in. for |-in. and |-in. rivets, 
except in bars less than 2^ m. wide ; when practicable it should 
be at least 2 diameters of the rivet for all sizes, and should not 
exceed 8 times the thickness of the plate. 

Typical illustrations of riveted connections in structural steel 
work are shown in Figs. 106 and 107. 

93. Unit stresses. In structural-steel work it is customary to 
proportion the various members on the basis of certain specified 
unit stresses. The following specifications for the greatest allow- 
able unit stresses represent the best American practice: 



Axial tension, net section 

Axial compression, gross section, but not to exceed 17,000 

lb./in.« 

I = length of member in inches, 
r = least radius of gyration of member in inches. 
Compression in flanges of deck plate girders and built or 

rolled beams, but not to exceed 17,000 Ib./in.* 

Compression in flanges of through plate girders, but not to 

exceed 17,000 lb./in.« 

I =■ unsupported length of flange in inches, 
r = least radius of gyration of flange section laterally 
in inches. 



18,000 lb./in.« 

16,000-17- 
r 



18,000 - 70 - 
• r 

18,000 - 70 - 
' r 

17DTr 



d* 
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D = depth from top of girder to bottom of floor beams, 
d = depth of floor beamfi back to back of angles or 

flanges of beams, 
W = width center to center of girders. 

Shear in webs of plate girders, net section 

Shear in pins and shop-driyen riyets 

Shear in field-driyen riyets 

Tension in extreme fiber of flanges of beams proportioned 
by moment of inertia, net section 

Tension or compression in the extreme fiber of pins, assum- 
ing the stresses to be applied in the centers of bearings . . . 

Bearing on pins in members not subject to reversal of stress, 

Bearing on pins in members subject to reversal of stress, 
using the greater of the two stresses 

Bearing on shop-driyen riyeta and stiffeners of girders, and 
other parts in contact 

Bearing on concrete masonry 

Bearing on sandstone and limestone masonry 

Bearing on expansion rollers in pounds per lineal inch, 
where d = diameter of roller in inches 



13,500 lb./in.2 
13,500 Ib./in.* 
10,800 lb./in.« 

18,000 lb./in.2 

27,000 lb./in.« 
24,000 lb./in.« 

12,000 lb./in.« 

27,000 lb./in.» 
6001b./in.« 
400 lb./in.« 

600 d. 



APPLICATIONS 

257. In a single-riveted lap joint calculate the pitch of the rivets and the dis- 
tance from the center of the rivets to the edge of the plate under the assumption 
that the diameter of the rivets is twice as great as the thickness of the plate. 

SoliUion. Consider a strip of width equal to the rivet pitch, that is, a strip con- 
taining one rivet. Let q denote the unit shearing strength of the rivet and p the 
unit tensile strength of the plate. Then if h denotes the thickness of the plate, in 
order that the shearing strength of the rivet may be equal to the tensile strength 
of the plate along the line of rivet holes, we must have 

— g = (c — d) Ap. 



Since the rivet is usually of better material than the plate, we may assume that the 
ultimate shearing strength of the rivet is equal to the ultimate tensile strength 
of the plate ; that is, assume that p = q. Under this assumption the above relation 
becomes 

?J = (c-d)A = (c-d)^; 

whence 

c = 2.5(i, approximately. 



Similarly, in order that the joint may be equally secure against shearing off the 
rivet and pulling it out of the plate, that is, shearing the plate in front of the rivet, 
the condition is 



-& = 



i 



H 



^ 



Jmi, 



Fio, 106. Detail of cutumn riveting wltb Bethlehem I-beama and H colonma 




Fig. 107, Biveted j< 
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where a denotes the margin or distance from center of rivets to edge of plate, 
and q* denotes the ultimate shearing strength of the plate. Assuming that q' — %q 

and A = - » and solving the resulting expression for a, we have 

a = 1.5d. 

268. Find the required rivet pitch for a single-riveted lap joint with }-in. steel 
plates and |-in. steel rivets, in order that the joint shall be of dqual strength in 
shear and tension. ^^ 

SolutUm. For a strip of length c the strength in shear is — g, and in tension 
is (c — d) hp. Hence, to satisfy the given condition, 

(c-d)hp = —q, 

whence c = !^ + d = "<f^-^+ } = 1.486, say Ijin. 

4Ap 4(J)60,000 * * ^ * 

Also, efficiency of joint is then 

sectional area through rivet holes c — d .75 

e = ; ; = = = 50 per cent. 

sectional area unriveted plate c 1 .50 

269. Determine the maximum diameter of rivet in terms of thickness of plate so 
that the crushing strength of the joint shall not be less than its shearing strength. 

Solution, It is customary to assume the ultimate crushing strength of the material 
as about twice its ultimate shearing strength, or say 100,000 Ib./in.* Let 

Pe = ultimate crushing strength, 
pt = ultimate tensile strength, 
q = ultimate shearing strength. 

Then, if the shearing strength of the rivets is to equal their crushing strength, we 
have for lap joints 

-—q-dhpc and Pc = 2g; 
4 

whence d = 2.54 h* 

A larger rivet than this will crush before it shears, whereas a smaller one will 
shear before it crushes. Therefore the crushing strength of a lap joint need not 
be considered when d < 2.54A, as it usually is. 

For a rivet in double shear, assuming that the strength of the rivet in double 
shear is twice that of the same rivet in single shear,* we have for batt joints 

2 . — q = dhpc and p^ = 2 g ; 
4 

whence d = 1.273 A. 

If the diameter exceeds this value, the rivet will fail by crushing, whereas if it is 
smaller, it will fail by shear. Consequently the crushing strength of a butt joint 
need not be considered when d < 1.273 A. 

* This seems to be substantiated by experiment, althongh the English Board of Trade 
specifies that a rivet in double shear shall be assumed to be only 1.75 times as strong as 
if in single shear. 
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260. Design a double-riveted butt joint to have an efficiency of 76 per cent, 
using 1-in. steel plates and steel rivets. 

Solution, For any strip along the joint of length equal to the pitch c, two rivets 
are in double shear. Hence for equal strength in tension and shear we have 

(c— d)hp =z 4— — g. 

4 

c — d 
Also, = e, virhence d = c (1 — e) and c — d = ce. Hence, substituting these 

values of c — d and d in the first equation, the result is 

cehp = vc^ (1 — c)^ g ; 

whence c = = 4.686 in., 

ir(l-c)2g 

or say c = 4| in. 

Then d = c (1 — c) = 1.166, or say d = 1^\ in. 

From the results of problem 269 it is apparent that the crushing strength of the 
joint need not be considered, since here d < 1.27Sh, 

The butt straps should apparently each be half as thick as the plate, but when 
so designed they are found to be the weakest part of the joint. It is therefore 
customary to make the thickness of the butt straps about g A, or, in the present 
case, fin. 

261. In a double-riveted lap joint the plates are ^ in. thick, rivets | in. in 
diameter, and pitch 3 in. Calculate the efficiencies of the joint and determine 
how it will fail. 

262. A boiler shell is to be 4 ft. in diameter, with double-riveted lap joints, and 
is to carry a steam pressure of 00 Ib./in.* with a factor of safety of 6. Determine 
the thickness of shell plates and diameter and pitch of rivets. Also calculate the 
efficiency of the joint. 

263. A cylindrical standpipe is 76 ft. high and 26 ft. inside diameter, with 
double-riveted, two-strap butt joints. Determine the required thickness of plates 
near the bottom for a factor of safety of 5, and also the diameter and pitch of rivets. 

264. A boiler shell J in. thick and 6 ft. in diameter has longitudinal, single- 
riveted lap joints, with 1-in. rivets and 2|-in. rivet pitch. Calculate the maximum 
steam pressure which can be used with a factor of safety of 6. 

266. A cylindrical standpipe 80 ft. high and 20 ft. inside diameter is made of 
J-in. plates at the base, with longitudinal, single-riveted, two-strap butt joints, 
connected by 1-in. rivets with a pitch of 3^ in. Compute the factor of safety when 
the pipe is full of water. 

266. Detennine the diameter and pitch of rivets required to give the strongest 
single-riveted lap joint, using |-in. steel plates and steel rivets, and calculate the 
efficiency of the joint. 



SECTION xm 

REENFORCED GONCRETE 

94. Physical properties. The use of concrete dates from the 
time of the Romans, who obtained a good artificial stone from a 
mixture of slaked lime, volcanic dust, sand, and broken stone. The 
modem use of concrete, however, is of comparatively recent develop- 
ment, its universal use being a matter of only the last quarter of a 
century, while reenforced concrete is of still more recent origin. 

Concrete is made by mixing broken stone, varying in size from 
a walnut to a hen's egg, with clean, coarse sand and Portland cement, 
using enough water to make a mixture of the consistency of heavy 
cream. The proportion of these three materials depends on their 
relative size ; in general, enough sand being needed to fill the voids 
in the broken stone and enough cement to fill the voids in the sand. 
The cement and water cause the mass to begin to stiffen in about 
half an hour, and in from ten to twenty-four hours it becomes hard 
enough to resist pressure with the thumb. In a month the mixture 
becomes thoroughly hard, although the hardness continues gradually 
to increase for some time. 

Portland cement was invented by Joseph Aspdin of Leeds, Eng- 
land, who took out a patent for its manufacture in 1824, the name 
Portland being due to its resemblance to a popular limestone 
quarried in the Isle of Portland. Its manufacture was begun in 
1825, but its use did not become general until 1850, when the 
French and the Germans became active in its scientific production 
and succeeded in greatly improving both the method of manu- 
facture and the quality of the finished product. Portland cement 
was first brought to the United States in 1865, but not until 1896 
did its annual domestic production reach a million barrels. 

When ordinary limestone (calcium carbonate) is heated to about 
800° F., carbon dioxide is driven off, leaving an oxide of calcium 
called quicklime. This has a great affinity for water, and when 
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combined with it is said to be slaked. Slaked lime when dry falls 
into a fine powder. 

Lime mortar is formed by mixing slaked lime with a large pro- 
portion of sand. Upon exposure to the air this mortar becomes 
hard by reason of the lime combining with carbon dioxide and 
forming again calcium carbonate, the product being a sandy lime- 
stone. Lime mortar is used in laying brick walls and in structures 
where the mortar will not be exposed to water, since it will not set, 
that is, combine with carbon dioxide, under water. 

When limestone contains a considerable amount of clay, the lime 
produced is called hydratilic limCy for the reason that mortar made 
by using it will harden under water. If the limestone contains 
about 30 per cent of clay and is heated to 1000° F., the carbon 
dioxide is driven off, and the resulting product, when finely ground, 
is called natural cement. When about 25 per cent of water is added, 
this cement hardens because of the formation of crystals of calcium 
and aluminium compounds. 

If limestone and clay are mixed in the proper proportions, usually 
about three parts of lime carbonate to one of clay, and the mixture 
roasted to a clinker by raising it to a temperature approaching 
3000 F., the product, when ground to a fine powder, is known as 
Portland cement. The proper proportion of limestone and clay is 
determined by finding the proportions of the particular clay and 
stone that will make perfect crystallization possible. In the case of 
natural cement the lime and clay are not present in such propor- 
tions as to form perfect crystals, and consequently it is not as strong 
as Portland cement. 

The artificial mixing of the limestone and clay in the manufac- 
ture of Portland cement is accomplished in different ways. Through- 
out the north central portion of the United States large beds of marl 
are found, and also in the same localities beds of suitable clay. 
This marl is nearly pure limestone and is mixed with the clay 
when wet. (These materials are also mixed dry.) Both the marl 
and clay are pumped to the mixer, where they are mixed in the 
proper proportions. The product is then dried, roasted, and ground. 
Most American Portland cements, however, are made by grinding 
a clay-bearing limestone with sufficient pure limestone to give the 
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proper proportions. After being thoroughly mixed, the product is 
roasted and ground to a powder. 

Slag cement (puzzolan) is made by thoroughly mixing with slaked 
lime the granulated slag from an iron blast furnace and then grind- 
ing the mixture to a fine powder. Slag cements are usually lighter 
in color than the Portland cements and have a lower specific gravity, 
the latter ranging from 2.7 to 2.8. They are also somewhat slower 
in setting than the Portland cements and have a slightly lower 
tensile strength. They are not adapted to resist mechanical wear, 
such as would be necessary in pavements and floors, but are suitable 
for foundations or any work not exposed to dry air or great strain. 

True Portland cement may be made from a mixture of blast- 
furnace slag and finely powdered limestone, the mixture being 
burned in a kiln and the resultant clinker ground to powder. Both 
the Portland and the puzzolan cements will set under water; 
that is, they are hydraulic. 

Gravel or broken stone forms the largest part of the mass of a 
good concrete and is called the coarse aggregate. Its particles 
may be from | in. to | in. in diameter for thin walls or where 
reenforcement is used, or up to 2^ in. for heavy foundations or 
walls over a foot thick. The coarse aggregate should always be 
clean and hard. 

The sand, or fine aggregate, should be clean and coarse ; that is, a 
large proportion of the grains should measure ^^^ to ^ in. in diam- 
eter. All should pass through a screen of ^-in. mesh. Too fine 
a sand weakens the mixture and requires a larger proportion of 
cement. 

The following standard proportions may be taken as a guide to 
the proper mixture for various classes of work:* 

1. A rich mixture for columns and other structural parts sub- 
jected to high stresses or required to be exceptionally water-tight 
Proportions 1 : 1 J : 3 ; that is, one barrel (4 bags) of packed Portland 
cement to one and one half barrels (5.7 cu. ft.) of loose sand to 
three barrels (11.4 cu. ft.) of loose gravel or broken stone. 

* Taylor and Thompson, " Concrete Plain and Reinforced " ; alsOi Atlas Portland Ce- 
ment Co., '* Concrete Constmction," and Tumeaare and Maorer, "Principles of Rein- 
forced Concrete Construction," p. 10. 
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2. A standard mixture for reenforced floors, beams, and columns, 
for arches, for reenforced engine or machine foundations subject to 
vibrations, and for tanks, sewers, conduits, and other water-tight 
work. Proportions 1:2:4; that is, one barrel (4 bags) of packed 
Portland cement to two barrels (7.6 cu. ft.) of loose sand to four 
barrels (15.2 cu. ft.) of loose gravel or broken stone. 

3. A medium mixture for ordinary machine foundations, re- 
taining walls, abutments, piers, thin foundation walls, building 
walls, ordinary floors, sidewalks, and sewers with heavy walls. Pro- 
portions 1 : 2^ : 5 ; that is, one barrel (4 bags) of packed Portland 
cement to two and one half barrels (9*5 cu. ft) of loose sand to 
five barrels (19 cu. ft.) of loose gravel or broken stone. 

4. A lean mixture for unimportant work in masses, for heavy 
walls, for large foundations supporting a stationary load, and for 
backing for stone masonry. Proportions 1:3:6; that is, one barrel 
(4 bags) of packed Portland cement to three barrels (11.4 cu. ft.) of 
loose sand to six barrels (22.8 cu. ft.) of loose gravel or broken stone. 

95. Design of reenforced concrete beams. Since concrete is a mate- 
rial which does not conform to Hooke's law and moreover does 
not obey the same elastic law for tension as for compression, the 
exact analysis of stress in a plain or reenforced concrete beam would 
be much more complicated than that obtained under the assump- 
tions of the common theory of flexure. The physical properties of 
concrete, however, depend so largely on the quality of material and 
workmanship, that for practical purposes the conditions do not war- 
rant a rigorous analysis. The following simple formulas, although 
based on approximate assumptions, give results wliich agree closely 
with experiment and practice. 

Consider first a plain concrete beam, that is, one without rein- 
forcement. The elastic law for tension is in this case (see Fig. 108) 

and for compression ^-^— = E^, 

To simplify the solution, however, assume the straight-line law of 
distribution of stress ; that is, assume m^ = m^ — 1. Note, however. 
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that this does not make the moduli equal Assume also that cross 
sections which were plane before flexure remain plane after flexure 
(Bernoulli's assumption), which leads to the relation 



8 e 

_£ — _£ 



where e^ and e^ denote the distances of the extreme fibers from the 
neutral axis (Fig. 108). 

Now let the ratio of the two moduli be denoted by n ; that is, let 




— ^ = n. 



Then 



Pt ^t^t ^t 




Fio. 108 



For a section of unit width the resultant 
compressive stress B^ on the section is 
E^ = ^p^e^^ and similarly the resultant 
tensile stress B^ is E^=^p^e,. Also, since 
Eg and E^ form a couple, E^ = Eg. Hence 

Pcec=Pt^t', or'^=— » and, equating this 

Pt «c 

to the value of the ratio -^ obtained above, we have 

Pi 

Since the total depth of the beam A is A = e^ -f- «„ we have, therefore, 
«^ = A — 6- vn, whence , 



«c = 



1+Vw 



and similarly e^ = h j= ? whence 

Vn 



^t = 



1 + 



Vn 



Now, by equating the external moment M to the moment of the 
stress couple, we have 

^=aPcOfA or if=(^/>A)fA; 
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whence, by solving for the unit stresses p^ and jp,, 



p^^mx+^ni 






or, solving one of these two relations for A, say the first, we have 

^ Pc 

For ordinary concrete n may be taken as 25. Also, using a factor 
of safety of 8, the working stress p^ becomes ji?^ = 300 lb./ in.* Substi- 
tuting these numerical values in the above, the formula for the depth 
of the beam in terms of the external moment takes the simple form 

h = — 9 _ 



J I Y__ 




^^ 



jRi 



Fig. 109 



h being expressed in inches, and M in 
inch-pounds per inch of width of beam. = 

For a reenforced concrete beam the 
tensile strength of the concrete may be 
neglected. Let E^ and E^ denote the moduli of elasticity for con- 

Crete and steel respectively, and let — f = ti. Then, if x denotes the 

distance of the neutral axis from the top fiber (Fig. 109), the 
assumptions in this case are expressed by the relations 






X 



A — 2: 



^^ = ^., and ^• = 



E. 



8. 



whence 



^^PcK^^Pc^ ^ 



or, solving for re, 



«. i>A P. A-^ 



Now if A denotes the area of steel reenforcement per unit width of 

beam, then ,, . j » i 

R,=p.A and R^ = \p^\ 

and consequently, since R^ = i?,, 

^p^=p.A. 
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Moreover, equating the external moment M to the moment of the 
stress couple, we have 

Substituting the value of x in either one of these expressions, say 
the first, we have 

whence, solving for A, 

, X?. + nv^ I 6 M 



^ p.'\-np \ 

Pc >^ 



For practical work assume ?i = 15, jp^ = 500 llx/in,* (factor of 
safety of 5), and jt?, = 15,000 lb./in.* (factor of safety of 4), 
Substituting these numerical values in the above, the results take 
the simple form 

jr=^ + - + i, 

2 2 

where H denotes the total depth of the beam in inches, d is the 
diameter of the reenforcement in inches, and M is the external 
moment in inch-pounds per inch of width. 

In designing beams by these formulas first find A, then Ay and 
finally H. 

96. Calculation of stimtps^ or web reenforcement. For a beam 
reenforced with horizontal rods only, that is, having no vertical or 
web reenforcement, the ultimate shearing strength is found to be 
about 100 lb./in.^ calculated as the average shearing stress on the 
cross section. The working stress in shear for the concrete is there- 
fore assumed to be 25 or 30 lb. /in.*, equivalent to a factor of safety 
of 3 or 4. 

If the average shear on any cross section exceeds 30 lb. /in.*, 
vertical, or web, reenforcement is required, usually supplied in the 
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form of stirrups, or loops (Fig. 110). It can be shown that the 
maximum shear in a beam is inclined at an angle of 45^ to the axis 
of the beam.* Therefore to be effective, vertical stirrups cannot be 
spaced farther apart than the depth of the beam. In actual prac- 
tice it is customary to make the distance apart about one half this 

amount, or -, where h denotes the depth of the beam. 

Since the maximum shear is inclined at an angle of 45° to the 
vertical, the effective area of the stirrups is V2 times their cross- 
sectional area ; but since the maximum shear is also approximately 
equal to v2 times the average shear,t it is usual simply to design 
the stirrups to carry the average shear. 



^51 




■ ' ■ " 
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Fig. 110 

For instance, suppose that the maximum shear on any cross sec- 
tion of a beam has an average value of 100 lb. /in.*, which, as shown 
by the results of tests, is about the maximum limit for good work. 
Then, assuming that the concrete carries 30 lb./in.^ of this shear, 
the vertical stirrups must be designed to carry the remainder, or 
70 lb./in.* Therefore if the beam is of breadth b and depth A, the 
total shear to be carried by the stirrups is 70 bh, and consequently for 
a working stress of 15,000 lb./in.* in the steel, the required area is 

70 6A 



^ = 



= .0047 JA, 



15,000 

or .47 per cent of the total area of the cross section. Since the 
stirrups are usually in the form of a double loop, the required 



* Slocnm and Hancock, Strength of Materials^ revised edition, article 28, p. 25, Ginn 
and Company. t Ibid., article 56, pp. 59 and 60. 
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cross-sectional area of each stirrup rod is .23 per cent of the total 
area of the cross section. 

Inclined reenf orcing rods, formed by bending up part of the hori- 
zontal bottom rods at an angle of 45°, are usually too large and too 
far apart to form an effective web reenf orcement, but a combination 
of the two, as shown in Fig. 110, constitutes the most effective design. 

97. Reenforced concrete columns. It is seldom necessary to design 
reenf orced concrete columns by the formulas for long columns. In 
ordinary construction the ratio of length to least width seldom ex- 
ceeds 12 or 15, while actual tests show that they may be practically 
considered as short blocks for ratios up to 20 or 25. The strength 
of a reenforced concrete column considered as a short block will 
therefore first be determined, and in exceptional cases this result 
may then be corrected by applying a general column formula. 

The method of reenforcing concrete columns is either 

1. by means of longitudinal rods extending the full length of 
the column ; 

2. by means of hoops or spiral bands ; 

3. by a combination of longitudinal rods and hoops or spirals. 
Let A denote the total cross-sectional area of the column ; A^ the 

area of the concrete ; A, the area of the steel ; and p^^ p^ the safe unit 
stresses in the concrete and steel respectively. Then the safe load 
P for the column is given by 

The unit deformations of the concrete and steel corresponding to 
these stresses are 

where E^ and U^ denote Young's moduli for the concrete and steel 
respectively. Since the concrete and steel must deform the same 
amount, s^ = »,, and, consequently, 

£^ = ^• = 71, 

Pc ^; 

or p. = nj>^, 

where n denotes the ratio of the i^o moduli, ordinarily assumed 
to be 15. 
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It is desirable to express the load P in terms of the total area of 
the cross section A, For this purpose let k denote the percentage 
of reenforcement, or the ratio of the area of the steel to the total 
area ; that is, let 

k = ^. 
A 

Then A,= A-A, = A-kA=^A(l-k). 

Therefore P = ]\A^ -h p,A^ = Pc^ (1 — A) -h npJcA ; 

whence 1* = 2>c^ [1 + (n — 1) k]. 

If the column was plain concrete without reenforcement, its safe 
load would be P' = p^A. The relative strength of a plain concrete 
column as compared with one reenf orced is therefore 

Thus, if A: = 1 per cent and n = 15, we have 

l + (n-l)A = 1.14; 

that is, a reenforcement of 1 per cent of metal increases the strength 
14 per cent 

In the case of reenforcement in the form of hoops or spirals, the 
increase in strength depends on the effect of the hoops or coils in 
preventing lateral deformation. The results of tests show that this 
effect is very slight for loads up to the ultimate strength of plain 
concrete, but beyond this point there is a notable increase in the 
ultimate strength of the column. Tests on hooped columns made 
under the direction of Professor A. N. Talbot at the University of 
Illinois showed that the ultimate strength of the column in terms 
of the percentage of steel reenforcement may be calculated by 
the formulas 

for mild steel, jt? = 1600 + 65,000 k, 

for high steel, p = 1600 + 100,000 k ; 

where p denotes the stress per square inch, and k is the percentage 
of steel with reference to the concrete core inside the hoops. The 
compressive strength of plai» concrete is here assumed to be 
1600 lb./in.^ As regards ultimate strength, the effect of the 
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hoop reenforcement was found to be from 2 to 4 times as great 
as for the same amount of metal in the form of longitudinal rods. 
From extensive investigations and experiments on hooped col- 
umns, Considdre has derived the fonnula 

where P = ultimate strength of the column, 

p^ = ultimate strength of the concrete, 
/?, = elastic limit of the steel. 

This formula indicates that hoops or spirals are 2.4 times as effec- 
tive as the same amount of metal in the form of longitudinal rods. 
When longitudinal rods are used without hoops, it is necessary 
to tie them together at intervals to prevent them from buckling 
and pulling away from the concrete. The distance apart for these 
horizontal ties may be determined by considering the longitudinal 
reenforcing rods as long columns and applying Euler's formula; 
namely, ^^j 

Assuming a factor of safety of 5, and taking E= 25,000,000 lb./in.* 
for wrought iron, we have 

10 X 25,000,000 X ^ 



5P c Trf' 

where d denotes the diameter of the reenforcing rods, from which 

the unsupported length I of the rods, or distance between ties, is 

found to be ^^^^^ 

1 = =-. 

For instance, suppose that a concrete column 12 in. square, carry- 
ing a load of 80,000 lb., is reenforced with four rods | in. in diam- 
eter placed in the four comers, 1 in. from the outer faces. Then 

A = 144 in.*, ^. = 4 (.6013) = 2.4052 in.^ 

* = ^ . 1.67 per c»t, r. = 144 ClTu (1.6T)] = «» ''^'''^'' 

p, = np^ = 6760 lU/in.* 
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Therefore the distance between ties should be 

I 1750. i ... 
i= —==?■ = 18 in. 
V6750 

98. Radially reeuforced flat slabs. A system of floor construction 
without the use of beams or ribs, called the " mushroom system," 
has been devised by Mr. C. A. P. Turner (Fig. 111). The essen- 
tial features of this system are that the floor slab is of uniform 
thickness throughout, the reenforcement is radial, and the col- 
umn top is enlarged and reeuforced with hoops. This type of con- 
struction is best adapted to large areas with few large openings. 
The following is a simple analysis 
of the chief features of the design. [* -D-jt H 




99. Diameter of top. In the case of a continuous floor slab sup- 
ported by several columns, it is obvious that the slab will be con- 
cave downwards over the columns and concave upward in the center 
of each paneL Between these two extremes there must be a bound- 
ary at which there is no curvature, that is, a line of inflection. In 
a restrained beam of length I, bearing a uniform load, the two 
points of inflection occur at a distance of 0.212 1 from each support 
(article 45). For a continuous slab, therefore, the line of inSection 
for square panels may be assumed to be approximately a circle of 
radius between 1 1 and ^ I, where I denotes the spaa, or distance 
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center to center of columns. For practical purposes the diameter 
D of the column top may therefore be assumed as 



which is approximately the mean of the above values. 

There is another condition, however, which also affects the 

diameter of the top, namely, the distribution of slab reenforce- 

ment. If the column top is too small, there will be portions of the 

slab which contain no reenforcement, as shown by the triangular 

areas a,b, c, d (Fig. 112). 

The arrangement shown in 

Fig. 113, however, has no 

such gaps ; it requires that 

or i>=— ^= = 0.414 i. 
Fio.112 Fio.113 1 + V2 

which determines the minimum diameter of column top. If, then, 
D is assumed as 



a slight overlap of the reenforcing rods is assured. 

100. Efficiency of the spider hoops. The efficiency of tensile re- 
enforcement in the form of hoops as compared with direct reen- 
forcement may be obtained approximately as follows : 

In the case- of column tops as here considered, take a diametral 
section of the top and consider half of one hoop and the portion of 
the material reenforced by this segment, as shown in Fig. 114. Let 
w denote the radial stress, or pressure on the inside of the hoop 
per unit of length, expressed in pounds per linear inch of hoop. 
Also let r denote the radius of the hoop, A its cross-sectional area, 
and p the unit stress in the metal. Then the radial force acting on 
any portion of the hoop of length d« is wAs, and the component of 
this force perpendicular to the plane of the section is wA* sin a. 
Or, if Ax denotes the projection of As on the diameter, then 
As sin a = Ax, and this component of the force therefore becomes 
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^tkx. Therefore, equating the tension in the hoop to the sum of 
the components of the radial stress perpendicular to the plane of 
the section, we have 



2pA = V wLx = «^ V iix = w2r\ 



whence 



. tor 

A = — • 
P 



Now let A^ denote the cross-sectional area of an equivalent 
amount of radial reenforcement Then, since the length of the 
arc considered is irr and the radial stress is of amount w per unit 
of length, the total amount 
of radial reenforcement re- 
quired would be given by 
the equation 

pA' = wrw ; 



whence A^ = 



Trrw 



Comparing these expres- 
sions for A and A\ it is found 




Fio. 114 



Consequently, the theoretical efiBciency of tensile reenforcement 
in the form of hoops is 3.14 times as great as the same cross- 
sectional area of direct, or radial, reenforcement. The amount of 
metal in a hoop of radius r, however, is 2 wrAy whereas that in the 
radial reenforcement is ^' 2 r, and since A^ = wA, these volumes are 
equal. Consequently, there is no saving in material effected by 
making the reenforcement in the form of hoops. But when there 
is such a complex system of reenforcement as that shown in 
Fig. Ill, some of the metal may be used to better advantage in 
the form of hoops, as this lessens somewhat the congestion of metal 
at the columns. 

101. Maximum moment. For a continuous beam of span Z, 

carrying a total uniform load of amount iV^ the moment at the 

Wl 
supports is j^; whereas the moment at midspan is one half this 
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Wl 
amount, or -^rr* Assuming that each of the four sets of slab rods 
24 

carries one fourth the total load, the bending moment from which 

to determine the thickness of the slab and the amount of reenf orce- 

ment in the head becomes 

12 48 

where W denotes the total load on the panel, and I is the distance 

center to center of columns. The formula determined by experi- 

Wl 7 

ment and used in practice is Jf = -=rr-- For a top of diameter 2) = — - i, 

50 16 

Wl 7 
the moment per foot of width, say Jf^, is therefore -*^i = ttt'^'t^^ 

„ Wl 7 , W' u ^u 
^^=50^16^=22^-^*^- 

102. Thickness of slab. Let 

p^ = unit working tensile stress in reenf orcement, 
p^ = unit working compressive stress in concrete, 

w = — ^ = ratio of elastic moduli, 
Jfj = bending moment in foot-pounds per foot of width. 

Then the thickness of slab h from the outer fiber in compres- 
sion to the center of the reenforcement is given by the formula 
(article 95) 

Pc >l«(3j^. + 2 np,) 

For working values of p, = 16,000 lb./in.*, jt?^ = 600 lb./in.*, and 

n = 15 this becomes ^ , — 

A = 0.1026 V^. 

W 
Since Jf^ = — , as explained above, this may also be written 

A = 0.02187 VjT, 

where A is expressed in inches and W denotes the total load on the 
panel in pounds. 
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The total thickness of slab is then found by adding to this value 
of h the amount needed for the reenf orcing rods plus a small amount 
for bond below the bottom rods. 

The amount of reenf orcement for the unit stresses assumed above 
is then found from the relation (article 95) 

A = 0.081 A, 

where A is expressed in inches and A in square inches per foot 
of width. 

103. Area of slab rods. As stated above, the moment at the 
center of the slab is half as great as at the supports. The effect of 
this on the required dimensions of the slab and reenforcement would 
be to divide both h and A by V2. But since the slab is necessarily 
of the same thickness throughout and hence is thicker at the center 
than necessary, the cross-sectional area of the reenforcement in the 
slab may be lessened, so as to make the moment of the stress in the 
reenforcement equal to the moment required for the thinner slab. 
If, then, p denotes the unit stress in the metal, where p is assumed 
to be the same in both cases, and A' denotes the cross-sectional area 
of metal actually required, the condition that the moment shall be 
constant is a i 

whence A^ = —• 

Consequently, the design is made up by placing half the required 
cross-sectional area, obtained from the formula A = 0.081 A, in 
the slab rods and the other half in the hoops and spider in the 
column top. 

104. Application of formulas. To illustrate the use of these 
formulas, consider a floor system with panels 20 ft square, carry- 
ing a live load of 200 lb./ft^ By a preliminary calculation it is 
found that the floor slab will be about 9 in. thick, giving a dead load 
of 115 lb./ft.^ The total live and dead load is therefore 315 lb./ft.* 
Consequently, W^'W x 315 = 126,000 lb., and 



A = 0.02187 Vl26,000 = 7.76 in. 
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The total area of reenforcement in the head for each radial sys- 
tem is then ^ ^ Q81 ^ ^ qq28 sq. in. per foot 

Since the diameter of the top is assumed as 2) = ^ {= 8.75ft., 
the total area required for one radial system is 8.75^ = 5.5 sq. in. 
The required area of slab rods in one system is then 

-^= 2.75 sq. m., 

equivalent to 18 rods ^ in. in diameter, spaced 5 in. i^art. 

Since the four sets of rods overlap where they cross the column 
top, and since h denotes the distance from the extreme fiber in com- 
pression to the center of the reenforcement, the total thickness of ^ 
slab becomes A-|-2rf-f^in. = 9in. 

Since the hoops around the column head are assumed to be tt 
times as effective as the same cross-sectional area of radial reen- 
forcement, the total area of the hoops, neglecting the spider, is 

2 75 

-^:t-j= 0.88 sq. in. If two hoops are used, the diameter of each 

o. 14 

hoop rod may therefore be assumed as | in., giving a total cross- 
sectional area of 0.88 sq. in. 

It should be noted, however, that the effectiveness of hoop reen- 
forcement depends on the hoop being placed where it can carry the 
tensile stress in the column top. Since the outermost hoop of the 
top is placed as nearly as possible on the line of inflection, there is 
practically no stress in the slab at this point, except shear, and 
hence the cross-sectional area of the outer hoop should be neglected 
in dimensioning the top hoops. 

105. Dimension table. By the use of the above formulas as just 
explained, the accompanying table has been calculated, giving the 
required thickness of slab and also the size and number of slab 
rods for various spans and loads. 

In this table the thickness of concrete below the bottom of the 
rods has been assumed as about ^ in., which has been proved by 
experiment to be suflBcient for fireproofing purposes. Some fire- 
proofing specifications require more, however, in which case it will 
be necessary to increase the thickness of slab given in the table to 
the required amount. 
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106. Dimensions of spider. The size and number of rods in the 
spider are determined from the condition that the total area shall 
be sufficient to carry the shear, as will now be shown. 

It is customary to place a fillet at the top of each column^ as 
shown in Fig. Ill, the depth of the fillet being not less than the 
thickness of the slab, and its diameter about twice the diameter of 
the column. The area of concrete in shear at the face of the column 
is then 7rd(2 ^), where d denotes the diameter of the column and t 
the thickness of the slab, and at the outside of the fillet is 7r(2 ^t, 
which is the same amount Consequently, a fillet of these dimen- 
sions doubles the area of concrete in shear. The chief purpose of 
the fillet, however, is to avoid the weakening effect of an angle 
and thus enable the slab to develop its full strength at its junction 
with the column. 

Since there are more slab rods to carry the shear at the outside 
of the fillet than at the face of the column, the latter section is 
weakest in shear. To illustrate the method of dimensioning for 
shear, consider the same numerical problem as above; namely, a 
panel 20 x 20 ft. with a total live and dead load of 320 lb./ft.* 
The total load on each column, or the total shear, is then 
320 X 400 = 128,000 lb. Assuming that the columns supporting 
the floor are 1 ft in diameter, and taking a cylindrical section at 
the face of the column, the total area of concrete in shear, includ- 
ing the fillet, will be7rxl2x2x9.5 = 716 sq. in. For a working 
stress in shear of 30 lb./in.^ the shearing strength of the concrete 
alone is therefore 716 x 30 = 21,480 lb. 

The amount of metal in the slab rods was determined previously 
as 0.628 in.yft Since the column is 1 ft in diameter, and since 
each set of rods is in double shear and there are four sets of 
rods, the total area of metal in shear at the surface of the column 
is 8 X 0.628 = 5 sq. in. Assuming the working stress in shear of 
the metal as 10,000 Ib./in.*, the shearing strength developed by 
the slab rods alone is 5 x 10,000 = 50,000 lb. Since the total load 
is 126,000 lb., there still remains to be taken care of 126,000 — 
(21,480 + 50,000) = 54,520 lb. of shear. 

To design the spider to carry this shear, assume that it is made 
up of 8 rods, as shown in Fig. 111. Then the amount of shear on 
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54 520 
each rod will be — ^r — = 6815 lb., and hence the requured area of 

o 

each rod will be T^r^wT^ = 0.68 sq. in., giving a rod slightly lees 

than 1 in. in diameter. If the fillet under the head is neglected in 
computing the shearing strength of the concrete, a spider made up of 
eight 1-in. rods will still give sufl&cient area to develop the required 
shearing strength. 

APPLICATIONS 

267. A plain concrete beam 6 in. x 6 in. in cross section, and with a 68-in. span, 
is supported at both ends and loaded in the middle. The load at failure is 1008 lb. 
Find the maximum fiber stress. 

268. A concrete building block 24 in. in length and having an effective cross 
section of 8 in. x 10 in. minus 4 in. x 6 in. is tested by being supported at points 2 in. 
from each end and loaded in the middle. The load at failure is found to be 6000 lb. 
Find the maximum fiber stress, the height of the block being 10 in. 

269. A reinforced concrete beam 10 in. wide and 22 in. deep has four 1^-in. 
round bars with centers 2 in. above the lower face. The span is 16 ft. The beam 
is simply supported at the ends. Find the safe load per linear foot for a working 
stress in the concrete of 600 Ib./in.^, and also find the tensile stress in the 
reinforcement. 

270. A re^nf orced-concrete beam of 16 ft. span is 12 in. wide and ha« to Buppoit 
a uniform load of 1000 lb. per linear foot. Determine the total depth and amount of 
steel reinforcement required, bars to have centers 2 in. above the lower face of beam. 

271. A reinforced concrete beam 8 in. x 10 in. in cross section, and 16 ft. long, 
is reinforced on the tension side by six ^-in. plain steel rounds. The steel has a 
modulus of elasticity of 80,000,000 Ib./in.^ and the center of the reinforcement is 
placed 2 in. from the bottom of the beam. Assuming that Ec = 8,000,000 Ib./in.*, 
and Pc = 600 Ib./in.^, find the position of the neutral axis and the moment M. 

272. For a stress pc = 27001b./in.^ on the outer fiber of concrete in the beam 
given in problem 271, find the stress p, in the steel reinforcement. 

273. A concrete beam is 10 x 16 in. in cross section and 20 ft. long. It is reto- 
forced with four J-in. steel rods with centers 2 in. above the lower face of the 
beam. The safe compressive strength of the concrete is 600 Ib./in.^, and the steel 
used has an elastic limit of 40,000 Ib./in.^ What single concentrated load will the 
beam carry at its middle ? What tension will be developed in the steel ? What 
shearing stress along the reinforcement ? 

274. Find what load, uniformly distributed, the beam in the preceding prob- 
lem vdll carry and find the tension in the steel and bond for this case. 

276. A reinforced concrete fioor is to carry a load of 200 Ib./ft.* over panels 
14 ft. square. Find the required thickness of the slab and the area of the reinforce- 
ment for working stresses of 60blb./in.* in the concrete and 16,000 Ib./^.* in the 
reinforcement. 

276. Design a floor panel 14 ft. square, to be made of reinforced concrete and 
to sustain a total uniform load of 120 Ib./ft.*, with a factor of safety of 4. 
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107. Composition and resolution of forces. It will now be neces- 
sary to recall some of the results previously obtained concerning 
the composition and resolution of forces. 

It was shown in article 11 that any number of concurrent forces 
may be combined by means of a vector triangle or vector polygon 
into a single resultant Also that, conversely, any force may be 
resolved into components forming with the given force a closed 

triangle or polygon. 

In finding the resultant 
of several forces it is usually 
more convenient to resolve 
each of the given forces into 
components parallel to a set 
of rectangular axes, then 
take the algebraic sum of the 
components along each axis, 
and, finally, recombine these 
into the required resultant. 
Thus, in P^'ig. 115, if F^^ F^^ denote two forces and R their result- 
ant, resolve F^ into rectangular components rr^, y^, and F^ into com- 
ponents x^^ y^ Then, if x^ y, denote the components of the resultant 
R^ we have 

and, consequently. 
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ii: = V?T? = V(a:^ + a:^^-f(y, + y,y. 

In article 10 the moment of a force with respect to any point 
was defined as the product of the force by its perpendicular distance 
from the point in question ; that is, 



Moment = force X lever arm. 

176 
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It was also proved that the sum of the moments of any number of 
forces lying in the same plane with respect to a point in this plane 
is equal to the moment of their resultant with respect to this point. 

It remains to consider the case when the system of forces lie in 
the same plane but are not concurrent, that is, do not all meet in 
a point. This involves the properties of a force couple, defined a»s 
two equal and opposite parallel forces F, Fy not actmg in the same 
line (Fig. 116). 

For any couple Fy Fy let x denote the distance of any point in 
its plane from the nearest force of the couple, and d the lever arm 
of the couple (Fig. 116). Then the moment M of the couple with 
respect to the point is 

M=F(^d-hx)-Fx = F(l 

Therefore the moment of the 
couple is constant and equal to J 
Fd with respect to any point in 
its plane. Moreover, since the 
moment of the couple involves 
only the magnitude of the forces 

and their distance apart, it is evident that the couple can be revolved 
through any angle without altering its value. A couple may, there- 
fore, be moved about anywhere in its plane without altering its 
numerical value or changing its effect in any way. 

It is also obvious that the forces of a couple may be altered in 
amount, provided that the lever arm is at the same time changed 
so as to keep their product constant. Two or more couples may 
therefore be combined by first reducing them to equivalent couples 
having the same lever arm and then taking the algebraic sum 
of the forces, thus giving a single resultant couple with this same 
lever arm. 

Now consider any number of forces F^y F^y -?',•••, lying in the same 
plane but not concurrent. At any arbitrary point (Fig. 117), intro- 
duce two forces F^'y F^\ opposite in direction, but each equal in 
amount to F^. Since F^ and F" are equal and opposite they will 
not disturb the equilibrium of the system. But F^ and F" together 
form a couple of moment F^ d^y leaving the single force F^y equal 



Fig. 116 
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to F^^ acting at O. Similarly, each of the other forces is equivalent 
to a couple plus a single force (equal and parallel to the given 
force) acting at 0. The given force system is therefore equivalent 

to a system of equal but concur- 
rent forces acting at 0, and an 
equal number of couples, the 
moment of each couple being 
equal to the moment of the cor- 
responding given force with re- 
spect to the point 0. 

This concurrent force system, 
however, may now be combined 
YiQ, 117 into a single resultant force, and 

the couples also combined into 
a single resultant couple, as just explained. Consequently, we 
have the following general theorem: 

Any system of forces lying in the same plane is equivalent to a single 
force acting at any assigned point in this plane plus a couple whose 
moment is equal to the sum of the moments of the given forces with 
respect to this point 

108. Conditions of equilibrium of a system of coplanar forces. 
When a body acted upon by two or more forces is at rest or in 
uniform motion relative to any system of coordinate axes, it is 
said to be in equilibrium, and the forces acting on it are said to 
equilibrate. The conditions for equilibrium are, therefore, that the 
resultant force acting on the body must be zero, and that the result- 
ant moment or couple acting on it must also be zero. That is to 
say, the algebraic sum of all the forces acting on the body must be 
zero, and the algebraic sum of the moments of these forces with 
respect to any point must also be zero. Expressed symbolically the 
conditions of equilibrium are 

In general it is convenient in applying these conditions to resolve 
each force F into rectangular components X, F, and replace the single 
condition ^F=Q by the two independent conditions Vx=0, 
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These three conditions, V X= 0, V F = 0, Vif = 0, are obviously 
both necessary and sufficient to assure equilibrium. For if the 
first two are satisfied, the system will be in equilibrium as regards 

translation, and if Vilf = 0, it will also be in equilibrium as 

regards rotation ; and, furthermore, it will not be in equilibrium un- 
less all three are satisfied. 

The conditions for equilibrium of a system of forces lying in the 
same plane may then be reduced to the following convenient form : 

1. Vor equilibrium against translation^ 

^ horizontal components = O, 
V vertical components = O. 

2. Far equilibrium against rotation, 

V moments about any point = O. 

When a body is acted on by only three forces, lying in the same 
plane, the conditions for equilibrium are that these three forces shall 
meet in a point, and that one of them shall be equal and opposite 
to the resultant of the other two. 

109. Equilibrium polygon. As explained above, the resultant of 
any system of forces lying in the same plane may be found by means 
of a vector force polygon, the resultant being the closing side of 
the polygon formed on the given system of forces as adjacent sides. 
Although this construction gives the magnitude and direction of 
the resultant, it does not determine its position or its line of action. 
The most convenient way to determine the line of action of the 
resultant is to introduce into the given system two equal and oppo- 
site forces of arbitrary amount and direction, such as P' and F" 
(Fig. 118). Since P' and P" balance one another, they will not 
affect the equilibrium of the given system. To find the line of 
action of the resultant i?, combine P' and ij into a resultant B^ 
acting along B'A'y parallel to the corresponding ray OB of the force 
polygon. Prolong A^B^ until it intersects J^ ^nd then combine B^ 
and ^ into a resultant B^ acting along C'B'y pai'allel to the corre- 
sponding ray OC of the force polygon, etc. Proceed in this way 
until the last partial resultant B^ is obtained. Then the resultant 
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of P' and R^ will give the line of action, as well as the magnitude, of 
the resultant of the original system I{y I^ P^ P^ The closed figure 
AmCD'EjF' obtained in this way is called an eqiiilibriiuii polygon. 
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For a system of parallel forces the equilibrium polygon is con- 
structed in the same manner as above, the only difference being 
that in this case the force polygon becomes a straight line (Fig. 119). 




Fig. 119 



Since P' and P" are entirely arbitrary in both magnitude and 
direction, the point 0, called the pole, may be chosen anywhere 
in the plane. Therefore, in constructing an equilibrium polygon 
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corresponding to any given system of forces, the force polygon 
ABODE (Figs. 118 and 119) is first drawn, then any convenient 
point O is chosen and joined to the vertices A^ B^ (7, i), JK, of the 
force polygon, and finally the equilibrium polygon is constructed 
by drawing its sides parallel to the rays OA^ OB, 00, etc. of the 
force diagram. Since the position of the pole is entirely arbitrary, 
there is an infinite number of equilibrium polygons corresponding 
to any given set of forces. The position and magnitude of the 
resultant -B, however, is independent of the choice of the pole, 
and will be the same no matter where is placed. 

For a system of concurrent forces (that is, forces which all pass 
through the same point) the closing of the force polygon is the 
necessary and sufficient condition for equilibrium. If, however, the 
forces are not concurrent, or if they are parallel, this condition is 
necessary but not sufficient, for in this case the given system of 
forces may be equivalent to a couple, the effect of which would be 
to produce rotation. To assure equilibrium against rotation, there- 
fore, it is also necessary that the equilibrium polygon shall close. 

The graphical and analytical conditions for equilibrium are then 
as follows : 

CONDITIONS OF EQUILIBRIUM 





Analytical 


Graphical 


Translation 


2)^=0 


Force polygon closes 


Rotation 


x*=« 


Equilibrium polygon closes 



110. Application of equilibrium polygon to determining reactions. 
One of the principal applications of the equilibrium polygon is in de- 
termining the unknown reactions of a beam or truss. To illustrate 
its use for this purpose, consider a simple beam placed horizontally 
and bearing a number of .vertical loads ij, J^, etc. (Fig. 120). To 
determine the reactions R^ and B^, the force diagram is first con- 
structed by laying off the loads 7J, ^, etc. to scale on a line AF, 
choosing any convenient point as pole and drawing the rays OA, 
OB, etc. The equilibrium polygon corresponding to this force 
diagram is then constructed, starting from any point, say A', in B^. 
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Now the closing side A!& of the equilibrium polygon detennines 
the line of action of the resultants P' and P" at A! and & respec- 
tively. For a simple beam, however, the reactions are verticaL 
Therefore, in order to find these reactions, each of the forces P' and 
P" must be resolved into two components, one of which shall be 
vertical. To accomplish this, suppose that a line OH is drawn from 
the pole O in the force diagram parallel to the closing side &A! of 
the equilibrium polygon. Then HO (or P') may be replaced by 
its components HA and -40, parallel to R^ and Al^ respectively; 
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and similarly, OH may be replaced by its components FH and OP, 
parallel to B^ and P& respectively. HA and FH are therefore the 
required reactions. 

111. Equilibrium polygon through two given points. Let it be 
required to pass an equilibrium polygon through two given points, 
say 3f and JV^ (Fig. 121). 

To solve this problem a trial force diagram is first drawn with 
any arbitrary point O as pole, and the corresponding equilibrium 
polygon MA'B^CfD'E' constructed, starting from one of the given 
points, say M. The reactions are then determined by drawing a 
line OH parallel to the closing side ME' of the equilibrium polygon, 
as explained in the preceding article. 

The reactions, however, are independent of the choice of the pole 
in the force diagram, and, consequently, they must be of amount AH 
and HE^ no matter where is placed. Moreover, if the equihbrium 
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polygon is to pass through both M and iV, its closing side must 
coincide with the line MN^ and therefore the pole of the force dia- 
gram must lie somewhere on a line through H parallel to MN. 





Fig. 121 

Let Of be any point on this line. Then, if a new force diagram is 
drawn with as pole, the corresponding equilibrium polygon 
starting at M will pass through N. 

112. Equilibrium polygon through three given points. Let it be 
required to pass an equilibrium polygon through tliree given points, 
say M, N, and L (Fig. 122). 

A 





Fig. 122 

As in the preceding article, a trial force diagram is first drawn 
with any point O as pole, and the corresponding equilibrium polygon 
constructed, thus determining the reactions R^ and R^ as HA and 
EH respectively. 
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Now, if the equilibrium polygon is to pass through N, the pole of 
the force diagram must lie somewhere on a line HK drawn through 
H parallel to MN^ as explained in the preceding article. The next 
step, therefore, is to determine the position of the pole on this line 
i/JT, so that the equiUbrium polygon through M and N shaU also 
pass through L, This is done by drawing a vertical LS through L 
and treating the points M and L exactly as M and N were treated. 
Thus OABCD is the force diagram for this portion of the original 
figure, and MA^B^C'S is the corresponding equiUbrium polygon, the 
reactions for this partial figure being H'A and DH*. If, then, the 
equilibrium polygon is to pass through Z, its closing side must be 
the line ML^ and consequently the pole of the force diagram must 
lie on a line H'E! drawn through H^ parallel to ML, The pole is 
therefore completely determined as the intersection (/ of the lines 
HK and H'K^, If, then, a new force diagram is drawn with O' as 
pole, the corresponding equilibrium polygon starting from the point 
M will pass through both the points L and N. 

Since there is but one position of the pole CX, only one equi- 
librium polygon can be drawn through three given points. In other 
words, an equihbrium polygon is completely determined by three 
conditions. 

113. Application of equilibrium polygon to calculation of stresses. 
Consider any structure, such as an arch or arched rib, supporting 
a system of vertical loads, and suppose that the force diagram and 
equilibrium polygon are drawn as shown in Fig. 12S. Then each 
ray of the force diagram is the resultant of all the forces which 
precede it and acts along the segment of the equilibrium polygon 
parallel to this ray. For instance, OC is the resultant of all the 
forces on the left of ^ and acts along C'D'. Consequently, the 
stresses acting on any section of the structure, say ww, are the same 
as would result from a single force OC acting along C'l^. 

Let 6 denote the angle between the segment Cfiy of the equi- 
librium polygon and the tangent to the arch at the point 8. Then 
the stresses acting on the section mn at S are due to a tangential 
thrust of amount OC cos 6 ; a shear at right angles to tins, of amount 
OC sin ; and a moment of amount OC • eZ, where d is the perpen- 
dicular distance of CD' from S. 
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Prom Pig. 128 it is evident that the horizontal component of any 
ray of the force diagram is equal to the pole distance OH. There- 
fore, if OC is resolved into its vertical and horizontal components, 
the moment of the vertical component about S is zero, since it passes 
through this point ; and hence the moment OC - d = Off • 2, where 
2 is the vertical intercept from the equilibrium polygon to the 
center of moments S. Having determined 
the moment at any given point, the stresses 
at this point can easily be calculated. 





Fig. 123 



114. Relation of equilibrium polygon to bending moment diagram. 

In the preceding article it was proved that the moment acting at 
any point of a structure is equal to the pole distance of the force 
diagram multiplied by the vertical intercept on the equilibrium 
polygon from the center of moments. For a system of vertical loads, 
however, the pole distance is a constant. Consequently, the moment 
acting on any section is proportional to the vertical intercept on the 
equilibrium polygon from the center of moments. Therefore, if the 
equilibrium polygon is drawn to such a scale as to make this factor 
of proportionality equM to unity, the equilibrium polygon will be 
identical with the bending moment diagram for the given system 
of loads. 

115. Structures: external forces. The external forces acting 
upon any stationary structure must be in equilibrium. Hence they 
may be found, in general, by applying the conditions of equilibrium 
given in article 109. The conditions of equiUbrium may be applied 
either analytically or graphically. The former method has the ad- 
vantage of being available under all circumstances; whereas the 
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Fig. 124 



latter method requires the accurate use of instruments, and is 
therefore confined cliiefly to office work. Both methods are illus- 
trated in what follows. 

1. Analytical method. Consider first the analytical determination 
of the external forces acting on a simple structure, such as the 
loaded jib crane, shown in Fig. 124. This consists of a vertical 

mast EDy supported by a collar 
B and footstep C, and carrying 
a jib ADy supported by the guy 
AjEF. The external forces acting 
on the crane are the load FT, 
the counterweight W^ (including 
hoisting engine and machinery), 
and the reactions at B and C. 
The reaction of the collar B can 
have no vertical component, as 
the collar is made a loose fit so 
that the crane may be free to 
swiveL For convenience, the reaction of the footstep C may be 
replaced by its horizontal and vertical components H and V. 

Applying the conditions of equilibrium to the structure as a 
whole, we have, therefore, 

2 vertical forces = 0, W-j- lf\ -h weight of crane — V=Oy 

2J horizontal forces = 0, H^-\' H^ = 0, 

2J moments = (taken about i?), Wl^ — WJ.^ -f H^c = 0. 

From the first condition the vertical reaction of the footstep is 
found to be equal to the entire weight of the structure and its 
loads. In applying the last condition, moments are taken about 
i?, since one unknown H^ is thus eliminated, leaving the resulting 
moment equation witli only one unknown H^. The other unknown 
H^ is then found from the second condition, I{^ = — H^, 

The moment of the counterweight W^^ should, when possible, 

Wl 
be made equal to —^t where W\a the maximum load the crane is 

designed to lift. The mast will then never be subjected to a bending 
moment of more than one half that due to the lifted load ; that is to 
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say, the horizontal reactions H^ and H^ will never have more than one 
half the value they would have if the crane was not counterweighted. 
2. Graphical method. To illustrate this method, consider the 
Pratt truss, shown in Fig. 125. Assume the loads in this case to 
be the weight of the truss 
W^ a uniform load of 
amount W^, assumed for 
present purposes to be 
concentrated at its cen- 
ter of gravity, and two 
concentrated loads ij, ^. 
Since the only other ex- 
ternal forces acting on the 
truss are the reactions E.. 
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R^^ they must hold the 
loads in equilibrium, and 
hence the force polygon 
must close. The force 
polygon, however, con- 
sists in the present case 
simply of a straight line 
12 3 4 5, and therefore 
does not suffice to deter- 
mine the values of E^ and E^. For this purpose an equilibrium 
polygon must be drawn. Thus, choose any pole O on the force 
diagram and draw the rays 01, 2, 3, etc. ; then construct the 
corresponding equilibrium polygon by starting from any point a in 
E^ and drawing ab parallel to 01, from b drawing be parallel to 
2, etc. Having found the closmg side of of the equilibrium poly- 
gon, draw through the ray 6 parallel to a/*, thereby determining 
E^ as 56 and E^ as 61. 

If, for any reason, it is desired to draw the equilibrium polygon 
through two fixed points, say a and/' in the figure, the reactions 
are first determined as above. Then a line is drawn through 6 
parallel to of, and a pole 0' is chosen somewhere on this line. The 
closing side of the equilibrium polygon will then be parallel to 0'6 
(or «/), and hence if the polygon starts at a, it must end at/'. 
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116. Structures: joint reactions. Since all parts of a structure 
at rest are in equilibrium, the conditions of equilibrium may evi- 
dently be applied to the forces acting upon any portion of the 
structure. This portion may be a single joint, a single member or 
part of a member, or it may include several joints and members. 
The forces acting upon the part considered may be partly external 
forces and partly internal forces, or stresses, or they may be wholly 
stresses. 

As in finding external reactions, the conditions of equilibrium 
may be applied either analytically or graphically. 






Fig. 126 

1. Analytical method. To illustrate this method, as applied to the 
joints of a structure, let it be required to find the stresses in the 
members of the shear legs, shown in Fig. 126. 

Starting with the joint A^ the forces acting at this point are the 
weight fF, the tension P in the guy AC^ and the reaction of the 
legs of the A frame. To simplify the solution the latter may be 
assumed for the present equivalent to a single force R acting along 
the center line A'C between the legs of the A frame. The condi- 
tions of equilibrium applied to this joint are then 

2) vertical forces = 0, fF -h P cos (* -h <^) - ^ cos * = 0, 

V horizontal forces = 0, P sin (^ H- <^^ — ^ sin tf =0, 
giving two simultaneous equations for R and P. 
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Since i^ is by assumption equivalent to the combined action of 
the two shear legs, the thrust T in each may be found by resolving 
forces along R. Thus T cos a = ^ -B, which determines T, since R 
has already been found. 

Similarly, the force at 
the bottom of the shear 
legs tending to make 
them spread is T sin a. 

At the point C the 
forces acting are the up- 
ward pull V on the an- 
chorage, the horizontal 
pull H on it, and the 
tension P in the guy. 
Hence, applying the con- 
ditions of equilibrium, 
we have 

H=Fcosl3, r=Psin/8. 

2. Graphical method. 
To illustrate the graph- 
ical calculation of stresses 
from joint reactions, con- 
sider the roof truss 
shown in Fig, 127. 

Since the loading in 
this case is symmetrical, the reactions of the supports will each 
be equal to half the weight on the truss. 

The most convenient notation is to letter the spaces between the 
various lines of the diagram. Each member of the truss and each 
external force will then be designated by the adjoinmg letters on 
opposite sides of it, as the member AH^ the load BC^ etc. 

Starting with the left support, we have three forces meeting at 
a point The magnitude of one, namely -Bj, or AB^ is known, and 
the directions of all three are known. Hence the other two can be 
determined by means of a triangle of forces. Thus, if ab is laid off to 
scale to represent -B^, and a/, i/, are drawn from a and b parallel 
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to AJ and BJ^ they will represent the stresses in these members 
to the same scale as that to which E^ was laid oflf (Fig. 127, /). 

Proceeding to the next joint, BJIC^ we have four forces meeting 
at a pomt, one of which, BJy has just been determined, and another, 
i?C, is known. Hence the other two are found by drawing a force 
polygon, Ijic^ giving the stresses in C/and /«7(Fig. 127, //). 

Similarly, passing to the next joint, AJIH^ the stresses in AJ and 
t/J having been found, those in IH and AlfmBj be determined from 
the force polygon ajih (Fig. 127, ///), and finally for the joint HCI> 
the remaining stresses are determined from the force polygon ghicd 

(Fig. 127, ivy 

- Since each force polygon contains one side of each of the others, 
by placing these sides together they may all be combined into 

one figure, as shown in 
Fig. 127, V. In the pres- 
ent case separate diagrams 
were di-awn for each joint 
to illustrate the method. 
In practice, however, but 
one diagram, the combined 
one, is drawn, as it affords a 
saving in time and space and 
produces a neater and more 
compact appearance. Such a figure is called a Maxwell diagram. 
117. Structures: method of sections. If a section is passed 
through a structure, cutting not more than two members whose 
stresses are unknown, the single condition that the force polygon, 
drawn for the forces acting upon the portion of the structure on 
one side of the section, must close, will enable the stresses in these 
members to be found. Commencing at one end of a structure and 
passing a section cutting but two members, the stresses in these 
can thus be determined. Then, passing a section cutting three 
members, one of which has already been treated, the stresses in the 
other two can be found, etc. Thus, by means of successive sections, 
all of the stresses can be determined by simple force polygons. 

1. Analytical method. To illustrate the analytical application of 
this method, consider a Warren truss used as a deck bridge, as 




Fig. 128 
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shown in Fig. 128. Let the depth of truss and panel length be 
each 15 ft, and the loads carried at the joints of the upper chord 
be 7, 10, 9, and 15 tons respectively. The reactions at B and J 
are found by taking moments about J and J5 to be 17| tons and 
23| tons respectively. 

Since this form of truss has parallel chords and a single web 
system, it is not necessary to begin at any particular point, but a 
section may be taken anywhere, provided it cuts both chords and 
a single web member. Taking any 
section xy^ and considering only the 
portion of the structure on one side of 
the section, the external forces actmg 
on this portion will be in equiUbrium 
with the stresses P, ft jR, in the mem- 
bers cut (Fig. 129). Since Q is the 
only stress having a vertical compo- 
nent, it must equiUbrate the external 
forces at B and <7. That is to say, ' fig. 129 

from the condition of equilibrium 

V vertical forces = 0, we have Q sin 63° 26' = 17|— 7 ; whence 
Q = 11.854 tons and is compressive. 

To find P take moments about D. Then since Q and R both 
pass through i), their moments about this point are zero ; tlieref ore 

Pxl5 = 17f X 15-7 X 7.5; 

whence P = 14|^ tons. By observing the signs of the moments of 
the external forces at B and C about A P is found to act in the 
direction shown by the arrow, that is, in compression. 

Similarly, to find the stress E in i>P, take the section xt/ just to 
the left of JS^ then take moments about JiJ» Since P and Q pass 
tlu-ough A", their moments about this point are zero, and hence 

i2xl5=17f x22.5-7xl5; 

whence i? = 1 9.44 tons. 

Since the loads are vertical, E might also have been found 
from P and Q by the condition V horizontal forces = ; that is, 

P + Qcos 63^ 26' = ^ ; whence E = 19.427 tons. 
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2. Graphical method. Before proceeding with the explanation of 
the graphical method it will be necessary to show how the moment 
of any number of forces with respect to a given point may be 
obtained from the equihbrium polygon. 

Let IJ, -^, ^^ ij, denote any set of forces and B the given point 
about which their moment is required (Fig. 180). First draw the 
force polygon for these forces, choose any pole 0, and construct 

the corresponding equilib- 
^* rium polygon abode. Now 
in the force diagram, drop 
a perpendicular oh from the 
pole on the resultant R, 
This is called the pole dis- 
tance of R and will be denoted by H. 
Also, in the equilibrium diagram draw 
through the given point B a line par- 
allel to R^ making the intercept xy 
on the equilibrium polygon. Then 
the triangle OAE in the force diagram 
is similar to the triangle xey in the 
equilibrium diagram, and hence 

r : xy=z H I AE^ 

Rr= Hx xy. 

But Rr is the moment of the result- 
ant R about B and is equal to the 
sum of the moments of all the given forces about this point. The 
following moment theorem may therefore be stated : 

The moment of any system of forces about a given point is equal to 
the pole distance of their resultant multiplied by the intercept made 
hy the equilibrium polygon on a line drawn through the given point 
parallel to the resultant. 

The moment of a part of the given set of forces about any point 
may also be found by this theorem. For example, let it be required 
to find the moment of ij and ^ about B. The resultant of ij, ^ is 
given in amount by ^ C and acts through the point /, as shown. 
Hence draw through B a line parallel to this partial resultant, 




Fig. 130 
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making the intercept mn on the equilibrium polygon. Then, since 
the triangles /mn and OAC are similar, we have 

or -K V = jBT' X muj 

which is the expression required by the theorem. 

For a system of parallel forces the pole distance H is constant 
and hence the equilibrium polygon is similar to the moment 
diagram for the forces on 
either side of any given point 
Therefore the moment of all 
the forces on one side of a 
given point, taken with re- 
spect to this point, is equal 
to the constant pole distance 
H multiplied by the intercept 
made by the equilibrium poly- 
gon on a vertical through the 
point in question. 

To apply this method to the 
roof truss shown in Fig. 131, 
for example, draw the force 
polygon and the correspond- 
ing equilibrium polygon, as 
shown in the figure. Now take 
any section of the truss, such 
as ztf in the figure, and take 
moments of the stresses in the 
members cut about one of 
the joints, say B. Then the condition of equilibrium 

V moments about ^ = 
may be written ^ 

Moment of stress in ^JF* 4- ^^ moments of P^, Pj,, E^y = 0. 
But by the above theorem 

2^ moments of P^, P,, B^j about B = bV x OL 

hV X Oh 




Fig. 181 



Hence 



Stress in AF= 



BG 
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Similarly, by taking momente about A tbe stresi 



in BF is found to be 



and the stress in BC, with center of moments at ^, is 
cd X Oil 



Stress in BC = 



FS 



By observing the signs of the moments the stresses in AB, BC, 
and BF are found to be compressive and that in AF tensile. 

In the present case, from symmetry, the stresses in the Temaining 
members of the truss are the same as in those ah'eady found. For 
unsymmetrical loading it would be necessary Xa apply the above 
method to each individual member. 



APPLICATIOITS 

277. Two equal weights of 50 lb. each &re joined bjr a cord which paaaee orer 
two putleya in the game horlzonUkl line, dlMant 12 ft. between centers. A weight 
of 6 ib. is attached to the string midway between the pulleys. Find tbe sag. 

278. The rule used by the makers of cablewaya for finding the atrem in the 
cable is la calculate a factor = : — -±^ , and multiply the load, assumed 

to be at the middle, by this factor. Show hon this formula is obt&ined. 

279. Itisttsualto 
allow a sag in a cable 

tieth of the span. 
What does the nu- 
merical factorin tbe 
preceding problem 
become in this case, 
and how does the 
tension [n the cable 
compare with the 
load? 

280. Find the 
Sta. 132 Flo. ISS relation between F 

and IFand the total 
pull on the upper support in the systems of pulleys shown in Fig. 132. 

281. In a Weston differential pulley two sheaves, of radii a and b, are fastened 
together, and by means of a conUnuous cord passing around both and also around 
a movable pulley, support a weight W. find the relation between F and W, neg- 
lecting friction (Fig. 133). 
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282. In a Weston differential pulley the diameters of the sheaves in the upper 
block are 8 in. and in. Find the theoretical advantage. 

283. In the differential axle shown in Fig. 184 the rope is wound in opposite 
directions around the two axles so that it unwinds from one and winds up on the 
other at the same time. Find its mechanical advantage if the radius of the large 
drum is i2, of the small drum is r, and of the crank is c. 

284. A differential screw consists of two screws, one inside the other. The 
outer screw works through a fixed block, and is turned by means of a lever. This 
screw is cored out and tapped for a smaller screw of less pitch which works through 
another block, free to move along the axis of the screw, but prevented from rotat- 
ing. Find the mechanical advantage of such a differential screw if the lever 
arm is 8 ft. long, the outer screw 

has 8 threads to the inch, and the 
inner screw has 10 threads to the inch 



„F 




''^SSs^ 
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Fig. 184 








Fig. 136 



286. The bed of a straight river makes an angle a with the horizontal. Taking 
a cross section perpendicular to the course of the river, the sides of the valley are 
inclined at an angle /3 to the horizontal. Find the angle which the tributaries of 
the river make with it. 

286. Find the least horizontal force necessary to pull a wheel 80 in. in diameter, 
carrying a load of 500 lb., over an obstacle 4 in. high. 

287. A steelyard weighs 6 lb. and has its center of gravity in the short arm at 
a distance of 1 in. from the fulcrum, and the center of suspension is 3 in. from the 
fulcrum. The movable weight weighs 4 lb. Find the zero graduation, and the dis- 
tance between successive pound graduations. 

288. A ladder 60 ft. long, weighing 76 lb., rests with its upper end against a 
smooth vertical wall and its lower end on rough horizontal ground. Find the 
reactions of the supports when the ladder is inclined 20° to the vertical. 

289. A circular, three-legged table, 4 ft. in diameter, weighs 60 lb. and carries 
a load of 100 lb. 10 inches from the center and in a line joining the center and one 
leg. Find the pressure between each foot and the floor. Find also the smallest load 
which when hung from the edge of the table will cause it to tip over. 

290. The average turning moment exerted on the handle of a screw driver is 
120 in.-lb. The screw has a square slot, but the point of the screw driver is beveled 
to an angle of 10° (Fig. 136). If the point of the screw driver is \ in. wide, find the 
vertical force tending to raise the screw driver out of the slot. 
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291. Three mnootb cylindrical water nviiiu, e»ch weighing GOO )b., are [4aced In 
a wagon box, two of then just filling the box from idde to aide and the third being 
placed on top of tbese two. Find the preeaiire between the pipes and also against 
the bottom and eidea of the wagon. 

292. Ad engine is part waj acroae a bridge, the weights and distances being aa 
shown in Fig. 130. Find tbe reactions of the abutmenta. 




PiQ. 186 
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293. In the letter scales shown in Fig. 1ST the length of the parallel links is 
3 in., and the distance of the center of grarlty of the Moving p^Tts below the pivot 
O is 2 in. If the radius of the scale is 8 in. and the weight of the moving parts is 
12 oz., find the distance between successive ounce 
gtaduations on the scale. 

294. A scale is arranged as shown in Fig. 138. 
Determine the relation between the load and the 
weight P. (Quintenz scales, Strassbuig, 1821.) 



A' . 



^ 



F ffi'l ^l 







Fiu, 138 Fig. 139 

Solution. With the given dimenrions we have, by the principle of moments, 

' i ' J * 'e + d 

Pa = Ffi + F^ ; 
■hence Pa=W'b~W-' 



l\ 



e + d I 
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Since this is independent of x, the position of the load on the platform does not 
affect the result. 



and also a = 106. Then 



Let the dimensions be so proportioned that - = , 

P = — 'A scale so arranged is called a decimal scale. 

295. In the toggle-joint press shown in Fig. 130, the length of the hand lever is 
2^ = 31 ft., and 2, = 4 in. If the pull P = 100 lb., find the pressure between the 

jaws of the press when the toggle is 
inclined at 10° to the vertical. 

296. In the crab hook shown in Fig. 
140, assume that the load Q = 300 lb. 
and the coefficient of friction fi = ,6, 
and determine the kind and amount 
of strain in the members J^D, AD^ and 
^2^ for a = 80°, /3 = 00°, a = 6 in., 
6 = 3 in., and / = 18 in. Show also 
that in order to hold the weight with- 
out slipping, the condition which must 
be satisfied is 




4—^ ±W- 

\2 a sin a 2 a/ 2 



297. A steam cylinder is 20 in. 
in diameter, the steam pressure is 
160 Ib./in.^, the crank is 18 in. long, and the connecting rod is 5 cranks long. 
Find the stress in the connecting rod, pressure on cross-head guides, and tangen- 
tial pressure on crank pin when the crank makes an angle of 46° with the horizontal 
on the '' in end ^^ of the stroke. Find also the maximum tangential pressure on the 
crank pin. 

298. Calculate the stresses in all 
the members of the dockyard crane 
shown in Fig. 141 when carrying a 
load of 40 tons. 

299. Calculate analytically the 
stresses in the members of the jib 
crane shown in Fig. 142 when lifU 
ing a load of 28 tons., the dimen- 
sions being as given in the figure. 

300. In the locomotive crane 

shown in Fig. 143, calculate the stresses in boom, mast, back stays, hoisting line, 
and boom line when the boom is in its lowest position, the dimensions for this 
case being as given in the figure. 

301. Calculate the maximum stresses in all the members of the stiff-leg derrick 
shown in Fig. 144 when lifting a load of 10 tons, the dimensions being as follows : 
mast = 26 ft., boom = 38 ft., each leg = 40 ft. It is customary to load the sills with 
stone to give the necessary stability.. Find the amount of stone required on each 
Bill when lifting the 10-ton load. 





Fig. 142 
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K^'tfH 



Fig. 143 




Fig. 144 
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302. The testing machine shown in Fig. 145 is designed for a maximum load on 
the platform of 100,000 lb. The dimensions of the various levers are as shown in 
Fig. 146, the lever C being V-shaped, with the lever D hung inside. Neglecting the 

Extreme poeltton 
oflTelfftit 



Tonsttorm 




Plan, levers C and ^ 



Fig. 146 




weights of the arms, compute the weight of the slider when in its extreme posi- 
tion required to balance a load of 100,000 lb. on the platform. 

303. Determine analytically the stresses in the members CD, DE^ and EF of 
the curved-chord Pratt truss shown in Fig. 147, assuming the load at each panel 

point to be &0,000 lb. 
/ 304. The roof truss shown in 

Cj Fig. 148 is anchored at one end -4, 

and rests on rollers at the other 
end B, The span / = 80 ft., rise 
A = 30 ft., distance between trusses 
6 = 18 ft. The weight of the truss 
is given approximately by the for- 
mula IT = 2*^ 6i* ; the wind load, as- 
sumed to be from the left, is taken 
as 451b./ft.^ of roof surface, and 
the snow load is 80 Ib./ft.^ of hori- 
zontal pro j ection . Calculate analyt- 
ically the reactions of the supports 
due to all loads acting on the truss. 
305. In the saw-tooth type of 
roof truss shown in Fig. 149, deter- 
mine analytically the stress in FH, 
j.j^ 2^ 306. In the Pratt truss shown in 

Fig. 160, the dimensions and loads 
are as follows : span = 150 ft., height = 30 ft., number of panels = 6. The dead 
load per linear foot in pounds for single-track bridge of this type is given by the 
formula 10 = 5 2 + 350, where I denotes the span in feet ; the weight of single track 
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ta&j be taken as 400 lb. per linear foot, and live load as S600 lb. per linear foot. 
Calculate analytically the stresses in all the members. 

NoTB. Each truss carries one half the total load. In the present case, therefore, the 

XX,, J ^^ * * * i 1100 + 400 + 3600 oKrtAlK 

total load per linear foot per truss is ■ — - — ■ = 2600 lb. 

307. In the saw-tooth type of roof truss shown in Fig. 149, obtain graphically 
the stresses In all the members, the dimensions being as follows : span = 26 ft., dis- 
tance apart of trusses = 16 ft., and pitch of roof = J, making the inclination of the 
longer leg to the horizontal = 21°48^ 




Fio. 149 



As the span is short and the roof comparatively flat, it is sufficiently accurate 
to assume that the combined action of wind and snow is equivalent to a uniform 
vertical load, which in the present case may be assumed as 26 Ib./ft.^ of roof. The 
weight of this type of truss will be taken as 1.6 Ib./ft.* of roof, and the weight of 
roof covering as 7 Ib./ft.^ of roof. As the top-chord panel length is 8 ft., each panel 
load wUl be 8 X 16 X 33.6 = 4020 lb. 

308. Analyze graphically for both 
dead and snow loads the French type 
of roof truss shown in Fig. 161, the 
dimensions being as follows: span 
I = 100 ft., rise ^ = 30 ft., d = 6 ft., 
and distance apart of trusses & = 20 ft. 

The weight of truss in pounds for 
this type is given by the formula 

W = ^^ 6P, where 6 and I are expressed in feet. The weight of the roof covering 
may be assumed as 16 Ib./f t.^ of roof surface, and the snow load as 20 Ib./f t.^ of 
horizontal projection. 

First calculate the dead load carried at each joint, due to weight of truss and 
roof covering, and draw the diagram for this system of loads. The diagram for 
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snow load will be a similar figure, and the streases in the two caaes will be propor- 
tional to the corresponding loads. Hence the snow-load stresses may be obtained 
by multiplying each dead-load stress by a constant factor equal to the ratio of 
the loads. 




Fio. 161 



In drawing the diagram start at one abutment, say the left, and take the joints 
in order, thus determining the stresses in OA, AM, AB, PB, BC, and CM. At the 
middle of the rafter, where the load PQ is applied, there will be three unknowns, 
and since these cannot all be determined simultaneously, one of the three must be ob- 
tained by some other means before the construction can proceed. For this puipoea, 
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proceed to the load QB and determine the stress in EF by the auxiliary construc- 
tion shown by the dotted lines in the diagram. Then determine the stress in ED 
by the same auxiliary construction. Having found the stress in ED, we may then 
go back to the load PQ and complete the diagram. 



Graphical analyais of 
Howe truaa 




Wind lofid stress diagram, 
wind firom left 



Dead load strass diagram. 



Fio. 152 



irt-i 



309. Analyze graphically for both dead and wind loads the Howe roof truss 
shown in Fig. 162 for a span of 60 ft. and of one-half pitch, that is, with a rise 
of ^ = 12.6 ft. The trusses are spaced 16 ft. apart ; the weight of each tnuBs may 
be taken as 2.5 Ib./f t.* of horizontal area, the roof covering as 10 Ib./f t.* of roof, 
and the anow load as 20 Ib./ft.^ of roof. The wind load, based on a pressure of 
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30 Ib./f t.' of vertical projection, gives for a roof of one-half pitch an equivalent 
load of 22.4 Ib./ft.^ of roof surface. 

Assume the left end of the truss to be on rollers and the right end fixed. The 
total horizontal thrust due to wind load is then carried by the right abutment. 

In drawing the wind-load diagram, first calculate the reactions R^ and R^ by the 
method of moments. Having thus determined the point if, the remainder of the 
diagram is easily drawn. 

310. Solve problem 804 graphically. 



ANSWERS TO PROBLEMS 



The following list comprifies answers to about two thirds of the problems given 
at the close of each section as applications of the text. This is ample to enable 
the student to verify the correctness of his numerical applications, while enough 
remain unanswered to cultivate self-reliance and independence of thought. 



5. 8.1 lb./in.« 

6. .002122; 12.7Sin. 



1. Answer given. 8. Answer given. 

2. Answer given. 4. 17.71b./in.* 

7. 16,500,000 lb./in.« approximately. 81. t = ^ d . 

8. .0044 in. approximately; s=.000020S7. 82. Copper, 5.73 cm.; alloy, 4.27 cm. 



9. 27,708 lb. 

10. .000807 in. 

11. .0005076 in. 

12. a = .0018. 
18. 5.4 in. 

14. .0000104. 

15. 10051b. 

16. .245 in. square. 

17. 6 in. for p = 16,000 lb./in.« 

18. 118 tons at failure. 

19. 20.0086 ft. 
90. 28631b./in.^ 

21. .18 in. 

22. 10,980 Ib./in.a 

28. 75,280 lb./in.> for root area. 

24. 10^. 

26. 5.8. 

26. 17,4401b. 

27. 1,645,800 Ib./in.s 

28. 100+554 lb. 

20. ^-in. pin. 

80. 2086 lb. tension in each. 



84. Brass, 791 lb. ; steel, 409 lb. 
86. Eight |-in. bolts. 
86. 2 in. 

crushing 8 

87. — ; = — • 

sheanng ir 

88. 1.7 approximately. 

89. 18}. 

40. }-in. steel-wire rope. 
64. 95.45 in.« 
66. 441 in.« 

66. 887 in.« 

67. Ill in.« 

68. 1 J in. above base. 

69. 88}in.« 

60. 8.86 in. from top. 

61. 17} in. 

62. 5763 ; 864}. 
68. 8.28 in. 

64. 51 in.« 

68. Weight equal to that of table. 

69. First support, 1| ft. from 150 lb. 

weight. 



77. Maximum moment = 1920 f t.-Ib. ; maximum shear = 480 lb. 

78. Maximum moment = 4225 f t.-lb. ; maximum shear = 950 lb. 

79. Maximum moment = 4666§ f t.-lb. ; maximum shear = 888} lb. 

80. Maximum moment = 2200 f t.-lb. ; maximum shear = 875 lb. 

81. Maximum moment = 750 f t.-lb. ; maximum shear = 200 lb. 

82. Maximum moment = 8838} ft. -lb. ; maximum shear = 8000 lb. 
68. Maximum moment = 11,850 ft.-lb. ; maximum shear = 4100 lb. 
98. Maximum moment = 7400 ft.-lb. ; maximum shear = 1850 lb. 
94. Maximum moment = 24,000 ft.-lb. ; maximum shear = 4000 lb. 
96. Maximum moment = 1250 ft.-lb. ; maximum shear = 500 lb. 

205 



206 EESISTAKCE OF MATEBIALS 

109. 36,280 ft.-lb. 114. IMn. channels, 33 lb. ISS. 880 in.« ; 

110. 860,600 ft.-lb. 116. 1 to 12. 2767 Ib./f t. 

111. 7 to 4. 116. Section nu)dula8=:24. 194. 8067 lb. 
6^ . 6^ . «^ 117. in. I, 21 lb. 186. 4 J x J in. 

6 ' 24 ' 32 ' 118. in. I, 26 lb. 186. 28.1 lb. 

118. 8 in. I, 20^ lb. 119. 6} in. 187. Stren = 6170 Ib./in.' 

188. 18.4 including weight of beam. 187. 101^ Ib./ft.* 

189. Tension = 2480 + 600 Ib./ln.* 138. 12.68 ft. apart. 
Compression = 4100 — 600 Ib./in.' 139. .0373 in. 

180. 6| in. 166. Moment at wall = 1800ft..lb.; 

181. 16.3 ft. D maximum = .0776 in. at 6.06 ft. 
186. .102 in. from free end. 

166. 360ton». 176. 4-in. channels, 6} lb.; 186. 20 in. I, 761b. 

167. 9| in. square. plates, 6 x ^ in. 190. 43.24 in.-lb. 

168. 6.82 in. 177. Top plate,' 10 x } in.; 198. 3.68 in. 

169. 6| in. side plates, 8} x | in.; 198. 6.63 in. 

170. Rankine, 616 tons ; angles, 3 x 3 x ^ in. 194. 7.114 in. 
Johnson, 627 tons. 180. 3.4 in. ; .9 in. 196. 92^ 28^. 

171. Rankine, 268 tons ; 181. I = 17.7 d. 196. 2^ H. P. 
Johnson, 267 tons. 188. Diameters, 10} and 197. 4.466 in. 

178. 132 tons. 7} in. 800. 4484 H. P. 

174. 16. 188. About 3 in. 801. 9.2 in. 

176. 2| in. square. 184. 6 + . 808. 32. 

808. d = 4.26 in. for stiffness ; 806. p = 4236 lb./in.«; 

.d = 6.6 in. for strength. q - 4283 lb./In.» 

806. Minimum speed, 73 R. P. M. 809. ^ = 30,346,036 Ib./in.*; 

806. 2600 lb./in.» Q = 12,168,486 lb./in.« 

807. Shaft, 3 in. diameter. 881. \ in. 

888. .13 in. 848. 23441b./in.s 869. 7681b./ft. 

6911 lb./in.« 844. 139 lb./in.« 877. .3 ft. 

97}. 846. .28 in. 879. 6 times load. 

2940 lb./in.« 846. 1700 lb./ft.« j^q F=z—y—,— 

886. 33331b./in.2 J47, f = .lOSr. ' 6 * 8 ' 4 ' 

888. Side, ^g in.; 848. Flat, t = 3.16 in.; 281. F= — /?LzJ?\. 
bottom, ^;f in. hemispherical, t=.7in. 2\ a / 

889. 66281b./in.« 860. 1.28 in. 888. 1 to ^. 

880. T^ifin. 861. 70.8%; 62.4%. 888. F=—(). 

881. 6880 lb./in.» 868. J-in. plates, 2 V c / 

888. 4 ft. |.in. rivets, 984. Tr= 90478 F, neglect- 

888. 1 in. S-in. pitch ; ^ rin /J 

884. 2 in. c = 76to78%. 886. ^ = tan- 1 ^-? . 

886. 4. 868. J-in plates ; ^96, 463.2 lb. 

886. 3677 lb./in.«; l-in. rivets, f^. Upper end, 18.6 lb.; 

98.9 tons ; 6.2-in. pitch, lower end, 76.2 lb. 

13,560 lb./in.« ; 864. 82.6 lb./in.« 869. 22}lb,68|lb, 68|lb.; 

494.6 in.-tons. 867. 4761b./in.» 601b. 

841. 1.25 in. 868. 4601b./in<. 890. 821b. 



ANSWERS 207 

891. 288.7 lb. between pipes ; 898. AK = 86 tons, AB= 76.8 tons, 
144.86 lb. against sides. EF = 121.6 tons, ED = 82.9 tODs. 

888. Left, 174,110 lb.; 899. AD = 00.2 tons, BC = 06.6 tons, 
right, 286,002 lb. AB = 87.7 tons, AC = 85.6 tons, 

886. 6.83 tons. DE = 40.6 tons, FC = 117.0 tons, 

897. Connecting rod, 47,680 lb.; DF =: 61.7 tons. 

cross head, 6730 lb. 808. CD = 206,600 lb., D^ = 12,842 lb., 
Maximum on crank pin 48,030 lb. EF = 288,600 lb. 

804. BJET = 40,400 lb., BE = 83,460 lb., HE = 31,000 lb., HC - 33,600 lb., 
CE = 24,667 lb., CK = 41,004 lb., KE = 10,000 lb., KA = 61,004 lb., 
AE = 16,674 lb. 

806. 13001b. 

806. AB = 203,100 lb., AD = 208,300 lb., AQ = 234,376 lb., 

BM=CN= 130,200 lb., EO = 208,300 lb., BC = 62,600 lb., 
DE s 31,2601b., CD = 121,876 lb., EF= 40,640 lb. 
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Allowable stresses, 7 

Allowance for shrinkage and forced fits, 

ISO 
Annealing, 6 

Baches formula for flat plates, 146 
Barlow^s formula for thick cylinders, 

126 
Beams, built-in, 80 

continuous, 70 

deflection of, 60 

design of, 62 

fundamental formula for, 61 

restrained, 80 

strength of, 62 
Bending and torsion, combined, 110 
Bending moment, 86 
Bending stress, 49 

Bending-moment and shear diagrams, 87 
Bernoulli's assumption, 60 
Bimie's formula for thick cylinders, 126 
Boiler shells, 148 
Built-in beams, 80 

Cantilever beams, 60 
Cantilevers, deflection of, 63 
Cement, natural, 167 

Portland, 167 

standard mixtures of, 168 
Center of curvature, 60 

of gravity, 17 

of mass, 10 
Centroid, 10 

of circular arc, 21 

of circular sector, 22 

of circular segment, 22 

of composite figures, 24 

of parabolic segment, 28 

of triangle, 20 
Clapeyron, 70 
Clavarino's formula for thick cylinders, 

126 
Coefficient of linear expansion, 10 
Column formulas, comparison of, 99 
Columns, 91 

eccentrically loaded, 101 

reSnforced-concrete, 164 
Compression, 2 
Concrete, refoforced, 166 
Conditions of equilibrium, 86 



Continuous beams, 70 

Consid^re's formula for column hoops, 

166 
Cooper's column formulas, 101 
Cottered joints, 14 
Couple, definition of, 177 
Curvature of beams, 60 
Cylinders, built up, 126 

rational formulas for, 127 

thick, stress in, 120-126 

thin, stress in, 119 

Deflection of beams, 60 

angular, 61, 62 
Deformation, unit, 4 

Eccentrically loaded columns, 101 
Efficiency of riveted joints, 146 
Elastic curve, 60, 60 
Elastic Umit, 6 
Elastic resilience, 8 

Equilibrium, conditions of, 36, 178, 181 
Equilibrium polygon, 179, 181-186 
Euler's column formula, 92 
Expansion, coefficient of linear, 10 

Factor of safety, 6 

Fatigue of metals, 6 

Flat plates, empirical formulas for, 146 

stress in, 136-143 

theory of, 136 
Flat slabs, reSnforced-concrete, 167, 173 
Forced fits, 129 
Forces, composition and resolution of , 176 

Graphical methods, 187, 189, 192 
Grashof's formula for flat plates, 146 
Guest's formula for shafts, 109 

Hooke's law, 4 
Hoop stress, 118 
Horse-power formula, 114 

Impact, 9 

Johnson's parabolic column formula, 97 
Johnson's straight-line column formula, 

99 
Joint reactions, calculation of, 188 
Joints, riveted, 146 
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Lam^^B formolaB for thick cylinders, 

120 
Lime, 167 

Maxwell diagrams, 190 
Modidus of elasticity, 4 

of resilience, 8 

of rigidity, 6 

of shear, 6 
Moment, definition of, 15, 176 
Moment of inertia, 25 

for circle, 28 

for composite figures, 29 

for rectangle, 26 

for triangle, 28 

theorems on, 27 
Moment of resistance, 52 
Moment and shear diagrams, 37 

directions for sketching, 44 

properties of, 43 

relations between, 41 
Moment solid, 26 
Moments, in continuous beams, 77 

fundamental theorem of, 15 
Mushroom system of reSnforced- 
concrete construction, 167 

Neutral axis, 50 

Nicholses formula for fiat plates, 145 

Poisson*s ratio, 9 

Portland cement, 156 

Power tiransmitted by shafts, 108 

Quicklime, 156 

Radially reinforced flat slabs, 167 
Rankine^s column formula, 95 
Rankine^s formula for shafts, 109 
Retoforced concrete, 156 
ReSnforced-concrete beams, design of, 

159 
Reenforced-concrete columns, 164 
Reinforcement, calculation of, in reen- 
forced-concrete beams, 162 
Resilience, 8 

of shafts, 110 
Resistance, moment of, 52 
Restrained beams, 80 
Resultant, 16 
Rivet pitch, 150 
Riveted joints, 146 

efficiency of, 146 



Settlement of supports, effect of, 76 
Shafts, angle of twist in, 107, 112 

elliptical. 111 

power transmitted by, 106 

rectangular. 111 

resilience of, 110 

square. 111 

stress in, 106 

triangular, 112 
Shear, 2 

angle of, 106 

in continuous beams, 78 

vertical, 36 
Shear modulus, 5 
Shrinkage and forced fits, 129 
Simple beams, defiecUon of, 65 
Slag cement, 158 

Specifications for structural steel, 150 
Spheres, thin, stress in, 118 
Spider, dimensions of, 174 
Spider hoops, 168 
Static moment, 15 
Stirrups in reenforced-concrete beams, 

162 
Straight-line law, 50 
Strain, definition of, 1 

varieties of, 2 
Strain diagram, 4 
Stress, definition of, 1 

in beams, 50 

unit, 4 
Stresses, in structures, 185^194 
StructuralHsteel riveting, 149 
Structures, stresses in, 176, 186-194 
Struts, 191 
Symmetry, axis of, 24 

Temperature stress, 9 

Tension, 2 

Theorem of three moments, 70 

Three moments, theorem of, 70 

Thurston^s formula for flat plates, 145 

Torsion, 8, 106 

Twist, angle of, 106 

Ultimate strength, 6 

Unit deformation, 4 

Unit stress, 4 

Unit stresses in structural steel, 150 

Web reinforcement in reenforcedr 

concrete beams, 162 
Working stress, 6 



Section modulus, 52 
Sections, method of, 190 



Yield point, 5 

Young^s modulus of elasticity, 4 



ANNOUNCEMENTS 



TEXT-BOOK ON THE STRENGTH OF 

MATERIALS (Revised Edition) 

By S. E. Slocum, Assistant Professor of Mathematics in the University of Illinois, and 
£. L. Hancock, Instructor in Applied Mechanics in Purdue University 

Svo, doth, xii -»- 314 pages» ilhistrated, $3.00 

A TEXT-BOOK which is thoroughly representative of the best 
modern theory and practice, and at the same time sufficiently ele- 
mentary for the use of students of a junior grade in technical and 
engineering schools. The first part is devoted to a theoretical discus- 
sion of the Strength of Materials for use in the class room, while the 
second part consists of a description of the physical properties of 
materials, with methods of testing, etc., and is intended for use as a 
laboratory manual in connection with the class work. 

Albert E. Greene, Junior Professor of Civil Engituering^ 
UnivorsUy of Michigan: The book contains a great deal of infor- 
mation which is available nowhere else in English. It will be a valu- 
able book of reference to all interested in the subject. 



PROBLEMS IN THE STRENGTH OF 

MATERIALS 

By WiLUAM Kent Shbpard, Instructor in Mechanics in the She£Seld Scientific 

School, Yale University 

Svo, doth, 70 p«ges, illustrated, li.as 

A COLLECTION of over five hundred practical problems is here 
provided, and, in addition, a new practical discussion on the effi- 
ciency and design of riveted joints, with reference to their application 
to boiler shells. Illustrations accompany the text, and tables necessary 
for the solutions of the problems will be found in the Appendix. 

William F. Allison, Professor of Civil Engineerings Colorado 
School of Mines : A valuable addition to the teacher's equipment for 
teaching the mechanics of materials. 

^365" 

GINN AND COMPANY Publishers 



GRANVILLE'S TRIGONOMETRIES 

By William Anthony Granvillb, President of Pennsylvania CoUege, 
GettysbuiK, with the Editorial Codpention of PsKoiy F. 
Smith, Professor of Mathematics in the Shef- 
field Scientific School, Yale University 



PLANE TRIGONOMETRY, SPHERICAL 
TRIGONOMETRY, AND LOGARITH- 

MIC TABL ES Svo, doth, 364+ sS pages, iUostnted, |i ^5 

Issued in parts as follows : 
PLANE AND SPHERICAL TRIGONOMETRY Wrraoirr 

Tables 8vo, Cloth, 364 pages, illustrated, ^1.00 

PLANE TRIGONOMETRY AND TABLES 8vo. doth. ,91+38 

pages, ^1.00 

FOUR-PLACE TABLES OF LOGARITHMS 8vo,doth.38 

pages, illustrated, 50 cents 

WHILE special attention has been given to the requirements of 
the College-Entrance Board, this book contains all the plane 
trigonometry that is usually taught in the undergraduate classes of 
colleges and technical schools. 

The treatment of spherical trigonometry is unique. Nearly half 
the work usually required in deriving the standard formulas is done 
away with, the usual six cases in the solution of oblique spherical 
triangles being reduced to three. The most important applications 
of spherical trigonometry to geodesy, astronomy, and navigation are 
treated with great clearness and simplicity. The drawings used are 
far superior to any ever published. 

A five-inch celluloid ruler, graduated to inches and centimeters, 
with a protractor graduated to degrees and radians, both clockwise 
and counterclockwise, is furnished free with each copy of the book. 

GINN AND COMPANY Publishers 



NEW ANALYTIC GEOMETRY 

By Pbrcey F. SmitHj Professor of Mathematics, Sheffield Scien- 
tific School, Yale University, and Arthur Sullivan Gale, 
Professor of Mathematics, University of Rochester 



l2mo, cloth, 342 pages, illustnted, ^1.50 



nr^HE " New Analytic Geometry " aims to meet the present- 
-'^ day demand for a text which will provide adequate and 
thorough preparation for the calculus and applied mathematics. 
The subject matter which it presents differs in many important 
respects from that included in the current textbooks on the 
subject. Some distinctive features are the following: 

The simplicity and directness of the proofs. 

The numerous tables to assist in calculations. 

The large number of tested problems and the omission of answers 
to these when any useful purpose is served. 

The attention given to curve plotdng, including applications to the 
graphical solution of transcendental equations, to sketching sine curves, 
motion curves, and other transcendental curves used in engineering. 

A chapter on the setting up and graphical study of functions arising 
from concrete problems. 

The condse treatment of the parabola, ellipse, and hyperbola, and 
the general equation of the second degree, and the description of the 
importance of these curves in the arts. 

The expression of the simpler formulas in determinant form. 

The variety of locus problems and the use of parametric equations 
in solving them and in curve plotting. 

The attention paid to the careful sketching of lod in space. 

A chapter on the derivation of empirical equations to fit observed 
data. 

128 

GINN AND COMPANY Publishers 



RECENT BOOKS IN HIGHER 
MATHEMATICS 



HIGHER ALGEBRA 

By HBRBBirr E. Hawkss, Profeacor of Mathematics in C6liimbia Unirenity. 8iro, 
doth, aaa pages, with diagrams, I1.40. 

While this text does not emphasize the applications of algebra to the detri- 
ment of a diorough development of the subject itself, it is espedally adapted for 
use in technical sdiools. A concise but illuminating review of elementary adgebra 
is followed by a comprehensive discussion of the quadratic equation and the 
more advanced topics, including series. The reasonable use of graphical methods, 
care in finding tne limit of error in numerical computations, tne omission ot 
inexact digits in computation, and the use of tables for extracting roots are all 
features which are in accord with modem instruction in applied mathematics. 



THE MATHEMATICAL THEORY OF HEAT 
CONDUCTION 

By L. R. Ingbksoll, Associate Professor of Phjrsics, and O. J. Zobbl, formerly 
Fellow in Physics in die Univenity of Wisoonsin. 8vo, doth, 171 pages, ^1.60. 

This text in Fourier's Series and Heat Conduction presents along with die 
theory a large number of practical applications. Since only a moderate matfae- 
madail knowledge on the part of the student is assumed, the book may be used 
as a first course in mathematical physics. 

It wiiyalso prove of especial service to geologists and engineers. Questions 
of the cooling of the earth, with and without radioactive influences, and several 
cases of cooUng magmas are among the problems included for the geologist ; 
while in technical lines, problems in me tempering of steels, freezing of concrete, 
electric welding, and twenty-odd other examples — many of them here tieatea 
for the first time — are considered. 



THEORY OF FUNCTIONS OF REAL VARIABLES 

^ Jambs Pibbpont, Professor of Mathematics in Yale Universi^. 

Volume I 9vo, doth, 560 pages, illustrated with diagiams, ^.50. 

Volume II 8vo, cloth, xiii + 64s pages, illustnted with diagrams, $5.00. 

A COMPREHENSIVE and scholarly treatment of the subject designed to acquaint 
the reader with the processes and methods of reasoning peculiar to this branch 
of mathematics. Volume II includes much original material here presented for 
the first time and leading to results more general than any yet obtained in this field. 

A most admirable expontion of what in modem times have come 'to be rttarded as 
the unshakaUe foundations of analysis. Hitherto, in order to gain a knoiidedge of the 
best that has been done in the subject, it has been necessary to repair to foreign institu- 
tions; now it is no longer necessaiy to have recourie to foreign to n gues, thanks to 
Professor Picarpont's simple and schoLuly presentation. — Tkt NaHon. 
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